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National foreword
This British Standard has been prepared under the direction of the General Electrotechnical Engineering Standards
Committee, It is identical with IEC Publication 695-2-2 ; 1980 ‘Fire hazard testing. Part 2 : Test methods. Needle-flame
test’, published by the International Electrotechnical Commission (IEC) and is the subject of CENELEC HD 444.2.2.
The international standard does not give any relation between this Part of the standard and the other published and
envisaged Parts. It is, however, already clear that the structure of the international standard will differ from that of this
British Standard. Other Parts of this British Standard are as follows:
Part 1. General introduction ‘
(in course of preparation)
Part 2. Methods of test
Section 2.1 Glow-wire test
Section 2.3 Bad-connection test with heaters
(in course of preparation)
Section 2.4 Bunsen-type flame test
(in course of preparation)
Part 3. Guidance on fire hazard testing
(envisaged as future work) '
Terminology and conventions, The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is drawn especially to the following.
The comma has been used in figure 1 as a decimal marker; in British Standards it is current practice to use a full point on
the baseline as the decimal marker.

Wherever a page number is quoted with reference to figure 1, this is the IEC page number.

For the purposes of this Part of this standard, the scope is effectively contained in the third paragraph of clause 1
‘Introduction and scope’.

Cross-reference ‘
International standard * Corresponding British Standard
ISO 4046-1978 BS 3203 : 1979 Glossary of paper, board, pulp and related terms

(Identical)

Additional information. The following comments are given as guidance for the application in the United Kingdom of this
standard which deals only with the method of test and the apparatus required. In drafting specifications calling for the use
of this method of test, the following notes should be taken into account.

NOTE 1. Clause 3 refers to the specimen but gives no clear indication of its nature. This will have to be defined in a ‘product’ specification
referring to this test.

NOTE 2. The fourth paragraph of clause 3 should not be understood as meaning that clause 4 is applicable only to ‘separate specimens’.
Where a ‘separate specimen’ is to be used, the ‘product’ specification will require to give the necessary details,

NOTE 3. At the end of the fourth paragraph of clause 4 reference is made to the specimen being ‘mounted as in normal use’, This should be
understood as ‘mounted as specified in the standard for the electrotechnical product, where this forms the specimen, or, where the specimen
is only part of an electrotechnical product, so that the manner of mounting and surroundings of the specimen should be as close as possible
to those applicable to normal use in an electrotechnical product’, -

NOTE 4, In the fifth paragraph of clause 4 the reference to ‘tissue paper’ in the second line should be understood as being to ‘wrapping
tissue’ as defined in 6.86 of ISO standard 4046. (This point is made clear in the French text of the IEC standard.)

NOTE 5, The note in the sixth paragraph of clause 4 is incorrectly placed; it should come after the fifth paragraph.

NOTE 6. In clause 5 no tolerances are given on the preferred values of duration and, as there is no general indication of the significance of
untoleranced values, the tolerance and duration required will have to be specified in a ‘product’ specification referring to this test.

NOTE 7. As no general indication of the significance of untoleranced values is given in this standard, the duration of storage in clause 6
should be understood as ‘at least 24 h’,
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NOTE 8, The only requirement in clause 7 is for the visual examination of the specimen., No criteria are stated and these will require fo be
. given in ‘product’ specifications referring to this test, together with any required physical/electrical parameters which are to be measured.

NOTE 9. Sub-clauses 8.2 and 8.4 make reference to ‘normal use’ and ‘normal conditions of use’ and ‘fault conditions’, The test requirements

will have to be amplified in ‘product’ specifications referring to this test.

NOTE 10. In clause 10 the fourth ‘situation’ is probably already covered by the first words in the clause, viz ‘Unless otherwise specified in
the relevant specification’.

NOTE 11. The items in clause 11 are not cross-referenced to clause numbers. The list is, in any event, not exhaustive and a specification
writer will require to read the complete text. Item (e) is applicable only when, because of the impossibility of making a test on a
sub-assembly or component within the equipment (see clause 3) a test is being made on a separate specimen,

NOTE 12. Should a component be such that it is essentially solid electrical insulating material, attention is drawn to the method of test in
BS 6334 : 1983 (IEC 707 : 1981) ‘Methods of test for the determination of the flammability of solid electrical insulating materials when
exposed to an igniting source’,

Warning note. This British Standard calls for the use of procedures that may be injurious to health if adequate precautions are not taken.
It refers only to technical suitability and does not absolve the user from legal obligations relating to health and safety at any stage. (See also
the warning note in clause 8.)

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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