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Foreword
This British Standard has been prepared under the direction ~ Standard is considered to outweigh any advantage in
of the Mechanical Engineering Standards Committee. awaiting completion of a corresponding international standard.

A bibliography of supporting data published elsewhere is

No international standard on the subject exists at present,
included in appendix B of this standard.

but this British Standard conforms in substantial measure
with international agreement reached to date. The need to Compliance with a British Standard does not of itself
provide guidance on the subject by publication of a British  confer immunity from legal obligations.
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British Standard Guide to

Evaluation of human exposure to

vibration in buildings

{1 Hz to 80 Hz)

0. Introduction

Structural vibration in buildings can be detected by the
occupants and can affect them in many ways: their quality
of life can be reduced as also can their working efficiency.
This standard provides guidance on human response to
building vibration, Weighting curves refated to human
response to vibration of buildings are provided.

Complaint levels from occupants of buildings subject to
vibration and the acceptable magnitudes, or limits,

for building vibration depend upon specific circumstances.
Appendix A provides state of the art information on the
application of the weighting curves to different situations.
Consideration is given to the time of day and use made of
occupied space in buildings: whether workshop, office,
residential, hospital operating theatre or other critical area.
Tentative guidance is given on the magnitudes of vibration
at which adverse comment may begin to arise. In cases
where sensitive equipment or delicate tasks impose more
stringent criteria than human comfort, the corresponding
more stringent values should be applied.

1. Scope

This British Standard provides general guidance on human
exposure to building vibration in the frequency range 1 Hz
to 80 Hz. Curves of equal annoyance for humans are
included together with measurement methods to be
employed,

Appendix A provides guidance on vibration conditions
which may cause adverse comment. Current methods of
assessing continuous, intermittent and impulsive vibration
are also presented in appendix A..

This British Standard does not provide guidance on the
probability of structural damage to buildings or injury to
occupants of buildings subject to vibration.

NOTE. The titles of the publications referred to in this standard are
listed on the inside back cover.

2. Characteristics of building vibration

2.1 Direction of vibration. Because a building may be used
for many different activities, standing, sitting and lying may
all occur. For example, vertical vibration of the building may
enter the body as either x-axis, y-axis or z-axis vibration,

as defined in figure 1.

NOTE. The axes of vibration are those defined in 3.1 of 1SO 2631 :
1978.

This standard distinguishes between these three axes of
vibration, and normally the measured vibration should be
referred to the appropriate axis.

2.2 Frequency weighting. There is evidence from research
concerning the building environment to suggest that there

are summation effects for vibration at different frequencies.
Therefore, for the evaluation of building vibration with
respect to annoyance and comfort, overall weighted values
of the vibration are preferred.

2.3 Time history of vibration. Building vibrations as they
affect people may be classified as impulsive, intermittent or
continuous as follows,

(a} Impulsive vibration is a rapid build-up to a peak
followed by a damped decay which may or may not
involve several cycles of vibration (depending on
frequency and damping). It can also consist of a sudden
application of several cycles at approximately the same
amplitude, providing that the duration is short, i.e. less
than 2 s,

{b) Intermittent vibration is a string of vibration
incidents, each of short duration, separated by intervais
of much lower vibration magnitudes. Intermittent
vibration may also consist of bursts of vibration flanked
by a more-or-less gentle rise and decay.

(c) Continuous vibration is vibration which continues
uninterrupted for a period of 16 h.

3. Measurement of vibration

Measurement of vibration should be taken on a building
structural surface supporting the human body. Under some
conditions, measurements may have to be made outside the
structure, or on some surface other than points of entry to-
the human subject, For these cases transfer functions need
to be determined.

Measurements should be taken along the three orthogonal
axes, and reference made to the curves appropriate to each
human axis.

The preferred technique is to record unfiltered time histories
from which any desired value can later be determined.

If possible, building vibrations should be measured in
acceleration terms, but in some cases it may be found
necessary to measure in terms of velocity or displacement.

The preferred method of assessing the influence of complex
vibrations is to determine the true root-mean-square {r.m.s.)
value of the frequency weighted acceleration.

If the position of the occupants with respect to the vibration
environment is constant and known, the weighting functions
established for the x, y or z directions are to be used. {f the
orientation of the occupants is varying or unknown with
respect to the perceived vibration, the weighted values
should be obtained for all axes and the highest value used,
TE. There is insufficie ata on humgR r i i
::In% impTxIsi\r/z [\fii)r::tio:lcton;u(:tffi/ ’:clusimaﬁﬁﬁgﬂfgﬂt

method for analysing such motiais (see appendix A),
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ay, ay, a, = acceleration in the directions of x, y, z axes .
X-axis = back to chest

y-axis = right side to left side

z-axis = foot to head

Figure 1. Directions of basicentric coordinate systems for mechanical vibrations influencing humans
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4, Characterization of building vibration with
respect to human response

4.1 Factors which influence human response. Experience
has shown in many countries that complaints regarding
building vibrations in residential situations are likely to
arise from occupants of buildings when the vibration levels
are only slightly in excess of perception levels. In general,
satisfactory magnitudes are related to the minimal adverse
comment level of the occupants and are not determined by
any other factors such as short term health hazard and
working efficiency.

Situations exist where motion magnitudes above those
generally corresponding to minimal adverse comment level
can be tolerated, particularly for temporary disturbances
and infrequent events of short term duration. An example
is a construction or excavation project. Any startle factor
can be reduced by warning signals, announcements and/or
regularity of occurrence, and a proper programme of public
relations, 1n cases of long term vibration adverse comments
may be modified by familiarization.

The criteria to be used with respect to human response
should be selected on the basis of the expected occupation,
the activity of the occupants and the expected freedom
from intrusion. Each occupied room of a building should be
analysed with respect to these criteria.

4.2 Satisfactory vibration magnitudes in rooms and
buildings

4.2.1 General. The base curves of figures 2 and 3 represent
magnitudes of approximately equal human response with
respect to human annoyance and/or complaints about

BS 6472 : 1984

interference with activities. Satisfactory vibration
magnitudes in rooms and buildings should be specified in
multiples of the base curve magnitudes. At vibration
acceleration and/or velocity magnitudes below the base
curves in figures 2 and 3 adverse comments or complaints
of vibration are rare. However, this statement does not
imply that, depending on circumstances and expectations,
annoyance and/or complaints are necessarily to be expected
at higher magnitudes.

NOTE. Weighted acceleration values are to be evaluated with respect

to the base acceleration magnitudes in the frequency band of
maximum sensitivity.

. Establishing design criteria and goals by raising the base

curves in figures 2 and 3 should be done by reference to
state of the art experiences and by giving proper considera-
tion to social, public relations and economic factors.

NOTE. The base curves presented do not take account of the
possibility that at frequencies above approximately 30 Hz, vibration
can introduce undesired acoustical disturbances.

4.2.2 Base curve for foot-to-head (z-axis) vibration. For z-
axis vibration, the base curve is shown in figure 2, Table 1
defines the corresponding acceleration values.

4.2.3 Base curve for back-to-chest or side-to-side (x- or
y-axis) vibration. For x- and y-axis vibration, a different
base curve applies. This is shown in figure 3, Table 2 defines
the corresponding acceleration values.

The base curve for x- and y-axis vibration is more severe than
the z-axis case at low frequencies. This is due to the
sensitivity of the human body to x- or y-axis motion at

these low frequencies.
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