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BS 6499 : 1985

Foreword

This British Standard has been prepared under the direction
of the Packaging and Freight Containers Standards Com-
mittee at the request of the Metal Packaging Manufacturers’
Association.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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AMD 5033

=

Amendment No. 1
published and effective from 31 July 1986

to BS 6499 : 1985

Specification for metal screw necks, screw caps
and inner seals for metal containers

| —

Corrections

AMD 5033 Figure 1. Screw neck dimensions (as given in table 1), with tolerances

July 1986
Delete the existing figure and substitute the corrected figure below. The correction made

is to the position of the lines defining dimension U.
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All dimensions and tolerances are in millimetres.

Figure 1. Screw neck dimensions (as given in table 1), with tolerances

AMD 5033 Table 1. Screw neck dimensions

July 1986 Against dimension R under the headings ‘25 mm’, ‘38 mm’ and ‘76 mm’, delete the entries
‘1.065’, '1.518’ and ‘1.518’, and substitute the entries ‘1.00", ‘1.50" and “1.50’, respectively.

Documents

Document Sharing Hub

Full document details: BS 6499:1985


http://www.avadocuments.com/doc/bs-6499-1985
http://www.avadocuments.com/doc/bs-6499-1985

Documents

Document Sharing Hub

Full document details: BS 6499:1985


http://www.avadocuments.com/doc/bs-6499-1985
http://www.avadocuments.com/doc/bs-6499-1985

AMD 5033 Table 2. Screw cap dimensions

July 1986 Against dimension R, under the headings ‘25 mm’, ‘38 mm’ and ‘76 mm’, delete the entries
‘1.065%, “1.518’ and ‘1.518’, and substitute the entries ‘1.00°, ‘1.50’ and ‘1.50’, respectively.

AMD 5033 Table 4. Screw neck gauge dimensions

July 1986 Against dimension R, under the headings ‘25 mm’, ‘38 mm’ and ‘76 mm’, delete the entries
‘1.065', “1.5618" and ‘1.518’, and substitute the entries ‘1.00°, ‘1.50" and ‘1.50’, respectively.

AMD 5033 Table 5. Screw cap gauge dimensions

July 1986 Against dimension R, under the headings ‘26 mm’, ‘38 mm’ and ‘76 mm’, delete the entries
‘1.065’, ‘1.518" and ‘1.518’, and substitute the entries ‘1.00°, ‘1.50’ and ‘1.50’, respectively.
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