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1 AMD 6866 Table 2. Current for flexing test
} April 1992

Insert **" against ‘1.25" in column 1,

Delete ‘4’, *12.5' and ‘~" on the last line and substitute the following.
‘4.0, *—" and '32".

Insert a footnote ‘* National type.’

AMD 6866 Table 25. Guide to the use of insulated flexible cords
April 1992

In column 3, against table reference 8, delete *100 V' and
substitute ‘1000 V.’

AMD 6866 Clause C.3 Voltage test on cores
April 1992
Delete the existing note and substitute the following.

‘NOTE. This test 1s not applicable to the cords specified in tables 3
t0 5, 10, 13 and 19 except where necessary to comply with the
fiexing test in D,1.3.1."

AMD 6866 Clause D.1 Flexing test
April 1992
: Delete the existing note and substitute the following.

‘NOTE. This test is not applicable to the following categories of
cable within this standard.

{a) tinsel conductor cords;

{b} twisted twin cords;

{c) single-core cords;

{d) PVC multi-core flexible cables having cores of nominal
cross-sectional area greater than 2.5 mm?;

(e} cables complying with section four;

{f) cables complying with section five.

AMD 6866 Clause D.1.1 Apparatus
April 1992
Delete the entire subclause and substitute the following.

‘'D.1.1 Apparatus

The test shall be carried out by means of the apparatus
shown in figure 2. This apparatus has a carrier C supporting
two pulleys A and B, of diameter in accordance with

tables 1a and 1b, arranged so that the cord which is weighted
at both ends is horizontal between the pulieys. The carrier
moves backwards and forwards over a distance of 1 m at
an approximately constant speed of 0.33 m/s.

The pulleys shall have a semi-circutar shaped groove for

! circular cords and a flat groove for flat cords.

The restraining clamps D shall be fixed so that the pull is
always applied by the weight from which the carrier is
moving away. Where this is not practical, the restraining
clamps D shall be fixed so that the test sample is under
permanent tension.’
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AMD 6866 Clause D.1.3 Procedure
April 1992
Delete the entire subclause and substitute the following.

‘Stretch the length of cords over the pulleys, each having the
diameter given in tables 1a and 1b. During the fiexing test,
load the cords samples, using the current specified in
table 2, as follows,
For 2- and 3-core cables load all cores fully.
For 4- and 5-core cables either load three cores fully or load
all cores in accordance with formula

1, =13+/(3/n)
where

n is the number of cores

/ is the full current in accordance with table 2
For the current loading use either a low voltage or a voltage
of 220 V to 380 V. On cores which are not loaded apply a
signal current.
Make 30 000 backward and forward movements (60 000
single strokes) of the carrier.
After the required number of movements remove the
sheath of the sample, if it has one. Subject the cores to the
voltage test in accordance with C.3, but with a test voltage
not exceeding 2000 V a.c.

NOTE. Care should be taken when stripping the sheath to avoid
nicking the insulation,’
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