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Foreword

This Part of BS 6501 has been prepared under the direction
of the Piping Systems Components Standards Committee,
BS 6501 : Part 1 covers the requirements for corrugated
flexible metallic hose assemblies. This Part covers the
requirements for strip-wound flexible metallic hoses and
hose assemblies, BS 669 : Part 1 contains details of

- construction of leak-proof strip-wound hose assemblies for
- use with gas appliances:

Strip-wound metallic hose assemblies, as a part of pipework

‘systems, are used to convey non-searching liquids, powders

and gases under various pressure and temperature
conditions in applications where, because of the need to
accept displacement during operation, the use of
conventional rigid piping is precluded, Strip-wound

. 'assembl,ies may also be used as temporary pipelines for B
- connecting fixed and movable installations during : ‘ ;

loading/discharge operations.
Strip-wound hose, compared with other types of hose,

" - is extremely robust and it can accept both lateral and axial

displacements. [t is well sujted for manhandling, powder

transfer, engine exhaust and armouring applications. It also

has intrinsic electrical conductivity. It is not suitable for

highly penetrating liquids and extremes of temperature or

pressure,

Since the flexibility of strip-wound hose is achieved by

sliding, fatigue is of lesser importance than with corrugated

hose.

Asbestos has been specified for certain of the hose

constructions covered by this Part of BS 6501 as the only

packing material that can meeft the duty required although

alternative materials are being investigated. Attention is

therefore drawn in the standard to the special precautions

which may be necessary in work involving asbestos,

It is considered highly desirable that manufacturers of _
strip-wound hose assemblies employ quality assurance -
systems complying with BS 56750 : Part 2. : ‘

- Compliance with a British Standard does not of itself

confer immunity from legal obligations.
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Specification

1 Scope

This Part of BS 6501 specifies the requirements for design,
manufacture and testing of flexible metallic hoses and hose
assemblies of strip-wound construction.

A number of flexible metallic hose types are included
ranging from unpacked simple overlap construction
intended for non-pressure applications to packed double
ovetlap construction intended for pressure applications.
Nominal sizes DN 4 to DN 400 are specified and, for
pressure hoses, five pressure classes are defined.
Manufacturing materials are specified. )

NOTE 1. Information to be supplied by the purchaser is given in
appendix A.

NOTE 2, Guidance on selection and application is given in
appendix B. i

NOTE 3. The titles of the publications referred to in this standard
are listed on the inside back cover,

2 Definitions

For the purposes of this Part of BS 6601 the followmg
definitions apply.

2.1 strip. Metal sheet swtable for cold forminginto.-
metallic hose. 7
2.2 packing. Copper wire or rubber or gauged rope of
cotton or gauged rope of asbestos® used to ensure the
tightness of the hose. :

2.3 strip-wound hose. A hose manufactured from helically
wound preformed strip, generally with right-hand lead,
whiose turns, which may be with or without packing, are
connected together by simple or double overlapping.
Flexibility is obtained by adjacent turns sliding on each
other.

2.4 leak-proof hose. A hose that may be used under
pressure or vacuum. :

2.5 hose with limited tightness. A hose that may be used
under low pressure, with admissible leakage.

2,6 hose without tightness.. A hose to be used without
pressure.

2.7 hose assembly. A hose Wlth end fittings attached
with or without a covering or lining, ready for service. .

2.8 nominal size (DN). A numerical designation of size
that is common to all components in a piping-system
other than components designated by outside diameter or
by thread size. [t is a convenient round number for
reference purposes and is only loosely related to
manufacturing dimensions.’ -

2.9 design pressure. The maximum pressure at which a

hose assembly is designed to be serviceable, based on a
duty at 20 °C. .

*See foreword and footnote to table 1.

NOTE. Where several pressure/temperature combinations are
specified the design pressure is the most onerous of the specified
pressure/specified temperature combinations, .

2.10 design temperature range. The highest and lowest
temperatures to which the hose will be subjected.

NOTE. The desigh temperature range includes adequate margins to
cover uncertainties in service conditions, e.g. sudden reductions in
line pressure may cause temperature drops. It also takes into

- account the materials used in the hose or hose assembly and the

attachment method,

2,11 burst pressure. The pressure at which any part of the
hose assembly fails.

2.12 temperature de-rating factor. The ratio of burst
pressure at design temperature to burst pressure at 20 °C,
which is equal to the ratio of design pressure at the design
temperature to design pressure at 20 °c. -
NOTE. See figure 1,

2.13 pressure class. The class of the hose assembly
determined from the design pressure and temperature.
NOTE. See table 2 and figure 1.

2,14 minimum bend radius. The minimum radius of a_
bend measured to the centre iine of the hose at which the
hose can be used, associated with adjacent turns touching.

" 2.15 profile. The geometrical form shown by a turn after
a longitudinal section of the hose has been made along its
Caxis. o
2.16 liner. A flexible internal lining, usually metallic,
that protects the internal surface of the hose against erosion.
2.17 packed fitting. A leak-proof end fitting that is
screwed on to the tube, packed and locked by means of a
back nut,

2.18 mechanical fitting. A screwed or swaged flttlng
without tightness.

2.19 manufactured length

2.19.1 For hoses without tightness, the length measured in
a taut rectilinear position with contact between each turn,
i.e. the hose in the extended position.

2.19.2 For hoses with limited tightness or leak-proof, the
length measured in a rectilinear position after the hose has
been rolled and then unrolled, i.e. the hose in mid-position.

3 Materials

The strip.used in the manufacture of the hose, the packing
material (if required) and the material used for the
manufacture of the end fittings shall be selected from the
materials given in table 1.
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