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Amendment No. 1
published and effective from 23 December 1987

to BS 6513 : Part 3 : 1984

—

Wideband cabled distribution systems

Part 3. Specification for performance requirements,
including system safety, for downstream television
and f.m. sound radio signals

Deletions

NOTE. The reason for this amendment is that the safety requirements have been encompassed in
BS 6513 : Part 6.

AMD 5793 Title
December 1987 On the front cover and on page 2 delete *, including system safety,’ from the Part title.

On the front cover, in the French title delete ‘y compris la sécurité du systéme’ from the
Part title.

On the front cover, in the German title delete ‘und an die Sicherheit’ from the Part title.

AMD 5793 Contents

December 1987 Delete the title against section five and substitute ‘Text deleted".

Delete clause numbers 5.1 to 5.4 together with their respective titles.

AMD 5793 Section five. System safety requirements
December 1987 Delete the title against section five and substitute ‘Text deleted"’.
Delete clauses 5.1 to 5.4.
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Foreword

This Part of BS 6513 has been prepared under the direction
of the Electronic Equipment Standards Committee. It is
based on a draft provided by the Department of Trade and
Industry. It forms Part 3 of a multipart standard for
wideband cabled distribution systems; the other Parts to
date are as follows:

Part 1 Glossary of terms

Part 2 Methods of measurement

Part 4 Specification for performance requirements,
including system safety, for upstream television

The specialized requirements of alternative transmission
media, e.g. optical fibres and other modulation systems,
will be the subject of later Parts of this standard.

The system performance limits specified in this standard
will, with an unimpaired input, produce picture and sound
signals where the impairment to any single parameter will
be not worse than grade 4 on the following five-grade
impairment scale which is taken from International Radio
Consultative Committee (CCIR) Recommendation 500-2
(1982):

5: imperceptible

4: perceptible, but not annoying

3: slightly annoying

2: annoying

1: very annoying
Details of the characteristics of the various signals referred
to in this standard are given in the following International
Radio Consultative Committee (CCIR) publications:

television, 625-line, PAL, system I:
CCIR Report 624-2 (1982);

stereo radio, band II f.m.:
CCIR Recommendation 450-1 (1982);

teletext: CCIR Report 957 (1982).
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Reference is made in several places in the text to approved
items. For the purpose of this standard this is meant to
"indicate that the system operator or installer or both have
approved such items for use in the system.

The following subjects relative to this Part will be included
as additional clauses or supplements at a later date.

Performance requirements for f.m. sound radio signals:
echo rating;
hum modulation;
single- and multiple-frequency interference;
data signals within the channel.
Performance requirements for television signals:
signals received via earth-orbiting satellites;
crossview ratio;
composite beat with special signal control.
General performance requirements:
immunity of system components;
immunity of complete systems;
radiation from complete systems;
special requirements for star and switched star networks.
General performance requirements for digital signals.
This Part, together with Part 4, replaces BS 5603 : Part 1 :
1978, which is withdrawn.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/bs-6513-3-1984
http://www.avadocuments.com/doc/bs-6513-3-1984

