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Foreword

This British Standard has been prepared under the direction
of the iron and Steel Standards Committee.

These products are obtained by applying hot-dip aluminium/
silicon alloy {commonly called type 1) coatings of nominal
mass up to 150 g/m? (including both surfaces), to cold
reduced carbon steel flat rotled products in a variety of
commercial and drawing qualities.

The standard has been prepared following the publication
of EURONORM 154 - 80 and is technically equivalent to
that EURONORM.

The clauses of a contractual nature have been drawn
together for information only into appendix C.

Compliance with a British Standard does not of itseif
confer immunity from legal obligations.
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Specification

1 Scope

This British Standard specifies requirements for continuously
hot-dip aluminium/silicon coated cold reduced carbon steel
flat products in commercial and drawing grades which are
suitable for welding.

This standard applies to flat products from 0.4 mm up to
but not including 3.0 mm thick. It applies to wide strip and
sheet and strip cut from it, in widths from 600 mm to
1540 mm inclusive and to strip less than 600 mm wide,

slit from wide strip and lengths cut from it.

NOTE 1. The products in this standard are suitable for applications
where heat resistance and corrosion resistance are principal factors.
The coating mass specified should be compatible with the desired
service life and the forming requirements.

NOTE 2. The titles of the publications referred to in this standard
are listed on the inside back cover.

2 Definitions

For the purposes of this British Standard, the following
definitions, based on those given in BS 1449 : Part 1, apply.

2.1 cold rolled wide strip. A cold rolled flat product rolled
in nominal widths equal to or greater than 600 mm which
immediately after the final rolling pass is wound into
regularly superimposed laps so as to form a coil with almost
flat sides.

NOTE. Cold rolled wide strip as rolted normally has slightly convex
edges {mill edges). 1t may also be supplied with shear edges or may
be obtained by slitting from wider strip (see 2.2).

2.2 slit wide strip. Strip that has been slit from wide strip.

2.3 slit cold rolled wide strip. A cold rolled wide strip slit
into widths less than 600 mm.

2.4 cold rolled sheet. A flat cold rolled product, less than
3 mm thick, the edges being allowed to deform freely,
supplied flat and generally square or rectangular.

NOTE. Sheet produced from strip cold rolled on a continuous mill
is known generatly as cold rolled sheet.

2.5 hot dip aluminium/silicon coating. The continuous
application of a metallic coating by dipping suitably
prepared steel flat rolled products in a bath of molten
aluminium/silicon alloy.

2.6 product thickness. The thickness of the finished
product after coating.

3 Designation

The designation shall consist of the following items in the
order given:

(a) the number of this British Standard, i.e. BS 6536;

(b) the word(s) ‘wide strip’, ‘sheet’, ‘slit wide strip” or
‘cut length’;

*This is the designation in EU 154 to indicate the type of coating.

Full document details: BS 6536:1985

{c) the letters ‘AS’ indicating the type of coating;

(d) a number denoting the grade of the steel base, i.e.:
(1) 01 (commercial quality, suitable for simple
bending and forming processes);
(2) 02 (drawing quality);
(3) 03 (deep drawing quality, suitable for deep
drawing and more difficult forming operations);
(4) 04 (deep drawing quality, non-ageing);

{e) the letters GA™;

(f) the number denoting the coating mass (e.g. 100

denotes 100 g/m? total including both surfaces) (see
table 2);
(g) ‘Suitable for making the part’, if applicable {only
applicable to steel bases 02, 03 and 04) (see 5.1).
NOTE. Examples of designation are as follows:

(a) BS 6536 wide strip AS 02 GA 120;

{b) BS 6536 sheet AS 03 GA 080. Suitable for making the
part.

4 Information to be supplied by
the purchaser

4.1 General
The following information shall be given in the enquiry and
order to assist the manufacturer in supplying the correct
grade of material:
{a) the complete designation as covered by clause 3, i.e.:
(1) the number of this British Standard, i.e. BS 6536;
(2) whether ‘wide strip’, ‘sheet’, ‘slit wide strip’ or
‘cut length’ is required;
(3) the letters ‘AS’ to indicate a hot dip aluminium/
silicon coating;
(4) the steel grade (see clause 3(d));
(5) the letters GA;
(6) the coating mass designation (see 6.4.2);
(7) if the material is supplied as ‘Suitable for making
the part’ (see 5.1);
(b) the dimensions required {the product thickness
includes the coating);
(c) the quantity required and handling requirements.

4.2 Options

In the event that the purchaser does not indicate his wish to
implement any of the optional requirements included in
clause 5 and specify his requirements at the time of the
enquiry and order, the manufacturer shall supply the
product on the following basis:

(a) there are no special requirements for a maximum
alloy layer mass (see 5.2);

(b) the product will be supplied in the skin passed
condition (see 5.3);
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(c) that a corrosion resistance test is not required

(see 5.5);

(d) that coating line welds shall not be included (see 5.6);
{e) the product will be supplied oiled (see 5.4);

(f) with limits on out of squareness and edge camber in
accordance with 6.7.6 and 6.7.7 (see 6.7.5).

NOTE 1. A drawing of the part is desirable, particularly for drawing,
deep drawing and deep drawing non-ageing grades of steel base.

NOTE 2. No packaging requirements are specified but typical
packaging details and options are given in appendix D.

5 Optional requirements

5.1 Suitability for making the part

NOTE 1. Formability requirements vary widely and it is advisable to
seek the advice of the supplier when considering purchasing material
as suitable for a particular application and/or purpose (see

clause 3{(g))*.

The coated flat rolled products shall be supplied either:

(a) with a specified grade of steel base (see clause 3(d});
or

(b) suitable for making the part, in grades AS 02 GA,
AS 03 GA and AS 04 GA only (see 4.1(a)(7)).
NOTE 2. Reference should be made to appendix C for a contractual
clause regarding allowable processing scrap.
When, following an enquiry, the supplier undertakes to
supply steel which is suitable for forming into a particular
part; the purchaser, when ordering the steel, shall add the
words ‘Suitable for making the part’ after the number
denoting the coating mass. In such cases, the steel supplied
shali still be deemed to comply with this standard if there
are minor variations from the chemical composition and/or
tensile properties specified for that steel.

5.2 Maximum alloy layer mass

NOTE 1. In hot-dip aluminium/silicon coating, an alloy layer forms
between the coating and the base material and its thickness depends
on the thickness of the base material.

The coated flat rolled products shall be supplied either:
(a) with no specified requirements for a maximum alloy
layer mass (see 4.2(a)); or
(b) with a specified requirement for a maximum alloy

layer mass.

NOTE 2. When a maximum value for the mass of the alloy layer is
specified the sampling requirements should be stated in the order.

5.3 Strain ageing
The coated flat rolled products shall be supplied either:
{a) in the skin passed condition (see 4.2(b)); or

{b) in the non-skin passed condition.
NOTE 1. Skin passing improves the surface characteristics and, for a
time reduces the tendency for stretcher strain (Liders lines) and coil
breaks to occur during processing.

NOTE 2. Skin passed products (except those of grade AS 04 GA)
tend to strain age and this may lead to the following:
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(i} further surface markings from stretcher strain, fluting when
the steel is formed, or coil breaks during processing;

{ii} deterioration in ductility.

Because of these factors it is essential that the period between final
processing at the mill and fabrication is kept to a minimum. Rotation
of stock, by using the oldest product first, is important. Stocking of
grades AS 01 GA, AS 02 GA and AS 03 GA for extended periods of
time should be avoided and for optimum performance should not
exceed 6 weeks. For products subjected to forming processes,
reasonable freedom from stretcher strain can be achieved by effective
roller levelling immediately before fabrication at the purchaser’s
plant.

Freedom from stretcher strain for a period of 6 months can be
achieved by the supply of a non-ageing steel (grade AS 04 GA).

b.4 Surface protection
The products shall be supplied in one of the following
surface conditions:

(a) oiled (see 4.2(e)); or

(b) chemically passivated; or

{c) chemically pasivated and oiled; or

(d) as coated, i.e. untreated.

NOTE. Chemical passivation and/or oiling may be carried out after
coating to protect the surface against humidity and to reduce the
risk of formation of wet storage stain (‘white rust’). However,

the inhibiting characteristics are limited, and if a shipment is
received wet or becomes wet in storage, it is important that the
material is used immediately or dried.

5.5 Corrosion resistance

NOTE 1. Although corrosion resistance is an important characteristic
of products complying with this standard no requirements have
been specified.

Coated flat rolled products shall be supplied either:

{(a) with no specified requirements for corrosion
resistance testing (see 4.2(c)); or
(b) with specified requirements for corrosion resistance
testing.

NOTE 2. When corrosion resistance requirements are specified the

details of sampling and specimen preparation, the test method and
interpretation of the results should be stated in the order.

5.6 Coating line welds

Coated flat rolled products shall be supplied either:
(a) free from coating line welds (see 4.2(d}); or
(b) with coating line welds included.

6 Specific requirements

6.1 General

Continuously hot-dip aluminium/silicon alloy coated cold
reduced carbon steel flat products shall comply with 6.2
to 6.8.

6.2 Manufacturing processes

The iron content of the molten alloy in the coating bath
shall not exceed 4 %.

NOTE. The processes used in steel making and in the manufacture
of the product are at the discretion of the manufacturer.

*Where the purchaser specifies a particular grade of material, without invoking this clause, he assumes reap 1 ~.ibiIQt?at the g!:l;.c'!e wll‘l! be
satisfactory. Document Sharing Hub
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