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National foreword

This British Standard, which has been prepared under the direction of the Mechanical Engineering Standards Committee, is

identical with 1SO 225-1983 ‘Fasteners — Bolts, screws, studs and nuts — Symbols and designations of dimensions’

published by the International Organization for Standardization (ISO).

To assist in the cross-referencing between languages, the French, Russian, German, Italian and Spanish terms have been ‘
retained. ‘

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a

British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is drawn especially to the following.

Where the words ‘International Standard’ appear, referring to this standard, they should be read as ‘British Standard’.
In the tables of symbols and designations, the symbol subscripts appear in italics, whereas in current British Standard
practice, such subscripts are not italicized.

Cross-references

International standard Corresponding British Standard
1ISO 4753-1983 BS 6567 : 1985 Specification for ends of fasteners with external metric ISO thread
(Identical)

The Technical Committee has reviewed the provisions of 1SO 3508 and 1SO 4755, to which reference is made in the text,
and has decided that they are acceptable for use in conjunction with this standard. The British Standard related to both
I1SO 35608 and 1SO 4755 is BS 1936 : Part 2.

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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British Standard Method for

Dimensioning and designating bolts, screws, studs and nuts

Fasteners — Bolts,
screws, studs and
nuts — Symbols and
designations of
dimensions

1 Scope and field
of application

This International Standard lays down
the method of dimensioning bolts,
screws, studs and nuts, recommended
for use uniess otherwise specified in the
appropriate product standards.

It includes common symbols and
describes the feature.

NOTES

1) The figures of the fasteners in this Inter-
national Standard are only examples.

2} In addition to terms used in the three of-
ficial 1SO languages (English, French and
Russian), this International Standard gives
the equivalent terms in German, Italian and
Spanish; these have been included at the re-
quest of ISO Technical Committee
ISO/TC 2 and are published under the
responsibility of the member bodies for Ger-
many, F.R. (DIN), italy (UNI} and Spain
(IRANOR). However, only the terms given in
the official languages can be considered as
ISO terms.

Successive order of languages :

English
French
Russian
German
Italian
Spanish

w-oxDTm

2 References

ISO 3508, Thread run-outs for fasteners
with thread in accordance with ISO 261
and ISO 262.

ISO 4753, Fasteners — Ends of parts
with external metric 1SO thread.

IS0 4755, Fasteners — Thread under-
cuts for external metric I1SO threads.

Eléments de fixation —
Boulons, vis, goujons et
écrous — Symboles et
désignations des
dimensions

Objet et domaine
d’application

La présente Norme internationale définit la
méthode de cotation des boulons, vis, gou-
jons et écrous, d'usage recommandé, sauf
spécification contraire figurant dans les
normes de produit.

Elle inclut les symboles communs et décrit
I'élément.

NOTES

1) Les figures d'éléments de fixation figurant
dans la présente Norme internationale ne sont
données qu'a titre d'exemples,

2) En supplément aux désignations des dimen-
sions données dans les trois langues officielles
de I'ISO (anglais, frangais, russe), la présente
Norme internationale donne les désignations
équivalentes en allemand, italien et espagnol.
Ces désignations ont été incluses & la demande
du Comité technique 1SO/TC 2, et sont publiées
sous la responsabilité des comités membres de
I'Allemagne, R.F. (DIN),. de I'ltalie (UNI) et de
I'Espagne {IRANOR). Toutefois, seules les dési-
gnations données dans les langues officielles
peuvent étre considérées comme désignations
1S0.

Ordre successif des langues :

anglais
frangais
russe
allemand
italien
espagnol

w-oxTm

Références

I1SO 3508, Filets incomplets pour les élé-
ments de fixation avec un filetage selon
/SO 261 et ISO 262.

ISO 4753, Eléments de fixation — Extrémi-
tés des éléments a filetage extérieur métri-
que 1S0.

ISO 4755, Eféments de fixation — Gorges
de dégagement pour éléments & filetage

extérieur métrique 1S0O.

fAertanu kpennexHna —
bonTbl, BUHTbI, WNUAbKU U
ranku — Cumsonbl u
o6o3HaueHUA pasmepos

-06beKkT U o6nactb

NPOMEHeHUsA

HacTtoawuin MexpayHapogHein CraHgapt
ycTaHaBnusaeT MeTo[ onpefeneHuAa pas-
MEpOB GONTOB, BUHTOB, WINWMNEK U raek,
PEKOMEH/IOBaHHbIA ANA NPUMEHEHMA, 3a
WUCKNIOUEHUEM B[PYFUX METOJOB, YCTAHOB-
NEHHbIX B COOTBETCTBYIOWUX CTaHgapTax
Ha npoayKyuio.

OH COAepXXUT O6bIYHBIE CUMBOIIbI U OMU-
canue gertanen.

NMPUMEYHAHUR

1) WUsobparkeHuA pgertanen KpenneHwd NpUBO-
OATCA B HacToAueM MexpyHapogHom Cran-
AapTe B Ka4ecTBe NPUMEpOB.

2) B pononHeHue K 0603Ha4EHUAM pa3MepoB Ha
Tpex ouLManbHbIX A3bikax UCO (aHrnuickom,
dpaHLYy3CKOM 1 PYCCKOM) HacTOAIMI MexxgyHa-
poAHbI CTaHAapT NPUBOAUT IKBUBANEHTHbLIE
0603Ha4YEeHUA Ha HEMEeLKOM, WUTanbAHCKOM W
UCNAaHCKOM A3blkax. 3TU 0603HAYEHWA BKNIO-
YeHbl NO npocbb6e TexHwu4eckoro Komurtera
UCOMMK2, n ny6nuKyioTCR nopj OTBETCTBEH-
HOCTL KoMUTeTOB-UneHoB degeparvsHon Pecny-
6nvku Fepmanum (AWH), Uranum (YHW) u Ucna-
Huu (MPAHOP). OgHako, TONbKO 0603HAYEHUA Ha
TPeX oulManbHbIX A3bIKAX MOFYT CUUTATLCA
o6o3HavenuAmn NGO,

MNMopARAOK A3LIKOB :

AHMAUICKU R
thbpaHuyackua
pycckumn
HEMELKU M
WUTanbRHCKUA
MCNAaHCKUMK

Cchinku

NCO 3508, Cxo0 pesnbbl dnA demaneli
KpenneHua ¢ pessboli B coomsemcmBul ¢
nCO 261 u UCO 262.

nTomTm

NCO 4753, Jlemanu kpenneHud — KoHubi
demanel ¢ HapyxHol Mempuyeckol
pesbboii UCO.

nco 4755, Nemal) GERAMCAYS:-
6oBbie NucmoYKYy OnA demanel ¢ HapyX-
Holl Mempuyeckoll pe3boou. VCO:
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3 Bolts, screws and studs  Boulons, vis et goujons ~ BONTbI, BUHTLI ¥ WAHABLKHK é
For thread run-out, see ISO 3508. Pour les filets incomplets, voir ISO 3508. Ona HenonHbix pe3b6, cM. UCO 3508.
3.1 Hexagon head products Eléments a téte hexagonale [eranu ¢ WeCTUrpaHHO’ ronoBKOM
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Q 3.2 Hexagon head screw Vis a téte hexagonale a embase BUMHT C WECTUIPaHHOW rONOBKOW
' with flange cylindro-tronconique €O CKOLOHHbLIM 6ypTOM
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3.3 Hexagon socket head cap  Vis & téte a six pans creux ~ BUHTbI C roNoBKO# C WECTUIPaHHLIM C
screws ’ yrny6nexnuem
3.3.1 Cylindrical heads Téte cylindrique Linnungpudeckan ronoska
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Figure 3
Pucynok 3
3.3.2 Countersunk heads Téte fraisée Moraixan ronoska
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. 3.4 Slotted and cross recessed Vis a téte fendue et & empreinte BuHTbLI ¢ NOAYNOTAHWHOW rONOBKOW U
head screws cruciforme KpecToobpasHbimM WnuLem
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