BS 6566 : Part 2:1985

UDC 691.116 : 674.038.5-419.3 : 001 .4

This Standard is obsolescent.
See the BSI Catalogue for details.
July 1997

British Standard

Plywood

Part 2. Glossary of terms

Contreplaqué
Partie 2. Glossaire des termes

Sperrholz
Teil 2. Begriffe

JORLLLLIT

L ool imant Sharin el
NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW et
———————— Blitish Standards

Full document details: BS 6566-2:1985


http://www.avadocuments.com/doc/bs-6566-2-1985
http://www.avadocuments.com/doc/bs-6566-2-1985

Foreword

BS 6566 has been prepared under the direction of the
Timber Standards Committee and is in a number of Parts,
issued separately. So far eight Parts have been published
and Part 9 dealing with strength is in preparation.
Part 1. Specification for construction of panels and
characteristics of plies including marking
Part 2. Glossary of terms

Part 3. Specification for acceptance levels for post-
manufacture batch testing including sampling

Part 4. Specification for tolerances on the dimensions
of plywood panels

Part 5. Specification for moisture content

Part 6. Specification for limits of defects for the
classification of plywood by appearance

Part 7. Specification for classification of resistance to
fungal decay and wood borer attack

Part 8. Specification for bond performance of veneer
plywood

Some Sections of BS 6100 are still in preparation and it has
been considered appropriate to include, as Part of BS 6566,
this glossary which is based on group 2 of BS 6100 :
Section 4.3 : 1984 and 1SO 2074-1972 published by the
International Organization for Standardization {1SO).
Where two terms are considered equivalent they are given
together in the same type face. Alternative terms are given
below the preferred term with their status indicated, e.g.
‘deprecated’, ‘non-preferred’. These terms are not individ-
ually numbered, but are included in the index with a
reference to the preferred term.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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AMD 5342

| s}

Amendment No. 1
published and effective from 31 March 1987
to BS 6566 : Part 2 : 1985

=

Plywood
Part 2. Glossary of terms

Additional text

AMD 5342 New term 2602
March 1987 After term 2601, insert the following definition:
‘2602 phenolic resin  Synthetic resin produced by the condensation of a phenol (e.g. phenol,
cresol, xylenol or resorcinol), or mixtures of phenols, with an aldehyde
(e.g. formaldehyde or furfuraldehyde), or mixtures of aldehydes.’
AMD 5342 Index
March 1987

Under ‘patch 7105, insert ‘phenolic resin 2602°.
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BS 6566 : Part 2 : 1985

Glossary

1 Scope

This Part of BS 6566 provides a glossary to cover the requirements for plywood for general use. The glossary is largely
based on 1SO 2074-1972.

NOTE. The titles of the publications referred to in this standard are listed on the inside back cover.

2 Plywood

21 Composition and preparation

No. Term Definition

2101* veneer Thin sheet of wood, not more than 7 mm thick, produced by rotary cutting,
half-round cutting, slicing or sawing.

2102 trimmed veneer Veneer at least one edge of which has been cut straight and perpendicular to
the surface.

2103 jointed veneer Two or more trimmed veneers placed edge to edge in the same direction of the
grain and bonded together.

22 Side (of a veneer)

2201 loose side Side of a peeled or sliced veneer that is in contact with the knife as the veneer
slack side non preferred is being cut and which undergoes an elongation often producing lathe checks.

2202 tight side Side of the veneer opposite /oose side.

23 Ply

2301 ply Each of the layers in p/ywood.

2302 outer ply Outer layer of p/lywood formed either of a single veneer or several 1eneers

jointed or placed tightly edge to edge.

2303 inner ply Inner layer of p/lywood formed either of a single veneer or several veneers
jointed or placed edge to edge.

2304* central ply Middle layer of p/lywood on either side of which the other piies are placed
symmetrically.

2305 core Central layer in core-plywood, generally thicker than the other plies.

2306 longitudinal ply Ply in which the grain is parallel to the longer edge.

2307 lateral ply Ply in which the grain is at right angles to the longer edge.

24 Joint

2401 joint The junction of adjacent pieces of veneer in a ply.

2402 edge joint Joint between trimmed edges of two veneers so that the foint is practically

parallel to the grain of the two veneers. —

* This definition is not identical to that given in BS 6100 : Section 4.3 and has been modified to be more applicablc to the spg‘pcu ments
f 566. .
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