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Foreword

This Part of BS 6571 has been prepared under the direction
of the Road Engineering Standards Policy Committee and
is a revision of BS 4469 : 1973 which is withdrawn.

Other Parts of this standard are as follows:

Part 1 Specification for coin operated clockwork
parking meters

Part 2 Specification for electrically powered parking
meters

Part 3 Specification for pay and display equipment

Part 5 Guide to the requirements for non-coin
operated apparatus for use with parking
control equipment

Further Parts are under consideration.

Whilst it is not within the scope of this standard attention
is drawn to the guidance of the Design Council on the
aesthetic qualities of street furniture.

Compliance with a British Standard does not itself confer
immunity from legal obligations.
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Specification

1 Scope

This Part of BS 65671 specifies the requirements for the
design and construction of barrier type parking control
equipment in parking areas not located in a highway
maintainable at public expense in respect of the following
items.

(a) Rising arm parking barriers.
(b) Rising kerb or rising step parking barriers.

(c) Coin/token acceptance units to control the operation
of barriers.

(d) Ticket dispensing mechanisms to control the
operation of barriers.

NOTE 1. Some clauses of this Part of this British Standard may have
application to the design, manufacture or operation of vehicular
access control equipment of highway toll equipment.

NOTE 2. The titles of the publications referred to in this standard
are listed on the inside back cover.

2 Definitions

For the purposes of this Part of BS 6571, the following
definitions apply.

2.1 rising arm parking barrier. A horizontal barrier arm
above ground level arranged to move from a closed position
to permit the passage of vehicles into or from an area
reserved for parking.

2.2 rising kerb parking barrier. A barrier which protrudes
above the road surface and which can be moved to lie

flush with the road surface to permit the passage of vehicles
into or from an area reserved for parking.

2.3 coin/token unit. A mechanism designed to accept coins
or tokens to control the operation of a parking barrier.

2.4 acceptance unit. Equipment designed to accept a
suitably encoded card, ticket or device to control the
operation of a parking barrier or payment unit.

2.5 ticket dispenser. A mechanism designed to mark
and/or encode and issue a ticket at the entrance of an
area reserved for parking.

2.6 driver key. An electronic or mechanical device which
operates the barrier equipment, either locally or remotely,
under predetermined conditions.

2.7 device acceptance. A function involving the correct
operation of a meter as the result of the correct use of a
valid device.

*Regulations for electrical installations, | EE Wiring Regulations, 15th edition, 1981.
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3 Electrical requirements

3.1 External power source

3.1.1 Electrical supply shall be a single or three phase
supply.

NOTE. An additional operational standby system may be provided
by agreement between the purchaser and the manufacturer.

3.1.2 All wiring shall be in accordance with the relevant
British Standards.

NOTE. Attention is drawn to the Institution of Electrical Engineers
(IEE) Wiring Regulations*.

3.1.3 Each piece of equipment shall be protected by a
miniature circuit breaker or a residue current circuit
breaker or by a labelled isolating switch to disconnect the
power supply.

3.1.4 All items of metalwork within the equipment and
mounting arrangement shall be bonded together to ensure
adequate earthing.

3.1.5 The real time control and the audit memory, where
fitted, shall be supported by means of either an auto-
matically recharging battery or a primary cell. The real
time control and the audit memory shall retain the memory
for a period of not less than 7 days following a loss of the
primary power source.

If the machine automatically returns to operation when
the primary power source is re-established the machine
shall record within the electronic memory, if fitted,

the period(s) for which it was non-functional or the num-
ber of times for which it was non-functional. Otherwise
the machine shall remain out of order until maintained by
personnel.

NOTE. Primary cells, where used, should be changed at sufficient
intervals to ensure these conditions are met.

3.2 Radio interference

The design of the equipment shall be such as not to create
or be corrupted by telegraphic, telephonic or radio inter-
ference (see BS 800).

3.3 Barrier motors

Barrier motors shall be manufactured in accordance with
BS 5000 : Part 11 and BS 2048.

4 Cabinet

4.1 Mechanisms and control shall be fitted in a lockable
cabinet providing easy access to al! parts and ensuring
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