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Foreword ‘

This British Standard has been prepared under the direction
of the Cement, Gypsum, Aggregates and Quarry Products
Standards Committee.

The British Standard definition for this type of cement, in
BS 4627, stated: ‘Portland pozzolana cement. Cement
resulting from a homogeneous mixture of finely ground
Portland clinker and less than 20 % by mass of pozzolana,
with the possible addition of calcium sulphate. It does not
necessarily satisfy the test for pozzolanicity'.

This British Standard has been prepared for a material

outside this definition, in anticipation of proposals by

CEN/TC 51, Cement, to increase the present maximum

limit for a Portland pozzolana cement from 20 % to 35 %

pozzolana. Whilst previously there was no requirement for

a minimum quantity of pozzolana, a minimum quantity of

16 % has now been introduced. In the United Kingdom, .
experience is limited to the use of pulverized-fuel ash as a ]
pozzolana. BS 6610 for pozzolanic cement with pulverized-

fuel ash as pozzolana is published for cements containing

from 35 % to 50 % by mass of pulverized-fuel-ash.

This type of cement may be produced either by
intergrinding the components of Portland cement
complying with BS 12 and pulverized-fuel ash complying
with the compositional requirements of BS 3892 : Part 1,
or by dry blending Portland cement complying with BS 12
and finely divided pulverized-fuel ash complying with

BS 3892 : Part 1. ' '

Portland pulverized-fuel ash cement can be used in concrete
for most purposes. Provided there is evidence of
satisfactory performance and that the cement contains
more than 25 % pulverized-fuel ash, this cement can be
used to impart a degree of resistance to the action of
sulphates and weak acids. This cement may be beneficial,
provided that it contains more than 30 % pulverized-fuel
ash, in reducing the deleterious effects of the alkali-silica

reaction, .

If necessary, users can consult the cement manufacturer
about the provision of information additional to that
required by this standard.

Independent quality assurance for manufacturers of cement
that complies with this standard is available under the BSI
system for the registration of firms of assessed capability.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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