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Committees responsible for this
British Standard

The preparation of this British Standard was entrusted by the Plastics and
Rubber Standards Policy Committee (PRM/-) to Technical Committee PRM/66,
upon which the following bodies were represented:

Association of Metropolitan Authorities

British Coal Corporation

British Compressed Gases Association

British Rubber Manufacturers’ Association Ltd.
British Telecommunications plc

Chief and Assistant Chief Fire Officers’ Association
Energy Industries Council

Fire Extinguishing Trades Association

Home Office

Institution of Fire Engineers

Liquefied Petroleum Gas Industry Technical Association (UK)
London Fire and Civil Defence Authority

Ministry of Defence

Society of Motor Manufacturers and Traders Ltd.

The following bodies were also represented in the drafting of the standard,
through subcommittees and panels:

British Fluid Power Association
British Gas plc

This British Standard, having
been prepared under the
direction of the Plastics and
Rubber Standards Policy

Committee, was published Amendments issued since publication
under the authority of the
Standards Board and comes into  Amd. No. Date Text affected

effect on
15 July 1992

BSI 1992
First published September 1985
Second edition July 1992

The following BSI references
relate to the work on this
standard:

Committee reference PRM 66
Draft for comment 90 39902 D(C
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National foreword

This British Standard has been prepared under the direction of the Plastics and
Rubber Standards Policy Committee and is identical with ISO 7751 : 1991 Rubber
and plastics hoses and hose assemblies — Ratios of proof and burst pressure to
design working pressure, published by the International Organization for
Standardization (ISO).

It supersedes BS 6596 : 1985 which is withdrawn.

Cross-references. The Technical Committee has reviewed the provisions of
ISO 1402 : 1984, to which normative reference is made in the text, and has
decided that they are acceptable for use in conjunction with this standard. A
related British Standard is BS 5173 Methods of test for rubber and plastics hoses
and hose assemblies Section 102.1 : 1991 Hydrostatic tests. It is evisaged that
when ISO 1402 is revised it will be technically equivalent to BS 5173 :

Section 102.1 : 1991.

Compliance with a British Standard does not of itself confer immunity from
legal obligations.
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