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National foreword

This British Standard has been prepared under the direction
of the General Mechanical Engineering Standards
Committee and is identical with ISO 7805/1-1984
‘Industrial plate screens — Part 1 : Thickness of 3 mm and
above’ published by the International Organization for
Standardization (1SO). 1SO 7805/1 was prepared by
ISO/TC 24 in which the UK took an active part. For the
purpose of this British Standard the introduction is not
applicable.

Terminology and conventions. The text of the
international standard has been approved as suitable for
publication as a British Standard without deviation.

Some terminology and certain conventions are not identical
with those used in British Standards; attention is especially
drawn to the following.

The comma has been used throughout as a decimal marker.
In British Standards it is current practice to use a full point
on the baseline as the decimal marker.

Wherever the words ‘International Standard’ and ‘this part
of 1SO 7805’ appear, referring to this standard, they should
be read as ‘British Standard’ and ‘BS 6620’ respectively.
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Cross-references

International standards

SO 3-1973

Corresponding British Standards

BS 2045 : 1965 Preferred numbers
{Technically equivalent)

BS 6511 : 1984 Specification for
designation of perforations in
industrial plate screens
(Identical}

The Technical Committee has reviewed the provisions of
1SO 2194, 1SO 2395, 1SO 3310/2 and 1SO 7805/2, to
which reference is made.in the text, and has decided that
they are suitable for use in conjunction with this standard.
iSO 2194 and 1SO 3310/2 are related to BS 410
‘Specification for test sieves’ and 1SO 2194 is also related
to BS 481 ‘Industrial wire mesh’ Part 2 ‘High tensile steel
wire mesh with square apertures from 1256 mm to 2 mm’,
There is no corresponding British Standard for 1SO 2395,
however, an identical British Standard is in course of
preparation.

1SO 7805/2, to which reference is made for information
only, is at present at the stage of draft.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.

1SO 7806-1983
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0 Introduction

The purpose of this International Standard is to provide guid-
ance for the development of national standards for mdustnal
plate screens.

1 Scope and field of application .

This part of ISO 7805 describes three patterns using round {cir-
cular) and square perforations in low carbon steel plate of 3 mm
thickness and above; the sizes of holes ranging. from 125 fo
3,16 mm inclusive. Five ratios of pitch to hole are prescribed
which result in nominal areas ranging from about 64 to 23 %.
Tolerances for both hole and pitch are given.

As this part of [SO 7805 provides a diversity of -choice, it is
unlikely that every one of the many possible combinations of
size of hole, pitch and plate thickness will be manufactured.
The selection for national standards for industrial plate screens
should be made from those combinations which suit the
products and screening methods in the country concerned.

Industrial plate screens of thicknesses below 3 mm are dealt
with in 1SO 7805/2.

2 References
ISO 3, Preferred numbers — Series of preferred numbers.

ISO 2194, Wire screens and plate screens for industrial pur-
poses — Nominal sizes of apertures.

ISO 2395, Test sieves and test sieving — Vocabulary.

ISO 3310/2, Test sieves — Technical requirements and testing
— Part 2: Metal perforated plate.

1SO 7805/2, Industrial plate screens — Part 2: Thickness below
3 mm.1

ISO 7806, Industrial plate screens — Codification for
designating perforations.

1) At present at the stage of draft.

3 Definitions

For the purpose of this International Standard the definitions
given in ISO 2395 and the following definition apply.

open area: Ratio of the total area occupied by the holes to the
overall area of the perforated part of the plate.

4 - Material and design

4.1 Material

The following requirements apply to perforated plates of low-
carbon steel. Plates made of other steels and non-ferrous
meftals may require dlfferent specifications apart from sizes of
holes. :

4.2 Design

421 Arrangement of holes

- Three permissible arrangements of holes are illustrated in

figqre's 1 to 3; figure 1 for round holes in an equilateral triangle
(60° staggered) arrangement; figures 2 and 3 for square holes
in line or at half pitch stagger.

4.2.2 Size of holes w

The nominal sizes of round or square holes in industrial plate
screens are fabulated in 1SO 2194,

First choice shall be made from the R 10 series of preferred
numbers, the second choice from the R 20 series. If necessary,

- . choice may be made from the R 40 series.

NOTE — The R 10 series of sizes is shown, by way of example, in
tables 2 and 3.
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