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National foreword

This Part of BS 6638 has been prepared under the direction
of the Office and Information Standards Committee and is
identical with SO 7480-1984 ‘Information processing —
Start-stop transmission signal quality at DTE/DCE
interfaces’ published by the International Organization for
Standardization (1SO).

As a result of the development of international standards
for transmission signal quality at DTE/DCE interfaces by
ISO/TC 97/SC 6 ‘Telecommunications and information
exchange between systems’, a new multi-part British
Standard, BS 6638, has been created.

All Parts of BS 6638 will be dual-numbered with the
appropriate international standard. Any future amendments
or addenda to the international standards will be published
as amendments to the apprapriate Parts of BS 6638 in order
to maintain technical equivalence.

Further Parts will be issued as soon as the current studies in
ISO/TC 97/SC 6 have resulted in further international
standards on the subject of transmission signal quality.

At the present time a draft is in preparation for
‘Synchronous signal quality’.

A brochure giving details of existing and projected British
Standard publications for Open Systems Interconnection
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(OSI1) may be obtained from the Sales Department, BSI,
Linford Wood, Milton Keynes MK 14 6LE, at no charge.

Terminology and conventions. The text of the
international standard has been approved as suitable for
publication as a British Standard without deviation.

Some terminology and certain conventions are not identical
with those used in British Standards; attention is drawn
especially to the following.

The comma has been used as a decimal marker. In British
Standards it is current practice to use a full point on the
baseline as the decimal marker.

Wherever the words ‘International Standard’ appear,
referring to this standard, they should be read as ‘Part of
BS 6638'.

The Technical Committee has reviewed the provisions of
1ISO 2382/9 and CCITT Recommendations V.10, V.11,
V.21, V.22, V.22 bis, V.23, V.24, V.26 ter, V.28, X.20,
X.20 bis and X.24, to which reference is made in the text,
and has decided that they are acceptable for use in
conjunction with this standard, At present there is no
corresponding British Standard to 1SO 2382/9 but

BS 3527 : Part 9 which is in preparation will be identical.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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British Standard Guide to

Transmission signal quality at DTE/DCE interfaces

Part 1. Start-stop signal quality

1 Scope and field of application

1.1 This International Standard provides a guide for signal
quality requirements for serial data transmission at the interface
between start-stop transmission Data Terminal Equipment
(DTE) and Data Circuit-terminating Equipment (DCE), The
interface referred to in this International Standard conforms to
CCITT Recommendations V.24 {telephone networks), X.24
(data networks) and the transmitting/receiving equipment to
CCITT Recommendations V.21, V.22, V.22 bis, V.23, V.26 ter,
X.20, X.20 bis together with V.28, or X.20 together with X.26
{= V.10) and/or X.27 (= V.11).

The signal quality requirement is limited to start-stop transmis-
sion at the interface with asynchronous DCEs or synchronous
DCEs such as CCITT type V.22. Signal quality pertaining to
synchronous DTEs is not part of this International Standard.

1.2 This International Standard recognizes the need to have a
number of different performance categories of signal quality
depending on the type of timing used. Two types of timing are
distinguished, electronic timing and mechanical timing, and the
appropriate characteristics are indicated in the table.

Four signal quality categories are defined for transmitting
DTEs. The categories | and 1l have been chosen to cover equip-
ment using all electronic signal generation, Category I} is for the
attachment of start-stop transmitting DTEs to synchronous

DCEs. Categories P1 and P2 are provided for DTEs using -

mechanical timing. Complementary categories for receiving
DTEs are shown under the headings A, B, PA and PB.

The signal quality characteristics apply to data circuits
regardless of whether or not multiplexing equipment is includ-
ed. They do not apply to tandem data circuits where no signal
regeneration is provided between interconnected sections.

A number of signal quality categories, therefore, are defined for
transmitting equipment and for receiving equipment, the inten-
tion being that any receiving equipment may operate with any
transmitting equipment, the actual selection being dependent

upon such factors as channel characteristics, and economic
considerations of the data communication system.

1.3 This International Standard is of particular importance
when the transmitting or receiving equipment are furnished by
different oganizations. It does not attempt to indicate what
action, if any, is to be taken if the limits are not met, but it is
intended to provide a basis for agreement between parties
involved.

1.4 This International Standard does not describe the signal
quality of the DCE or the line associated with it. Neither does it
describe any requirement for an acceptable bit error rate,

2 References

ISO 2382/9, Data processing — Vocabulary — Part 09 — Data
communication.

CCITT Definitions, Green Book, Vol. VIIl, 1972.

CCITT V and X-series recommendations, Yellow Book,
Vol. VI, 1981.

CCITT Recommendation V.10, Electrical characteristics for un-
balanced double-current interchange circuits for general use
with integrated circuit equipment in the field of data com-
munications.

CCITT Recommendation V.11, Electrical characteristics for
balanced double-current interchange -circuits for general use
with integrated circuit equipment in the field of data com-
munications.

CCITT Recommendation V.21, 300 bits per second duplex
modem standardized for use in the general switched telephone
network. .

CCITT Recommendation V.22, 1 200 bits per second duplex
modem standardized for use on the general switched telephone
hetwork and on leased circuits. '
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CCITT Recommendation V.22 bis, 2 400 bits per second duplex
modem using the frequency division technique standardized for
use on the general switched telephone network and on point-
to-point 2-wire leased telephone-type circuits.

CCITT Recommendation V.23, 600/1 200 baud modem stan- .

dardized for use in the general switched telephone network.

CCITT Recommendation V.24, List of definitions for inter-
change circuits between data terminal equipment and data
circuit-terminating equipment.

CCITT Recommendation V.26 ter, 2 400 bits per second duplex
modem using the echo cancellation technique standardized for
use on the general switched telephone network and on point-
to-point 2-wire leased telephone-type circuits.

CCITT Recommendation V.28, Electrical characteristics for un-
balanced double-current interchange circuits.

CCITT Recommendation X.20, Interface between data terminal
equipment (DTE) and data circuit-terminating equipment (DCE)
for start-stop transmission services on public data networks.

CCITT Recommendation X.20 bis, V.27-compatible interface
between data terminal equipment (DTE) and data circuit-
terminating equipment (DCE) for start-stop transmission ser-
vices on public data networks.

CCITT Recommendation X.24, List of definitions for inter-
change circuits between data terminal equipment (DTE) and
data circuit-terminating equipment (DCE) on public data net-
works.

3 Definitions

For the purpose of this International Standard, the following
definitions apply:

3.1 electronic timing : A signal which serves to determine
the duration of signal elements and to achieve synchronization
within a transmission system; it is derived from a suitable elec-
tronic circuit such as an oscillator or delay line.

3.2 mechanical timing : A signal which serves to determine
the duration of signal elements and to achieve synchronization
within a transmission system; it is generally derived from the
angular velocity of an electric motor (power line frequency used
as timing source is also included in this category).

3.3 start-stop system : Data transmission system in which
each signal representing a character is preceded by a start
signal which serves to prepare the receiving device for the
reception of a character signal and registration of & character,
and is followed by a stop signal which serves to prepare the
receiving device for the reception of a subsequent start signal.

1) ITU — Internationai Telecommunication Union.
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3.4 start-stop transmission (see SO 2382/9): Asyn-
chronous transmission such that each group of signals
representing a character is preceded by a start signal and is
followed by a stop signal.

3.5 continuous start-stop operation : Method of opera-

tion in start-stop transmission in which the signals representing
a series of characters follow one another contiguously (for
example, in sending steadily from a perforated paper tape as
compared to manual keyboard operation).

3.6 signal element (ITU 52.04)1 : Each of the parts con-
stituting a telegraph or data signal and distinguished from the
others by its nature, magnitude, duration and relative position
{or by one or some of these features only).

3.7 unit interval (Ul} (ITU 31.26) : In a system using an
equal length code, or in a system using an isochronous modula-
tion, the interval of time such that the theoretical durations of
the significant intervals of a telegraph modulation (or restitu-
tion) are whole multiples of this interval.

3.8 modulation rate {ITU 31.27) : Reciprocal of the unit in-
terval measured in seconds. This rate is expressed in baud.

3.9 baud (ITU 31.28): The unit of modulation rate. It cor-
responds to a rate of one unit interval per second.

Example:

If the duration of the unit is 20 ms, the modulation rate is
50 baud.

3.10 character interval: The duration of a character ex-
pressed as the total number of unit intervals (including informa-
tion and parity check) plus the start and stop signals.

3.11 start signal {see 1SO 2382/9: In start-stop transmis-
sion, a signal at the beginning of a character that prepares the
receiving device for the reception of the code elements.

NOTE — A start signal is limited to one signal element generally having
the duration of a unit interval,

3.12 start transition: In a character transmitted in a start-
stop system, the mark-to-space transition at the beginning of
the start signal.

NOTE — For mark, space, see ITU 31.37.

3.13 stop signal (see 1SO 2382/9): In start-stop transmis-
sion, a signal at the end of a character that prepares the receiv-
ing device for the reception of a subsequent character.

NOTE — A stop signal is usually limited to one signa! element having
any duration equal to or greater than a specified minimum value.
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