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National foreword

This Part of BS 6640 has been prepared under the direction
of the Office and Information Standards Committee and is
identical with 1ISO 8481-1986 ‘Data communication —
DTE to DTE physical connection using X.24 interchange
circuits with DTE provided timing’ published by the
International Organization for Standardization (ISO).

As a result of the development of international standards
for DTE to DTE physical connection by 1SO TC 97/SC 6
‘Telecommunications and information exchange between
systems’, a new multi-part British Standard, BS 6640, has
been created.

All Parts of BS 6640 will be either dual-numbered or
technically identical with the appropriate international
standard or draft. Any future amendments or addenda to
the international standards will be published as amendments
to the appropriate Parts of BS 6640 in order to maintain
technical equivalence.

The structure of BS 6640 is as follows.

Part 1. General arrangements for DTE to DTE physical
connection using V.24 and X.24 interchange circuits.
Identical with ISO/TR 7477-1985 (except for editorial
amendment to the title to eliminate confusion with the
title of Part 2). The reasons for the issue of a Technical
Report (type 2) rather than a full international standard
are given in the introduction to the Technical Report.

Part 2. DTE-DTE physical connection using X.24
interchange circuits with DTE-provided timing.
ldentical with ISO 8481-1986.
Further Parts will be issued when studies in ISO TC 97/SC 6
have resulted in further international standards on the
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subject of DTE to DTE physical connection. At the present
time no further drafts are in preparation.

A brochure giving details of existing and projected British
Standard publications for Open Systems Interconnection
(OSI) may be obtained from the Sales Department, BSI,
Linford Wood, Milton Keynes MK14 6LE, at no charge.

Terminology and conventions. The text of the
international standard has been approved as suitable for
publication as a British Standard without deviation.

Some terminology and certain conventions are not identical
with those used in British Standards; attention is drawn
especially to the following.

Wherever the words ‘International Standard’ appear,
referring to this standard, they should be read as ‘Part of
BS 6640’.

Cross-references

Corresponding British Standard

BS 6623 DTE/DCE interface
connectors and pin assignments
Part 3 : 1986™ Specification for
15-pin connector

(Technically equivalent)

International standard

1SO 4903-1980

The Technical Committee has reviewed the provisions of
CCITT Recommendations V.11 and X.24, to which
reference is made in the text, and has decided that they
are acceptable for use in conjunction with this standard.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.

Documents
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*BS 6623 : Part 3 incorporates the text of the revision of 1SO 4903 which is currently at the DIS stage.
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Arrangements for DTE to DTE physical connection

Part 2. DTE to DTE physical connection using X.24 interchange circuits with DTE provided timing

0 Introduction

This International Standard deals with the interconnection of
Data Terminal Equipment (DTE) without any signal conversion,
whereby a DTE is not attached to a Data Circuit-terminating
Equipment (DCE), this being part of a telecommunication
facility.

The desired DTE to DTE direct connection may be totally
located at the user's territory. The aim being to relate these
interconnections to the elements of the CCITT recom-
mended/ISO standardized DTE/DCE interfaces, in order to
avoid equipment proliferation.

1 Scope and field of application

This International Standard describes an arrangement for inter-
connection of Data Terminal Equipment (DTE), without in-
termediate Data Circuit-terminating Equipment (DCE), in terms
of electrical, mechanical, and functional characteristics. This
International Standard applies to DTEs with interface circuits
standardized in CCITT Recommendation X.24 for transmission
over public data networks. The interconnections are restricted
to point-to-point connections.

NOTE — The extension to multipoint configurations is at present under
study.

This International Standard applies to DTEs which employ the
balanced electrical characteristics of CCITT Recommendation
V.11 (X.27) for data signalling rates up to 10 Mbits/s.

The interconnection may be used for start-stop or synchronous
transmission. For synchronous transmission, signal element
timing shall be interconnected by circuit X — DTE transmit
signal element timing and circuit S — Signal element timing
(see clause 5).

2 References

1SO 4903, Data communication — 15-pole DTE/DCE interface
connector and contact number assignments.

CCITT Recommendation V.11 (or X.27), Electrical character-
istics for balanced double-current interchange circuits for
general use with integrated circuit equipment in the field of
data communications.

CCITT Recommendation X.24, List of definitions for inter-
change circuits between data terminal equipment (DTE) and
data circuit-terminating equipment (DCE) on public data net-
works.

3 Interconnection configuration

Only one type of DTE to DTE interconnection configuration is
considered for point-to-point connections with interfaces ac-
cording to CCITT Recommendation X.24; this being shown in
figure 1.

There are two lines of demarcation between the two intercon-
necting DTEs, one located at each DTE connector. The adaptor
and any cable linking these two DTE connectors are not part of
either DTE.

Intermediate balanced pair cable may be provided with a
maximum length mainly dependent on the parameters of the
electrical characteristics of the interchange circuits and the data
signalling rate.

4 Interchange circuit requirements
The interchange circuit requirements are specified in terms of

electrical, functional, mechanical and interchange point cross-
over characteristics.
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Figure 1 — DTE interconnection configuration
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