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National foreword

This British Standard has been prepared under the direction of the General 
Electrotechnical Engineering Standards Committee. It is identical with IEC 
Publication 816:1984 “Guide on methods of measurement of short duration 
transients on low voltage power and signal lines” published by the International 
Electrotechnical Commission (IEC).
Terminology and conventions. The text of the International Standard has 
been approved as suitable for publication as a British Standard without 
deviation. Some terminology and certain conventions are not identical with those 
used in British Standards; attention is drawn especially to the following.
The comma has been used as a decimal marker in the figures. In British 
Standards it is current practice to use a full point on the baseline as a decimal 
marker.
Cross-references. The Technical Committee has reviewed the provisions of the 
Special Committee on Radio Interference (CISPR) of the IEC, 
CISPR Publication 16 “CISPR specification for radio interference measuring 
apparatus and measurement methods”, to which reference is made in the text, 
and has decided that they are acceptable for use in conjunction with this 
standard. A related British Standard to CISPR Publication 16 is BS 727:1983 
“Specification for radio-interference measuring apparatus”.
A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i to iv, 
pages 1 to 38, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.
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Introduction
Transients appearing on power and signal lines are 
capable of producing a variety of effects ranging 
from minor equipment performance degradation to 
catastrophic insulation breakdown. They have a 
wide variety of waveforms, which depend upon the 
mechanism of generation. Furthermore, those that 
originate from switching a.c. power on and off will 
have a form that depends upon the exact moment in 
the power cycle at which switching takes place, but 
in addition can have very complicated micro 
(detailed) and macro (overall) waveform 
characteristics.
Because of this variety and the frequently random 
time of occurrence, there is considerable difficulty in 
making a suitable measurement of a transient. The 
advent of new technologies in device design and 
manufacture has increased concern for identifying 
more precisely the effects of transients.
In particular, a solid-state device can be susceptible 
even to an overvoltage of very short (nanosecond) 
time duration. Furthermore, because of variations 
in the waveforms, to have a precise measurement of 
any given transient would require the measurement 
of a large number of parameters. Even if one 
measures the exact waveform of a transient, for 
control purposes, one must then describe the 
transient with a finite number of parameter values.
The choice of these parameters and their expected 
range of values is still a matter of some speculation, 
and the proper method of measurement is still 
considered by some to be an open question. Modern 
types of test equipment provide measurement 
capabilities not available previously, but they must 
be used with particular care.
Accordingly, there is a need for well-defined and 
accepted methods of measuring transients for two 
major reasons, namely so that:

a) measurements made by different laboratories 
may be compared;
b) meaningful limits may be placed on transients 
generated by particular types of equipment and 
on the susceptibility of particular equipment to 
transients.

This guide has been prepared to assist in meeting 
these requirements. Note that in this guide the 
concern is with transient phenomena which are not 
line-frequency related and are of duration no 
greater than 40 ms. It is also not concerned with 
sustained voltage changes or fluctuations.

1 Scope
This report is intended to give guidance on methods 
of measurement of short duration transients on low 
voltage power and signal lines.

2 Characteristics of transients
Transients may be classified according to their 
origin as follows:

a) those produced by the environment, that is to 
say, by lightning;
b) those produced by electrical switching or 
faults;
c) those produced internally within the circuits of 
particular equipment.

2.1 Environment-produced transients

These transients arise from lightning and are most 
severe on overhead and unscreened cable sections. 
At the point closest to the point at which the 
transient is generated, the rise time can be short 
and the amplitude high. The rise time and fall time 
can be considerably lengthened and the amplitude 
reduced as the transient propagates along the 
network. Typically, such transients have rise times 
of the order of microseconds and fall times 
from 50 4s to 50 ms and may be oscillatory. The 
effects on inner conductors are reduced in the case 
of screened cables and cables buried in areas of low 
ground resistivity.

2.2 Appliance-produced transients

Transients produced by appliances arise from three 
basic causes:

a) the operation of a mechanical or semiconductor 
switch;
b) turn-on currents associated with the 
saturation properties of an iron-core transformer 
or starting currents in motors;
c) faults within equipment.
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The transient produced by a switch or fault can 
range from a simple surge or dip (sag) to a very 
complex waveform caused by repeated “restriking” 
of an arc as the contacts of a mechanical switch 
separate. The most serious transients usually arise 
as a result of breaking an inductive circuit, for 
example, the blowing of a fuse. In many cases, 
special techniques, such as placing capacitors across 
the contacts, will reduce the magnitude of the 
transients generated, and in other cases 
suppression can be obtained by the use of 
semiconductor devices. The transients can have rise 
times of the order of a few nanoseconds in the 
immediate vicinity of the switch, that is to say, 
within a fraction of a metre; however, at distances of 
several metres from the switch, the rise time will be 
considerably increased due to attenuation of the line 
of the higher frequency components. Switching of 
transformers produces transients which may be of 
the order of several times the peak line voltage but 
will have rise times of the order of tens of 
microseconds.

2.3 Parameters to be measured

Because of the complex and variable nature of 
transients, it is difficult to specify which parameters 
should be measured. Under such circumstances, it is 
useful to examine the susceptibility characteristics 
of the equipment under consideration and to divide 
these into several categories in order to determine 
the parameters to be measured (see Clause 4):

a) those which are susceptible to a restricted band 
of frequencies, such as radio or carrier frequency 
receivers;
b) those which are susceptible to a broad band of 
low radio frequencies (for example, a mains 
rectifier). For such devices the peak voltage is 
usually the critical parameter; but energy may 
also be an important parameter;
c) those which are susceptible to a broad band of 
frequencies in the higher frequency bands. The 
critical quantity is the rate of rise of the pulse. 
Digital equipment is often susceptible to this 
parameter, and destruction of devices may also 
occur.

Some general measurement capabilities can be 
desirable but one may not be able to measure all 
parameters with a single instrument. For 
convenience, these parameters may be classified 
according to whether they give information in the 
time or frequency domains.
Figure 1, page 19, illustrates the possible complex 
nature of a typical transient and some of the time 
domain parameters that may be used to describe it. 
In addition, effective pulse strength (voltage × time) 
and energy content may be significant.

The most common frequency domain parameter 
used to describe a transient is the spectrum 
amplitude. The frequency vs. phase characteristic 
may also be important but is not usually measured 
because of difficulties in both measurement and use 
of the data. Where the interference is discontinuous 
in nature, time weighting techniques such as those 
used in the C.I.S.P.R. instrument may also be 
applied. The unweighted component is of interest in 
any case.

2.3.1 Relation between time domain and 
frequency domain parameters

Figure 2 a), page 20, shows a representative 
waveform of one type of transient disturbance 
produced during a switching-off operation of a 220 V 
auxiliary conductor.
Figure 2 b), page 20, shows a spectrum amplitude 
representation of such a waveform. The relationship 
between the spectrum amplitude plot and the time 
domain waveform is best explained by comparing 
the relevant characteristics for a trapezoidal pulse.
The spectrum amplitude of a symmetrical 
trapezoidal pulse with the mean pulse time T is, in 
the frequency range below f = 1/;T, independent of 
frequency (this portion of the spectrum amplitude 
curve is parallel to the abscissa) and has a 
magnitude equal to the amplitude-time area of the 
pulse. Above the frequency f = 1/; T the envelope of 
the spectrum varies as 1/f. If the trapezoidal pulse 
has rise and fall times t, the envelope of the 
spectrum amplitude above the frequency 1/;t varies 
as 1/f2.
Note that on Figure 2 b) the abscissa is marked in 
megahertz on a logarithmic scale and the ordinate is 
given in decibels with respect to 1 4Vs. (1 4Vs 
corresponds to 106 4V in 1 MHz.) The spectrum 
amplitude representation can be calculated using 
standard Fourier integral techniques. When the 
pulses are repeated at regular intervals, a discrete 
spectrum rather than a continuous spectrum is 
obtained. In that case, a representation 
corresponding to Figure 2 b) can be used, but the 
curve shown corresponds to the amplitude of the 
discrete components (envelope curve) which are 
spaced on the frequency scale at a distance 
corresponding to the repetition rate.
Accordingly, the following interpretation, can be 
placed on Figure 2 b), page 20:

a) the low-frequency or fiat portion of the curve is 
a level determined by the effective area under the 
voltage-time curve shown in Figure 2 a), page 20;
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b) the high-frequency portion, above 
about 20 MHz, falls off at a rate inversely 
proportional to the square of the frequency, and 
the points at which this rate of fall-off begins are 
determined by the rate of rise of the initial part of 
the waveform (that is to say to the amplitude U1);
c) the peak in the spectrum amplitude curve 
appears at a frequency equal to the frequency of 
oscillation of the transient. Thus, if one is given a 
spectrum corresponding to that in Figure 2 b), 
one can interpret it in terms of the important 
characteristics of the originating transient 
waveform.

Furthermore, as shown in Figure 2 b), at point p 
which is the point of intersection of the actual curve 
with the low frequency (horizontal) portion of the 
curve, by extending from this point a line with slope 
proportional to 1/f [shown dotted on Figure 2 b)] and 
one with a slope proportional to 1/f2 (the actual 
spectrum curve shown in the solid line), one can 
obtain, from the scales shown on the right-hand 
portion of Figure 2 b) the actual maximum voltage 
dB(V) and the rate of rise dB(kV/4s) [10]1).
Measuring practice sets limits on the viewing time 
in time domain measurements and on bandwidth in 
frequency domain measurements. Therefore, if 
transients, of unknown characteristics (amplitude, 
rise time, duration, repetition frequency) are to be 
measured, the measurements should be performed 
both in the time domain and the frequency domain. 
In this way, maximum information about the 
transients can be obtained.

2.3.2 Importance of various transient 
parameters

a) Rise time
The rise time characterizes the transient in its 
amplitude-frequency relation (see Fourier series 
development). The shorter the rise time, the 
more extensive is the disturbing action in the 
frequency spectrum. Normally one would expect 
the risks of performance degradation of a 
susceptible device to be dependent on its 
acceptance bandwidth, among other factors. It 
has been reported that, in practice, the rise 
time/amplitude relation shows that 5 % of the 
disturbances have significant components 
above 10 MHz and only 1 % above 30 MHz. 
(However, even very low level components at 
VHF may interfere with radio reception.)

b) Amplitude
The amplitude is especially significant for long 
transients (for example, > 1 4s). It can be the 
most significant quantity relating to 
performance degradation or semiconductor 
device destruction.
c) Energy
The energy of the transient, although related to 
the amplitude, is also dependent on the internal 
impedance of the disturbance source and is an 
important parameter with regard to component 
destruction.
d) Duration
The importance of the parameter depends on the 
time constant of the susceptible equipment in 
question. For logic systems, the chances of 
release of the circuits controlled by the 
synchronization clock may be increased.
e) Range of frequencies
As mentioned in paragraph a), the spectrum of 
the disturbance may not be significant 
above 10 MHz to 30 MHz (maximum).
f) Repetition frequency
In general, a knowledge of the repetition 
frequency is important for estimating the 
disturbing effect of transients. For analogue 
systems, its importance depends on the time 
constant of the susceptible equipment and can 
involve an integration phenomenon. For logic 
systems, the risks of failure may be most severe 
if the transient and control signal are in phase.

3 Characteristics of mechanisms of 
coupling between transient sources 
and potentially susceptible devices
The transients of concern here are assumed to be 
coupled to the susceptible device primarily by 
conduction. They are usually initiated by some 
switching action on the connected power line. The 
switching action could be at any point either locally 
(on the immediate low-voltage distribution circuit) 
or at a more remote point on a high-voltage 
transmission line. Transients may also originate 
from atmospheric effects, for example, lightning, 
either as a direct strike on a high-voltage line or 
from a ground stroke by induction into a 
high-voltage or low-voltage distribution circuit. 
When the susceptible device is located close to the 
original disturbance, the coupling is primarily by 
induction.
In such a path, the effect of the coupling is described 
in terms of three basic parameters:

1) The figures in square brackets refer to “Bibliography and references”, page 38.
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a) the attenuation characteristic as a function of 
frequency of the line;
b) the nature of the loading on the line;
c) the geometry in relation to the ground plane.

Since power lines are very rarely loaded in their 
characteristic impedance, one can expect multiple 
reflections to occur on the line at each discontinuity, 
for example, wherever a load is connected. 
Reflection characteristics are of considerable 
importance in shaping transients, especially those 
produced by switching operations. The consequence 
is ringing, at a frequency usually in the range of 
tens of kilohertz to tens of megahertz, which causes 
the spectrum amplitude of the transient to have a 
peak at that particular frequency.
Similar ringing is also possible as a result of 
conducted transients produced by appliances; 
however, the separation between discontinuities is 
smaller and therefore the ringing frequency can be 
much higher. However, it should be noted that the 
attenuation of the line increases with frequency, so 
that the ringing would usually be observed only for 
transients which are measured at positions 
relatively close to the source.
The possibility of coupling as the result of induction 
(both inductive and capacitive coupling) between a 
power line and a communication line must also be 
considered. This is especially important in 
industrial plants where power cables and control or 
signal cables run side by side over relatively large 
distances. Generally, such coupling mechanisms 
can be reduced by using twisted pair or coaxial 
cables and by placing the cables in screwed metal 
conduits.
Another source of coupling is a finite ground plane 
impedance. Many transients, for example, are 
propagated in common mode on transmission lines 
and the return current flows through the ground 
plane. If the ground return path is not of very low 
impedance or the points of connection to the ground 
return path are close to similar return points for a 
sensitive circuit, significant differences in potential 
can be produced. Balanced symmetrical circuits can 
be used to minimize the effects of common-mode 
coupling, but any small imbalance in the sensitive 
circuit may be critical.
In the case of direct coupling along the power cable 
from one equipment to another, low-pass filters can 
often be used to suppress unwanted effects.

3.1 Propagation modes

The four general modes of propagation for power 
lines are shown in Figure 3, page 21. Similar modes 
of propagation exist on signal lines. As shown in 
Figure 3, there are two main modes of conducted 
propagation: asymmetrical or common-mode (CM) 
and symmetrical or differential/balanced mode 
(DM). Nearly all commercial products have a 
protective conductor. In some domestic 
installations, a two-wire power system with no 
protective conductor is used. Most low-voltage 
installations have the protective conductor 
connected to earth at the service entrance.
For some purposes, measurements are made from 
each phase to earth. The relations between 
phase A, B, common mode, UCM, and differential 
mode, UDM, open-circuit voltages are shown in 
Figure 4, page 22.
If the phase voltages are, respectively, A and B, then

Measured impedances between phase and earth are 
shown in Figure 5, page 23 [1]. This impedance 
plays a critical role in controlling the insertion loss 
between the transient source and the point of 
measurement. Consider the various paths as 
illustrated in Figure 6a), page 24, [2]. It has been 
found that the mean differential mode insertion loss 
shown in Figure 6b), page 25, was controlled by the 
mismatch of the various impedances. The method of 
signal injection used a current probe technique 
shown in Figure 6c), page 26. Note that the 
differential mode loss is more or less independent of 
frequency up to 30 MHz.
The differential mode impedance has a well-defined 
value, for example, 50 7 for a coaxial line and higher 
for a balanced line. In common mode, up to perhaps 
several tens of kilohertz, the impedance can be 
expected to have a value approximately equal to the 
reactance of a line of equivalent length and 
grounded by a low or zero impedance.

Full document details: BS 6662:1985

http://www.avadocuments.com/doc/bs-6662-1985
http://www.avadocuments.com/doc/bs-6662-1985


BS 6662:1985

© BSI 01-2000 5

4 Susceptibility/Immunity
Certain types of electrical equipment are potentially 
susceptible to transients unless suitable preventive 
measures have been incorporated to provide 
immunity in the environment. In general, long-term 
experience in the use of cables, connectors, 
capacitors, insulating materials, transformers, 
switches, etc., has established the margins required 
to enable transient overvoltages to be withstood, 
and for many components the appropriate 
overvoltage tests are specified. However, for 
equipment incorporating semiconductor devices 
there are various forms of susceptibility likely to 
occur, including catastrophic damage and 
temporary malfunction. Some of these effects are 
discussed below, in particular, because transient 
measuring and analysis equipment must not suffer 
these effects.

4.1 Damage effects

Damage effects are largely confined to 
semiconductor devices although insulation failure of 
other components can occur because of particularly 
high amplitude transients, for example, nearby 
lightning strokes. Power semiconductor devices 
connected to the supply lines are subjected to the 
full transient voltage, but devices of adequate rating 
are selected for such applications based upon earlier 
experience of device failures. Semiconductor devices 
in low-level signal and control circuits are only 
coupled indirectly to the supply lines, but damage 
can occur since the devices in general have a fairly 
low voltage and/or current rating. These coupling 
mechanisms involve high frequency components of 
the transients and may be difficult to assess in 
many applications, so that preventive measures to 
protect the devices require some consideration. 
Examples of damage effects are given below.

4.1.1 Power semiconductor devices

These devices can be damaged by voltage transients 
(spikes) with durations as short as about 1 ns. The 
likelihood of damage is a function of transient 
amplitude, duration, polarity, rate of rise, position 
on the supply waveform, etc., as well as the device 
parameters. The initial breakdown of the device is 
likely to be followed by a high current discharge 
from the supply, which causes catastrophic damage. 
Typical devices which have been found liable to 
damage are rectifier diodes in electronic equipment 
and thyristors used for motor speed control.

4.1.2 Low-level signal and control circuits

While these circuits are not generally directly 
connected to the low-voltage supply mains, there is 
coupling between them via the d.c. supply circuit 
and by induced effects in signal and control cables, 
so that transients of reduced amplitude can be 
injected into the circuits. Various semiconductor 
devices liable to damage by relatively low-level 
transients are incorporated in these circuits, for 
example, integrated circuits, certain discrete 
devices such as field effect transistors and special 
purpose diodes (such as tunnel diodes).

4.2 Malfunction effects

Various forms of equipment malfunction can be 
caused by transients generated on low-voltage 
supply lines, which may or may not be coupled to 
signal lines, on a wide range of types of equipment. 
Some of these effects could create safety hazards, for 
example, fire or explosion in chemical 
manufacturing plants or sudden changes in motor 
speed. However, the majority of the malfunctions 
likely to occur are relatively harmless, possibly 
producing only a temporary effect which is quite 
acceptable to the user, for example, a small 
transient change in a meter reading.
In practice, two different types of transients on the 
supply are found to be the cause of most of the 
observed malfunctions, that is to say voltage spikes 
with durations of the order of 1 4s and voltage dips 
or sags (reductions lasting for about 10 ms and 
longer). Voltage dips are not covered in this guide, 
apart from the following note.
NOTE Voltage dips (sags), that is to say reductions in the 
supply voltage to electronic equipment lasting for about 10 ms or 
longer, can upset the operation of the equipment because of the 
effects of reduction in the internal stabilized d.c. voltage supply. 
The effects can be very drastic on certain types of equipment and 
examples are given as follows: 

a) Digital systems
Serious malfunctioning of digital systems will occur if the d.c. 
voltage supply is reduced significantly. The effects produced 
can include corruption of data system “lock-up”, loss of 
programme, etc.
b) Control systems
These systems are liable to suffer serious malfunctioning, 
causing disruption of the control function.
c) Instrumentation
Most types of instrumentation are likely to malfunction 
seriously as a result of voltage dips (sags).
d) Alarm and trip systems
False operation of these systems is likely to be caused by 
voltage dips (sags).
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4.2.1 Effects of voltage spikes

a) Digital systems
Equipment which incorporates digital systems 
(such as computers, microprocessors, and 
instrumentation) can be affected by voltage 
spikes which are coupled into the logic circuits 
and corrupt the data. The effects may be 
overcome by various error correction techniques 
but in extreme cases the corruption may cause 
serious effects (for example, incorrect control 
function, systems “lock-up”, unwanted change of 
programme, and feeding incorrect data into a 
store).
b) Control systems
Control equipment can be affected by induced 
voltage spikes causing a malfunction of the 
system.
c) Instrumentation
Incorrect indication by some types of equipment 
can be produced by the effects of spikes.
d) Alarm and trip systems
Undesired operation or failure of operation of 
these systems can be triggered by voltage spikes.
e) Equipment incorporating power semiconductor 
devices
Motor speed control by semiconductors can be 
affected by voltage spikes and typically takes the 
form of a sudden transient increase in speed. 
Heating controls are not so drastically affected 
by single voltage spikes, but repetitive spikes 
could cause a large change in temperature.

5 Instrumentation
In this clause various methods of measurement are 
described. In some cases the instruments are 
available commercially, in others they have been 
constructed in laboratories for particular 
experiments. The objective is to provide the user 
with guidance on the significant characteristics of 
all such instruments.
In general, an instrument can be considered to 
consist of four basic part as follow:

a) detector;
b) processor;
c) output display;
d) control system;

These parts are related as shown in Figure 7, 
page 27.

The basic type of instrument is determined by the 
type of detector. Instruments having similar 
detectors but produced by different manufacturers 
may differ principally in the ways in which other 
functions are performed. Indeed, in some cases 
these functions may be adjustable or in fact 
performed to various extents by auxiliary apparatus 
under the control of the operator.
The instruments are described in several categories. 
In each case, fundamental principles of operation 
are described along with the relationship between 
fundamental parameters and those frequently 
stated in commercial literature.

5.1 Obtaining statistical data on parameters of 
transients

The fact that transients are so variable from one 
instance to the next, means that, except where some 
particular significance can be associated with a 
particular event, significance must be associated 
with a range of expected transient parameters. In 
particular, it is of interest to know not only the 
maximum value of a particular parameter that may 
occur but also the mean value and the associated 
variance of that parameter. For many systems, 
there is a minimum repetition rate that can cause 
effective equipment performance degradation, so 
that unless a succession of transients can appear in 
a short period, those transients are of no 
consequence.
This sub-clause identifies parameters that must be 
considered in the instruments selected for gathering 
such data.

a) Required qualities
Such an instrument should:

— be portable;
— operate automatically, for example, record 
very low occurrence interference (less than 
once a month);
— not lose information when a power break 
occurs;
— have external triggering facilities in order 
that only certain types of transients are 
recorded;
— record the time of occurrence (day, hour, 
minute, second);
— enable setting of a known threshold level;
— record direction of origin of transient;
— be insensitive to conducted or radiated 
disturbances.

b) Characteristics
— Dead time:

Full document details: BS 6662:1985

http://www.avadocuments.com/doc/bs-6662-1985
http://www.avadocuments.com/doc/bs-6662-1985


BS 6662:1985

© BSI 01-2000 7

The dead time is the time during which the 
recorder is incapable of resolving separate 
transients. It may vary from 100 4s to 1 s.
— Range of frequencies:

Accuracy of 3 dB from 20 Hz to 50 MHz [in order 
to take into account paragraphs a) and e) of 
Sub-clause 2.3.2].

— Repetition frequency:
From 10 times/millisecond to 1/month.
— Power supply:
Battery floating (except where used for long 
test periods).

5.2 Transient counter

These are generally fairly simple instruments 
designed to detect and count transients which 
exceed one or more pre-selected amplitudes. They 
may also incorporate facilities which respond to 
transient duration and indicate transient polarity. 
In some cases, the recorders are battery operated to 
maintain operation regardless of mains 
perturbations. Typically these counters respond to 
transients with durations longer than 0.1 4s to 1 4s. 
The accuracy is usually about 5 % to 10 %. The input 
resistance is typically 10 k7 to 1 M7.
Various forms of readout are used:

a) electromechanical counter;
b) printout;
c) pen recorder.

The maximum rate at which transients can be 
recorded may be limited, for example, about 25 Hz 
with electromechanical counter readout.

5.3 Peak voltmeter

These instruments, which are also referred to as 
peak-hold or memory voltmeters, measure the 
transient peak amplitude and store the data until 
reset. The response to short duration transients is 
determined by the effective charge time constant of 
the measuring circuit which is typically in the 
range 0.02 4s to 0.3 4s. The accuracy is usually 
about 1 % to 3 %. The input resistance is generally 
in the range 1 M7 to 10 M7. Furthermore, some 
instruments contain switchable broadband filters at 
the input which enable one to obtain also some 
frequency domain information.
The readout can take various forms, such as:

a) meter reading or numerical display;
b) strip chart recorder;
c) printout;
d) digital output;
e) analogue output.

The voltmeter stores the value of the peak voltage 
during a particular time period, and this period may 
be determined by an automatic or manual reset.
Some designs incorporate an analogue to digital 
converter, and also possibly a microprocessor to 
provide sophisticated control and storage facilities.
It is important that the voltmeter should indicate 
when overload has occurred.

5.4 Other parameters

Many other time-domain parameters are recognized 
in addition to those mentioned in Sub-clauses 5.2 
and 5.3, such as rise time, pulse duration, fall time, 
etc. However, there are no, commercially available 
instruments that effectively measure these 
parameters. If they are to be measured they can best 
be observed using the techniques discussed in 
Sub-clause 5.5. Here, however, any value obtained 
is subject to subjective evaluation of observed 
values.

5.5 Waveform recording and analysis

The devices most suitable for recording such 
transients are tape or paper recorders, oscilloscopes, 
and digital waveform recorders.

5.5.1 Waveform recording

5.5.1.1 Magnetic tape recording

Magnetic recorders offer various possibilities for 
measuring transient phenomena. One of their 
advantages is the possibility of dissociating the 
recording process from the analysis of the transient.
Recording
The recording can be carried out over a long period 
of time with a choice of pass-bands. Using frequency 
modulation it is possible to record over a range of 
frequencies extending down to zero. Systems of 
transient measurement using magnetic recorders 
have a rather limited pass-band. Attention should 
be paid to achieving the optimum signal-to-noise 
ratio by choice of tape speed.
Nevertheless, this type of recording has the 
following advantages:

a) it records the complete waveform, provided the 
transient appears while the recorder is activated;
b) it is possible to record a long duration 
disturbance with components having very 
different spectral contents;
c) one can determine the duration of time 
intervals between related transients.

Reproduction
The recording is easily accessible and available from 
a low impedance thus a wide range of instruments 
can be connected.
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The different speeds of playback permit adaptation 
to a range of analysis apparatus. For example, one 
can see the entire band on an oscilloscope, note 
precisely the timing of the transients, and obtain a 
good quality photograph, making use of the 
repetition of the phenomena. Another facility is the 
ability to recopy a single transient on a continuous 
loop. Once isolated, and properly filtered, it permits 
the transformation of a transient into a repetitive 
signal suitable for analysis using a spectrum 
analyzer.

5.5.1.2 Oscillograph recording

Direct recording of a transient is possible with 
recording oscillographs.
Various types are differentiated for this purpose:

— light-beam galvanometric recorders for very 
low frequency transients;
— general purpose oscilloscopes with a 75 MHz 
bandwidth;
— high performance oscilloscopes with a 
bandwidth of at least 250 MHz;
— storage oscilloscopes (with phosphorescent 
cathode-ray tube);
— automatic surveillance oscilloscopes, designed 
for measurement of transients.
Generally, the transient is used to trigger the 
oscilloscope. The trigger level can be pre-set:
— by a positive or negative d.c. level;
— by a rising or falling slope.

The recording can be stored photographically.
The important advantages of oscilloscopes are:

a) ease of use;
b) wide bandwidth;
c) wide range of input sensitivity;
d) high accuracy.

The most important disadvantages are:
a) empirical setting of the controls (amplitude, 
time base and trigger) since the transient’s 
characteristics are unknown in advance;
b) the control-settings may not be compatible 
with all possible parameters of the transient to be 
analyzed or recorded.

NOTE Attention has to be paid to the fact that most 
oscilloscopes are not sufficiently shielded; however, specially 
modified oscilloscopes with additional shielding are available on 
request.

5.5.1.3 Digital waveform recorder

The digital waveform recorder consists essentially 
of an analogue/digital converter, a time base, and a 
memory.

Most standard units have an analogue/digital 
converter of 6 bits to 8 bits, which offers an adequate 
measuring accuracy. Present-day devices have 
sampling rates of up to 500 MHz, thus permitting 
transients with rise times of 6 ns or more, and 
frequencies of up to 100 MHz, to be recorded.
In general, very fast transients tend to possess a 
short duration, while slower transients tend to have 
a longer duration. With a device memory of 1 000 
words, it is possible to record a transient of up 
to 2 4s duration by using a sampling interval of 2 ns. 
By selection of an appropriately longer sampling 
interval, transients of up to several seconds 
duration can be recorded. Devices with a memory 
capacity of 2 000 and 4 000 words are also available, 
which permit correspondingly longer transients to 
be measured.
The greatest rates of change of voltage (and 
therefore the highest frequencies) often occur at the 
start of the transient, while the transient decay 
contains lower frequencies. These can be measured 
by means of a digital waveform recorder with a 
sufficient sampling rate and sample storage 
capacity or alternatively one with a dual time base 
with which the first part of the transient is observed 
at a high sampling rate and the remaining part at a 
lower sampling rate (for example, with a 
ratio 1 : 10). One type of recorder records a sampled 
value only if it deviates from the previously recorded 
value by a defined quantity, thus reducing the 
memory loading. The latter techniques are not 
useful for further analysis with a fast Fourier 
transform for which a constant sampling ratio is 
required, or appropriate compensation is required.
One great advantage of the digital waveform 
recorder over the oscilloscope is its pre-triggering 
function. The device is continuously in operation 
and stores the measured values. When the trigger 
signal is received, the device continues to record and 
then switches itself off after an adjustable delay 
time. Thus, the memory also contains values 
recorded prior to the trigger signal being given. The 
triggering level can be made relatively insensitive, 
so that the recorder is not triggered by spurious 
signals.
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