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National foreword

This British Standard has been prepared under the direction
of the Petroleum Standards Committee and is identical with
1SO 3993-1984 ‘Liquefied petroleum gas and light
hydrocarbons — Determination of density or relative
density — Pressure hydrometer method’. 1SO 3993 was
prepared by Sub-Committee 3, Static petroleum
measurement, of Technical Committee 28, Petroleum
products and lubricants, of the International Organization
for Standardization (ISO) as a result of discussions in

which the UK participated. The method was based on the
method published by the Institute of Petroleum as IP 235
‘Specific gravity and density of light hydrocarbons by
pressure hydrometer’ and takes account of other national
standards.

Terminology and conventions. The text of the international
standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and
certain conventions are not identical with those used in
British Standards; attention is drawn especially to

the following.

The comma has been used as a decimal marker. In British
Standards it is current practice to use a full point on the
baseline as the decimal marker.

Wherever the words ‘International Standard’ appear,
referring to this standard, they should be read as

‘British Standard’.

Cross-references
International standard Corresponding British Standard

1SO 91/1-1982
measurement tables
(ldentical)
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for butadiene 5
Figure
Pressure hydrometer cylinder 3

International standard Corresponding British Standard

ISO/R 653 BS 5074 : 1974 Short and long solid-
stem thermometers for precision use
(Technically equivalent)

NOTE. ISO/R 653 has been superseded by ISO 653-1980, but
BS 5074 : 1974 is still technically equivalent.

The Technical Committee has reviewed the provisions of
1ISO/R 91 Addendum 1, to which reference is made in
Note 1 of 8.6, and has decided that they are acceptable for
use in conjunction with this standard, pending the
completion of 1SO 91/2.

The reference in 2.1 to ISO 5024, for which there is no
corresponding British Standard, is not essential to the use
of this standard. The reference temperature of 15 °c
referred to has also been adopted in BS 5579, which is
related to 1SO 5024, and should be used in connection
with this British Standard unless otherwise specified.

Caution. This British Standard calls for the use of
procedures that may be hazardous if adequate precautions
are not taken. It refers only to technical suitability and does
not absolve the user from legal obligations relating to health
and safety at any stage. Particular attention is drawn to the
cautionary notes in 4.3 and 8.5.

Compliance with a British Standard does not of itself confer
immunity from legal obligations.
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AMD 5216
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Amendment No. 1
published and effective from 30 June 1986

to BS 6665 : 1985

Method for determination of density or relative
density by pressure hydrometer method
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Correction
AMD 5216 Title
June 1986 Delete the existing title and substitute the following:
‘Method for determination of density or relative density of liquefied petroleum gases
and other light hydrocarbons by pressure hydrometer method'.
Delete the existing French and German titles and substitute the following:
‘Methode de détermination a |‘aréometre de la masse volumique ou de la densité relative
des gaz de pétrole liquifiés et autres hydrocarbures légers
Verfahren zur Bestimmung der Dichte oder der relativen Dichte von Flissiggas und anderen leichten
Kohlenwasserstoffen unter Anwendung des Druckdraometer-Verfahrens'.
8606 PTC/12
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