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Foreword

This British Standard has been prepared by Subcommittee CPL/34/5. Together 
with BS EN 13032-1:2004, it supersedes BS 667:1996, which is withdrawn.

This British Standard specifies the requirements for two types of illuminance 
meter: Type L: laboratory instruments, and Type F: field instruments. The error 
tolerances have been considered in a similar manner to that used in CIE 
Publication 69 [1], and the definitions are based on CIE Publication 17.4 [2].

Error tolerances for Type L meters have been aligned with those given in 
BS EN 13032-1:2004, Table 3.

BS EN 13032-1 specifies laboratory illuminance meters for testing luminaires 
only. It does not cover illuminance meters for other laboratory purposes or for 
field use.

This new edition of BS 667 incorporates changes necessitated by the publication 
of BS EN 13032-1:2004. It does not reflect a full review or revision of the standard 
which will be undertaken in due course.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages

This document consists of a front cover, an inside front cover, pages i and ii, 
pages 1 to 13 and a back cover.

The BSI copyright notice displayed in this document indicates when the 
document was last issued.
© BSI 28 January 2005
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Introduction

As lighting levels reduce, the response characteristics of the human eye change from photopic during the 
day through an intermediate mesopic region at dusk to a scotopic response at night time.

At present, eye response functions have not been defined in the mesopic region; research work is still in 
progress on this subject. Although photopic measurements are generally only applicable at lighting levels 
above about 10 lux, in practice lighting levels for installations are specified at values significantly below 
this. It is therefore necessary to make illuminance measurements with known accuracy at these lower 
levels to check performance against such specifications, whilst accepting that these measurements do not 
accurately represent the visual response.

Photometric measurements, even under laboratory conditions, are more difficult to determine precisely 
than many other kinds of physical measurement, and in the case of illuminance meters, liability to error is 
increased by the fact that many of the essential components of such instruments are susceptible to 
variation with time and use. These errors can be minimized by care in the design of the instrument as a 
whole, and also by the user in not exposing it to deleterious conditions of temperature, illumination or 
atmosphere.

It is recommended that illuminance meters should be returned to the manufacturer, or a competent 
photometric testing authority at intervals as recommended by the manufacturer for checking and, if 
necessary, recalibration.

1 Scope
This British Standard specifies performance requirements for illuminance meters for the measurement of 
photopic illuminance for applications other than the measurement of luminaires. It specifies the 
performance requirements for two types of illuminance meter, Type L (laboratory instruments) and Type F 
(field instruments). This British Standard is applicable to meters for the measurement of planar 
illuminance. This standard is intended for use by meter manufacturers and users.
NOTE 1 The requirements specified for a Type L meter in this standard are identical to the requirements specified for an 
illuminance meter in BS EN 13032-1. However, BS EN 13032-1 specifies additional requirements which are not specified in this 
standard.

NOTE 2 If other types of illuminance e.g. semi-cylindrical, are used, reference should be made to CIE Publication 69:1987 [1].

NOTE 3 Annex A gives recommendations for the choice of meter range.

2 Normative references
The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies.

BS ISO 10526:1999, CIE standard illuminants for colorimetry.

CIE Publication 18.2:1983, The basis of physical photometry. Second edition.

3 Terms and definitions
For the purposes of this British Standard the following terms and definitions apply.

3.1  
illuminance
the luminous flux per unit area falling on a surface, usually measured in lux (lumens per square metre)

3.2  
illuminance meter
instrument for measuring illuminance

3.3  
photoelectric cell
detector of optical radiation in which the absorption of photons results in the generation of an electric 
current or voltage, or causes a change in electrical resistance
NOTE The term “photoelectric detector” is also in use.
© BSI 28 January 2005 1

details: BS 667:2005

http://dx.doi.org/10.3403/03205268U
http://dx.doi.org/10.3403/03205268U
http://dx.doi.org/10.3403/01840393
http://www.avadocuments.com/doc/bs-667-2005
http://www.avadocuments.com/doc/bs-667-2005


BS 667:2004

F

3.4  
selective or coloured filter
medium which changes the spectral distribution of radiation by transmission

3.5  
colour temperature
temperature of the full radiator which emits radiation of the same (or nearly the same) chromaticity as the 
radiation considered

3.6  
photometer head
light sensitive detector the spectral response of which is weighted (usually by means of coloured filters) to 
approximate the CIE spectral luminous efficiency function V(2) of the human eye for photopic vision, as 
defined in CIE 18.2, together with any cosine correction required
NOTE More information on the spectral response and cosine correction is given in C.2 and in C.5 respectively.

3.7  
calibration plane
plane normal to the axis of the photometer head to which the measured illuminance values relate
NOTE This plane should be chosen so that the readings are in accordance with the inverse square law when using a point source. 
In the case of a photometer head without a diffuser, this plane is the plane of the limiting aperture; for a photometer head with a 
plane diffuser, it is the front of the diffuser.

3.8  
effective range
range over which the instrument conforms to the accuracy requirements of this specification

3.9  
secondary standard lamp
lamp, the photometric characteristics of which are accurately known and calibrated directly against a 
national standard

3.10  
working standard lamp
lamp in regular use which is calibrated at regular intervals by reference to a secondary standard lamp

3.11  
secondary standard illuminance meter
illuminance meter, the photometric characteristics of which are accurately known and calibrated directly 
against a national standard
NOTE Further definitions related to photometry are given in CIE Publication 17.4 [2].

4 Classification

Illuminance meters shall be classified as one of the following two types:

a) laboratory illuminance meters, designated Type L, which are generally retained in a laboratory or 
standardizing area, and against which other equipment may be calibrated and the highest precision 
readings obtained. Such meters may not be suitable for site or field measurements;

b) field illuminance meters, designated Type F, which are for use in the field, on site and in the working 
environment. Some accuracy may have to be sacrificed in the interests of the ease of use, robustness and 
versatility of field meters.
2 © BSI 28 January 2005
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