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Partie 5. Essais d’adhérence

Verfahren zur Priifung galvanischer Uberziige aus Gold und Goldlegierungen
Teil 5. Prifung der Haftfahigkeit

National foreword

This Part of BS 6670 has been prepared under the direction of the Surface Coatings (other than Paints) Standards
Committee. It is identical with ISO 4524/5-1985 ‘Metallic coatings — Test methods for electrodeposited gold and gold
alloy coatings — Part 5: Adhesion tests’ prepared by Sub-committee 3, Electrodeposited coatings and related finishes of
Technical Committee 107, Metallic and other non-organic coatings, of the International Organization for Standardization
(ISO) with the active participation and approval of the UK.

A number of the Parts of BS 6670 are intended to replace certain of the appendices of BS 4292 : 1968, ‘Electroplated
coatings of gold and gold alloy’. Now that the test methods required for this purpose have been published, BS 4292 : 1968
is being revised. Upon completion of the revision it will no longer contain the texts of test methods and BS 4292 - 1968
will be withdrawn.

At present, the following Parts of BS 6670 have been published.

Part 1 Determination of coating thickness
Part 2 Environmental tests

Part 3 Electrographic tests for porosity
Part 4 Determination of gold content
Part 5 Adhesion tests

Further Parts of this standard will be prepared, if required.
Terminology and conventions. The text of the international standard has been approved as suitable for publication as a

British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is drawn especially to the following.

The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the baseline
as the decimal marker.
Wherever the words ‘this part of 1SO 4524’ appear, referring to this standard, they should be read as ‘this Part of BS 6670".
Cross-reference
International standard Corresponding British Standard
1SO 2819-1980™ BS 5411 Methods of test for metallic and related coatings

Part 10 : 1981 Review of methods available for testing adhesion of electrodeposited and

chemically deposited metallic coatings on metallic substrates
(ldentical)

This Part describes methods of test only and should not be used or quoted as a specification. Reference to this Part should
state that the method of test used is in accordance with BS 6670 : Part 5.

Compliance with a British Standard does not of itself confer immunity from legal obligations.

*Referred to for information only.
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BS 6670 : Part 5 : 1986

1 Scope and field of application

This part of ISO 4524 specifies four methods for qualitatively
assessing the adhesion of electrodeposited gold and gold alloy
coatings for engineering, and decorative and protective
purposes.

NOTE — Other methods are described in 1ISO 2819, Metallic coatings
on metallic substrates — Electrodeposited and chemically deposited
coatings — Review of methods available for testing adhesion.

2 Burnishing test

Select an area of not more than 6 cm2 of the significant sur-
face, and rub rapidly and firmly for 15 s with a suitable bur-
nishing tool. Apply a pressure sufficient to burnish the coating
metal at every stroke, but not so great as to cut the coating.
Examine the specimen for signs of blistering of the coating
under a magnification of X 8, or X 4 under an illuminated
viewer.

NOTE — An agate dental spatula with a handle 60 to 100 mm long and
agate blade 30 to 50 mm long, 5 to 10 mm wide, sharpened to a slightly
radiused edge has been found satisfactory.

3 Adhesive tape test!

Using a straight edge and a hardened steel scriber which has
been ground to a sharp point, scribe a grid of 2 mm side
squares over the test area. Apply a pressure sufficient to cut
through the coating to the basis metal in a single stroke.

Then apply the adhesive side of a non-transferable adhesive
tape, with an adhesion value of 2,9 to 3,1 N per centimetre of
width (cellulose regenerated type) to the plating under test by
finger pressure, taking care to exclude air bubbles. After an in-
terval of 10 s, remove the tape rapidly by pulling in a direction

1) This test will only detect gross defects of adhesion.
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perpendicuiar to the surface of the specimen. Check coatings
for signs of removal under a magnification of X 8, or X 4 under
an illuminated viewer.

4 Thermal shock test

Heat the sample in an oven at a temperature between 200 and
300 °C for approximately 30 min, and quench it by immersion
in water at ambient temperature. Examine the coating for signs
of blistering or detachment under a magnification of X 8, or X 4
under an illuminated viewer.

5 Bend test

Place the sample in a bend testing machine with a bending
radius of 4 mm (or in the jaws of a suitable vice). Bend the
sample through 90° and back to its original position. Carry out
this procedure three times. Examine the coating for signs of
detachment of the coating under a magnification of X 8, or X 4
under an illuminated viewer.

6 Test report

The test report shall include at least the following information :

a) a reference to this part of ISO 4524, including an iden-
tification of the specific method used;

b) the result(s) of the test(s) carried out and the form in
which these are expressed;

c) any unusual features noticed during the determination;
d) any operation not included in this part of ISO 4524;

e) any other relevant information requested by the
purchaser.
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