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UDC 669.14-412:669.687

British Standard Specification for

Electrolytically zinc coated steel
flat rolled products

Produits plats en acier a revétement électrolytique de zinc — Spécifications

Elektrolytisch verzinkte Flacherzeugnisse aus Stahl
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BS 6687 : 1986

Foreword

This British Standard has been prepared under the direction
of the lron and Steel Standards Committee.

Electrolytically zinc coated products are obtained by the
electrolytic application of zinc coatings, of nominal
thickness up to 10 um on each surface, to steel flat rolled
products as specified in section 2 of table 3 of BS 1449 :
Part 1 : 1983.

This British Standard has been prepared following the
publication of EURONORM 152-80 and is technically
equivalent to that EURONORM, except that an additional
coating thickness grade, EZ 100/100, has been included.

Clauses of a contractual nature are given for information
only in appendix A.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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AMD 5535
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Amendment No. 1
published and effective from 30 April 1987
to BS 6687 : 1986

Specification for electrolytically zinc coated
steel flat rolled products

| wom—}

Correction

Table 1. Coating thickness and coating mass per unit area per surface
Delete the existing table and substitute the following.

AMD 5535
April 1987

Table 1. Coating thickness and coating mass per unit area per surface

Coating Nominal coating Nominal coating Minimum coating Minimum coating
thickness mass per unit area thickness mass per unit area
per surface per surface per surface per surface
pm g/m? pm g/m?

EZ 10/10 1.00 7 0.56 4

EZ 25/25 2.50 18 1.68 12

EZ 38/38 3.75 27 2.80 20

EZ 50/50 5.00 36 3.92 28

EZ 75/75 7.50 54 6.58 47

EZ 100/100 10.00 72 8.68 62

NOTE 1. The minimum coating thickness per surface is derived by determining the mass of the coating for a given area and
using the relationship in note 3 to convert this value to thickness.

NOTE 2. The nominal relationships for coating thickness and coating mass per unit area per surface are given for information
only.

NOTE 3. A thickness of 1 pm of zinc corresponds to a mass per unit area of zinc of 7.14 g/m? on one surface.
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