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British Standard Code of practice for

Installation of apparatus intended for
connection to certain telecommunication
systems

Part 2. Installation of switching apparatus that may be

connected to certain analogue telecommunication systems
(part revision of CP 1022)

Code de bonne pratique pour I'installation des appareils destinés a étre reliés & certains systémes de
télécommunications

Partie 2. Installation d’appareils de commutation pouvant étre reliés a certains systémes de
télécommunications analogiques

Leitfaden fiir den Einbau von Geriten zum AnschluR an bestimmte Fernmeldeanlagen

Teil 2. Einbau von Schaltgeriten, die an bestimmte Analogfernmeldeanlagen angeschlossen
werden konnen
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BS 6701 : Part 2 : 1987

Foreword

This British Standard has been prepared under the direction
of the Telecommunications Standards Committee.

This foreword should be read in conjunction with the
foreword to BS 6701 : Part 1 : 1986.

BS 6701 will be published in Parts. Part 1 covers general
recommendations and this Part 2 covers installation of
switching apparatus (SWA).

IMPORTANT NOTE. The attention of users of this Part of BS 6701
is drawn to the fact that, in respect of connection arrangements for
switching apparatus, the practical interpretation of the legal point of
connection to public networks is not resolved.

This Part of BS 6701, together with BS 6701 : Part 1,
supersedes BS 6506 : 1984, which is withdrawn.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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Code of practice

O Introduction

Switching apparatus (SWA) may be used in one or more of
the following ways depending on whether or not it is
connected to a private or public, switched or unswitched
telecommunication system.

(a) SWA used to provide switched telecommunication
service to terminating stations within the user’s premises.
See figure 1.

(b) SWA used to provide switched telecommunication
service to terminating stations within the user’s premises
together with a connection to a network that is not

part of a public telecommunication system. The connec-
tion to the network is made at the network termination
point (NTP). Although it is not a requirement for
connection to a private telecommunication system,

it is recommended that the NTP is provided as part of a
termination and test point. See figure 2.

(c) SWA used to provide switched telecommunication
service to terminating stations within the user’s premises
together with a connection to one or more public
switched and/or unswitched telecommunication
system(s). Itis arequirement of the Telecommunications
Act 1984 that the connection to the public telecom-
munications system(s) is by means of network
termination and test apparatus (NTTA).

SWA may only be connected to public switched and/or
unswitched telecommunication systems in accordance
with its terms of approval, which may specify conditions
of use.

Where the SWA is connected by two or more circuits
each giving access to one or more public switched
telecommunication system(s} and is capable of switching
two-way live speech transmitted by a public switched

telecommunication system it is referred to as call-routing
apparatus (CRA).

In the case of CRA, the NTTA, which may be provided
and owned by the user, is legally part of the public
telecommunication system and has to be run by the
operator of that system. See figure 3.

(d) SWA used to provide switched telecommunication
service to circuits connected to one or more private/
public unswitched telecommunication networks.
Connections may also be provided to one or more public
switched telecommunication networks.

It is a requirement of the Telecommunications Act 1984
that the connection to the public telecommunication
system(s) is by means of NTTA.

SWA may only be connected to public unswitched and
switched telecommunication system(s) in accordance
with its terms of approval. These may specify conditions
of use with public unswitched and switched telecom-
munication system(s).

Where the SWA is connected to one or more private/
public unswitched telecommunication system(s) and is
capable of switching two-way live speech transmitted by
at least two speech circuits of a public switched
telecommunication system it is to be referred to as
call-routing apparatus (CRA).

In the case of CRA, the NTTA, which may be provided
and owned by the user, is legally part of the public
telecommunication system and has to be run by the
operator of that system. See figure 4.
IMPORTANT NOTE. The attention of users of this Part of BS 6701
is drawn to the fact that, in respect of connection arrangements for

switching apparatus, the practical interpretation of the legal point of
connection to public networks is not resolved.
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