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Foreword @

This British Standard has been prepared under the direction
of the Gas Standards Committee, because of the increasing
market for gas log and other decorative fuel effect
appliances.

NOTE. In the preparation of this standard the opportunity has
been taken to present it in the format of a practice specification as
defined in PD 6501. This format allows the requirements of the
specification to be supported by recommendations. To comply
with this specification, the user has to comply with all its
requirements. He may depart from recommendations, but this
would be his own responsibility and he would be expected to have
good reasons for doing so.

Compliance with this British Standard does not of itself
confer immunity from legal obligations. In particular,
e ey o e attention is drawn to the Gas Safety (Installation and Use).
. R : : ' Regulations and the building regulations of England and
Wales, of Scotland and of Inner London where appropriate.
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Specification. Section one

Section one. General

1 Scope

This British Standard specifies requirements for the
installation, in permanent dwellings and commercial
premises, including public houses and restaurants, of
decorative gas log and other fuel effect appliances, up to a
maximum input rating of 16 kW and manufactured to
comply with BS 5258 : Part 12, and burning 1st, 2nd and
3rd family gases.

This standard applies to the installation of such appliances
in builder’'s openings, fireplace recesses or under associated
independent canopies.

NOTE. The titles of the publications referred to in this standard
are listed on the inside back cover.

2 Definitions

For the purposes of this British Standard, the definitions
given in BS 1179 : 1967 and in BS 1179 : Part 6 apply
tugether with the following.

2.1 associated independent canopy. A non-combustible
canopy forming an integral part of the flue system and

B 1624669 0174376 & M

which is permanently fixed above the appliance to facilitate
the removal of the products of combustion to the outside
air,

2.2 appliance firebed. That part of the appliance on which
the gas burns,

2.3 decorative gas log and other fuel effect appliances.
Open-flued gas fired appliances without an integral
flueway, that use imitation fuel to present the appear-
ance of open solid fuel fires and are intended primarily
for decorative purposes.

3 Materials, components and appliances

3.1 Materials and components

Materials and components used in the installation shall
comply with the relevant requirements of appropriate
British Standards listed in appendix A. No asbestos-
containing materials shall be used.

3.2 Appliances

It shall be ensured that the appliance is suitable for the gas
with which it is to be supplied.
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Section two. Installation

4 General

5 Location of the appliance

4.1 The appliance shall be installed in accordance with the 5.1 Hearth
The appliance shall be installed on a hearth (see 9.2),

manufacturer’s instructions.

4.2 Supplementary components or accessories that may

BS-6714 : 1986
Section two

affect the safe operation of the appliance shall not be fitted 5.2 Builder’s opening and fireplace recess
When the appliance is installed in a builder’s opening

to, or in association with, the appliance.

4.3 The appliance shall not be installed in a room or space

that contains a bath or shower, ’

{see figure 1) or a fireplace recess (see figure 2) no part of
the appliance firebed shall project beyond the vertical

. . o . : plane of the fireplace opening.
4.4 An appliance supplied with 3rd family gas shall be

installed in accordance with BS 5482 : Part 1, and in
particular such an appliance shall not be installed in a
room or space that is wholly or partly below ground floor

5.3 Associated independent canopy (see figure 3)

When the appliance is installed under an associated

level. independent canopy it shall, in the absence of any specific
. information in the appliance manufacturer’s instructions,
- be located as shown in figure 4.,
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. NOTE. Where a builder’s opening does not have a smooth tapered. transition to the

flue, a canopy fitted above-the appliance tapering into the flue can be used to
maintain the same effect. See figure 4({a) for details on canopy size and location.
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fireplace recess

Fireplace opening confaining
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Figure 2. Typical fireplace recess appliance installation

NOTE. A fireplace recess is a builder's opening containing fireplace components to BS 1261 and constructed in accordance with

6 Flue systems (natural dl;aught)

6.1 Size and construction
6.1.1 The appliance shall be used with a flue system that
is suitable for a solid fuel appliance and that has no cross-
sectional dimension less than 1756 mm, except that any
purpose-designed throat in the flue system shall be such
that its cross-sectional area is at least 240 cm? with a
minor dimension not less than 100 mm,
COMMENTARY AND RECOMMENDATIONS ON 6.1.1.
Suitable constructions include:
(a) 225mm x 226mm (9in x 9in} brick or stone chimney,
(b} 175 mm diameter lined brick or stone chimney,
(c) 200 mm diameter factory-made insulated chimney
complying with BS 4543 : Part 2;
(d) 176 mm diameter flue pipe (see BS 6461 : Part 1 for
suitable materials).

6.1.2 The flue into which the appliance discharges its
combustion products shall serve no other appliance.

6.2 Dampers and restrictors

Where the appliance is to be fiued into an existing chimney,
any damper or restrictor plate in the chimney shall be
removed. However, where it is not reasonably practicable
to remove a sliding damper, it shail be permanently fixed

in the fully open position,

6.3 Sweeping of flue

Any flue that cannot be seen to be clean and unobstructed
throughout its length shall be thoroughly swept before
installing an apptiance. N
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