BS 6762 :Part 3:1989
ISO 7420: 1987

UDC 379.837:728.76:629.11—-461:629.11.06:
697.244:683.944

British Standard

Services for leisure accommodation vehicles and
transportable accommodation units
Part 3. Sbecification for oil-fired heating systems

[ISO title: Leisure accomodation vehicles — Qil-fired heating systems]

Services pour véhicules habitables de loisir et unités transportables
Partie 3. Appareils et installations de chauffage 4 combustibles liquides —
Spécifications

Leistu ngen fir bewohnbare Freizeitsfahrzeuge und Wohnmobile
Teil 3. Olheizungssysteme

National foreword

This Part of BS 6762 has been prepared under the direction of the Basic Data and Performance Criteria for Civil
Engineering and Building Structures Standards Policy Committee and is identical with 1SO 7420 : 1987 ‘Leisure
accommodation vehicles - Oil-fired heating systems’ published by the International Organization for Standardization
(ISO). It supersedes BS 5601 : Part 3: 1979, which is withdrawn. It is one of a series that is being published for Ielsure
accommodation vehicles and transportable accommodation units.

The other Parts of BS 6762 are in preparation:

Part 1 Ventilation requirements

Part 2 Installation of solid fuel fired heating appliances
Part 4 Liquefied petroleum gas systems

Part 5 Low voltage electrical installations

Part 6 Water supply

Part 7 Drainage

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in
British Standards; attention is drawn especially to the following.

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘British
Standard’.

The term ‘leisure accommodation vehicle’ has been evolved in the related international work and is used as a head term
that covers caravans, motor caravans, holiday caravans and park homes.

Cross-references

International standard Corresponding British Standard
1ISO 3768-1976 BS 5466 Methods for corrosion testing of metallic coatings
Part 1 : 1977 Neutral salt spray test (NSS test)
(Identical)
ISO 7419-1984 BS 5601 Code of practice for ventilation and heating of caravans

Part 1: 1978 Ventilation
(Technically equivalent)

It is anticipated that, when 1SO 7418 is published, it will be implemented as BS 6760.

Additional information. Wherever the words ‘leisure accommodation vehicle(s)’ appear, they should be read as having
after them the words ‘and transportable accommodation units’.

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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BS 6762 : Part 3 : 1989

0 Introduction

This International Standard is one of a series that is being
published for leisure accommodation vehicles as habitations.
1 Scope and field of application

This International Standard lays down requirements for in-
stalling oil-fired heating systems in leisure accommodation
vehicles, with reference to safety. It applies to installations
using oil fuels as defined in 1SO 7418.

2 References

ISO 3768, Metallic coatings — Neutral salt spray test (NSS
test).

1SO 7418, Leisure accommodation vehicles — Vocabulary.
ISO 7419, Leisure accommodation vehicles — Ventilation
requirements.

3 Definitions

For the purposes of this International Standard, the definitions
given in ISO 7418 shall apply.

4 Oil tanks

4.1 Locations

The tanks, if separate from the heating appliances, shall be
located so as to permit filling and draining from outside, and
shall be placed in a fuel storage compartment or fuel storage
housing. This compartment or housing shall be ventilated to
the outside of the leisure accommodation vehicle and an open-
ing shall be provided at the bottom to permit the drainage of
any liquid to the outside of the leisure accommodation vehicle.

4.2 Stopcock

A stopcock shall be provided at the outlet of each tank. It shall
be readily accessible.

1) At present at the stage of draft.
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4.3 Capacity

The capacity of the tank to the installation shall not exceed 50 L
for caravans and motor caravans, nor 200 L for leisure homes.

4.4 Provision for motor caravans

Where the type of fuel is suitable for both vehicle propulsion
and the heating installation, it shall be permissible for a motor
caravan to draw the oil supply for the heating installation from
the vehicle fuel tank.

5 Installation of the system and heating
appliances

5.1 General

The installation shall be carried out in accordance with the in-
structions of the manufacturers of the equipment and ap-
pliances, taking account of the ventilation requirements laid
down in 1SO 7419.

5.2 Products of combustion

All heating appliances shall be installed in such a way that the
products of combustion shall be ducted to the outside of the
leisure accommodation vehicle. They shall be sealed so that
fumes resulting from combustion shall not escape into the in-
terior of the leisure accommodation vehicle.

5.3 Air intake

An air intake shall be installed so that the combustion air supply
comes from outside the leisure accommodation vehicle. Except
for room-sealed appliances, a fresh air inlet or inlets shall be
provided having a total effective free area of 1 000 mm2/kW of
nominal output of the appliance. This shall be in addition to the
total effective free area of ventilation required by ISO 7419.

5.4 Accessibility

Every appliance shall be accessible for inspection, service,
repair or replacement.
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