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Connexions électriques pour matériels agricoles
Partie 1. Prises bipolaires — Spécifications

Elektrische AnschliiRe an Landmaschinen
Teil 1. Zweipolsteckverbinder

National foreword

This British Standard has been prepared under the direction
of the Agricultural Machinery and Implements Standards
Committee, and is identical with 1SO 4165-1979 ‘Road
vehicles — Electrical connections — Double pole connector’
published by the International Organization for Standardi-
zation (1SO).

Prior to publication of this Part of BS 6777 the Automobile
Standards Committee did not consider it necessary to
publish a standard containing the requirements specified in
this Part. However, a need has arisen in the agricultural field
for a specification covering double-pole connectors for
agricultural machinery. Consequently this standard is
published in the general series of British Standards by
agreement with the Automobile Steering Committee.

British Standards Institution

Terminology and conventions. The text of the international
standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and
certain conventions are not identical with those used in
British Standards; attention is drawn especially to the
following.

The comma has been used as a decimal marker. In British
Standards it is current practice to use a full point on the
baseline as the decimal marker.

Wherever the words ‘International Standard’ appear,
referring to this standard, they should be read as ‘British
Standard’. )

* Compliance with a British Standard does not of itself

confer immunity from legal obligations.
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1 Scope and field of application

This International Standard specifies characteristics of the
double-pole connector for special warning lights and for hand
lamps.

2 Specifications

2.1 The plug and the socket shall have the dimensions shown
in figures 1 and 2 respectively. Details not specified are left to
the manufacturer’s choice.
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Figure 1 — Plug
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2.2 The resilient pin of the plug shall be capable of being
introduced into the hole with diameter 12 H11 mm of the soc-
ket with a moderate push, while ensuring a good electrical con-
tact.

2.3 The internal dimensions of the contact springs of the soc-
ket shall be such that the pin with diameter 5 h11 mm can be
introduced with a moderate push, while ensuring a good elec-
trical contact.

2.4 If there is no undercut below the length of 11 mm min.,
this dimension shall be 12,5 mm min.

Dimensions in millimetres
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Figure 2 — Socket
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