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National foreword

BS 6782 has been prepared under the direction of the Pigments, Paints and 
Varnishes Standards Committee in order to provide methods for testing binders 
used in the paint and varnish industries. This Part of BS 6782 is identical with 
ISO 4625:1980 “Binders for paints and varnishes — Determination of softening 
point — Ring-and-ball method” published by the International Organization for 
Standardization (ISO).

BS 6782 is published in a number of Parts, bringing together several 
International Standards that have been prepared by ISO Technical Committee 
TC 35, Paints and varnishes.

Other Parts of BS 6782 are as follows.

— Part 1: Method for determination of volatile and non-volatile content;

— Part 2: Method for determination of saponification value 
(titrimetric method);

— Part 3: Method for determination of acid value (titrimetric method);

— Part 4: Method for determination of hydroxyl value (titrimetric method);

— Part 5: Method for estimation of colour of clear liquids by the Gardner colour 
scale.

It has been assumed in the drafting of this standard that it will be used and
applied by those who are appropriately qualified and experienced. The procedures 
described in this standard are intended to be carried out by suitably trained
and/or supervised personnel. The substances and procedures described may be 
injurious to health if inadequate precautions are taken. The standard only refers 
to its technical suitability and does not absolve the user from statutory 
regulations relating to health and safety.

Terminology and conventions. The text of the International Standard has 
been approved as suitable for publication as a British Standard without 
deviation. Some terminology and certain conventions are not identical with those 
used in British Standards; attention is drawn especially to the following.

The comma has been used as a decimal marker. In British Standards it is current 
practice to use a full point on the baseline as the decimal marker.

Wherever the words “International Standard” appear, referring to this standard, 
they should be read as “Part of BS 6782”.

This standard describes a method of test only and should not be referred 
to as a specification defining limits of purity. Reference to the standard 
should indicate that the method of test used is in accordance with 
BS 6782-6.

A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages i and ii,
pages 1 to 6, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.
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