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Foreword

This British Standard has been prepared under the direction
of the Rubber Standards Committee.

It is based on performance tests and in order to take
account of technological developments, no requirements
are included for specific materials, detailed construction or
manufacturing methods. Suggested outside diameters are
included in appendix A but they do not form part of the
requirements of this standard.

Attention is drawn to the provisions of the Health and
Safety at Work, etc. Act 1974, and the need to ensure that
appropriate precautions are taken to ensure the safety of
personnel carrying out the methods of test specified in this
standard.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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AMD 5779

Amendment No. 1
published and effective from 29 January 1988
to BS 6784 : 1986

Specification for rubber hoses and
hose assemblies for automobile
power steering systems

Revised text

AMD 5779 Foreword
January 1988 In line 3 delete ‘and’ and in line 4 insert ‘and so’ after ‘developments,’.
AMD 5779 Contents

January 1988 In the entry for clause 9, insert ‘type 3 and’ after ‘for’.

AMD 5779 Clause 6.8 Contamination
January 1988 In line 3 delete ‘0.5 mg/cm?’ and substitute ‘100 mg/m?".

AMD 5779 Clause 9. Cold start test (type approval test for type 4 hose assemblies only)

J 1988 . . . ,
anuary 198 In line 1 of the title insert ‘type 3 and’ after ‘for’.
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