BSI BS*L803 PART*L &7 MM 1b24bkd 004159 5

E%H BS 6803 : Part 1: 1987
® |

© British Standards Institution. No part of this publication may be photocopied or otherwise reproduced without the prior permission in writing of BSI

British Standard
e Vehicle security alarm systems

Part 1. Specification for systems installed as original
vehicle equipment

.\_/

- o Documents
British Standards Institution

Full document details: BS 6803-1:1987



http://www.avadocuments.com/doc/bs-6803-1-1987
http://www.avadocuments.com/doc/bs-6803-1-1987

BS 6803 : Part 1: 1987

Foreword o

This Part of BS 6803 has been prepared under the direction
of the Furniture and Household Equipment Standards
Committee in response to requests from the Home Office,
the Police, insurers, consumers and vehicle manufacturers.

BS 6803 is published in two parts as follows.

Part 1. Specification for systems installed as original
vehicle equipment
Part 2. Code of practice for systems installed after
vehicle marketing

It should be recognized that no alarm system is foolproof
nor will it guarantee the detection of persons who are
determined and experienced. The purpose of an alarm
system is to provide a degree of security relative to
particular identified risks.
This standard does not apply to the performance of -
individual components in isolation and claims that ‘
individual components comply with this standard would
not be accurate as descriptions under the Trades
Descriptions Act, 1968; however, any component forming
a part of, or an enhancement to, a system complying with
this standard and designated as such by the manufacturer
may be marked as suitable for inclusion in an identified
system complying with this specification.
The Control of Noise {(Code of practice on noise from
intruder alarms) Order 1981 gives guidance on methods for
reducing the incidence of nuisance caused by audible
alarms. Action may be taken under the Control of Poliution
Act 1974 or the Pollution Control and Local Government
(Northern Ireland) Order 1978 against anyone causing an
audible alarm to sound unnecessarily. The Road Vehicle
(Construction and Use) Begulations 1986, S1 1078, limit
the duration of sounding of a vehicle alarm to not more
than 5 min.

The use of radio as a communications medium is controlled

by the Department of Trade and Industry (Radio

Regulatory Division) who should be consulted before a ‘
security alarm system using radio frequency is installed.

Compliance with a British Standard does not of itself
confer immunity from legal obligations. In particular
attention is drawn to the Road Vehicle (Construction
and Use) Regulations 1986, S| 1078.
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