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Foreword

This Part of BS 6811 has been prepared under the direction
of the General Electrotechnical Standards Committee.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.

1 General introduction

BS 6811 is a multi-part standard dealing with insulated
wires used for the windings of electrical equipment.

In accordance with the practice of publishing British
Standards which conform as closely as possible with
international standards, it is aligned with the following
standards published by the International Electrotechnical
Commission (IEC):

IEC Publication 182: Basic dimensions of winding wires
|EC Publication 851: Methods of test for winding wires

|EC Publication 317: Specifications for particular types
of winding wires

PART*0D 47 MM 1k24kEL9 004LL?H 1 N

Although existing British Standards for wiring wires are
largely in technical agreement with the IEC standards, their
format is quite different in that they are largely self-
contained. This has led to considerable repetition
throughout the series, especially in regard to test methods.
The status of the existing British Standards is now under
review: for various reasons a number of these will be
retained as self-contained entities, until they are eventually
withdrawn or replaced by new Sections of BS 6811.

BS 6811 : Part 1 will be published in two separate Sections
and will specify the basic dimensions of winding wires:

Part 2, also published in separate Sections, consists of test
methods: Part 3 et seq. wil! specify particular types of wire,
giving requirements in terms of wire sizes selected from
Part 1 and tested in accordance with Part 2,

The publication of individual Sections and the overall
format chosen, will avoid the duplication of tests within
the standard and enable new publications and revisions of
existing publications to be prepared conveniently.

This Part lists the other Parts and Sections of BS 6811 and
also shows the corresponding |EC documents.

2 List of Parts (and separately published Sections)

BS 6811 Title Corresponding
Part/Section no. International Standard
1EC Publication no.
Part 1 Specification for basic dimensions
Section 1.1 : 1987 | Diameters of conductors for round winding wires =182-1: 1984
Section 1.2 : 1987 | Overall diameters of enamelled round winding wires = 182-2 : 1964
(including
182-2A : 1970)
Part 2 Methods of test 851
Section 2.1 : 1987 | General test conditions and schedule of tests =8b51-1:1985
Section 2.2 : 1987 | Determination of dimensions =8b61-2: 1985
Section 2.3 : 1987 | Mechanical properties =851-3: 1985
Section 2.4 : 1987 | Chemical properties =851-4 : 1985
Section 2.5 : 1987 | Electrical properties =8b1-5: 1985
Section 2.6 : 1987 | Thermal properties =851-6: 1985
Part 3 Specifications for particular types of round copper winding wires 317
Section 3.1 : 1987 | Polyurethane base enamel with solderable properties. Class 130 #+317-4 : 1970
and supplements
Section 3.2 : 1987 | Polyesterimide base enamel, Class 180 # Part 8
NOTE.
= indicates ‘identical’,
= indicates ‘technically equivalent'.
# indicates ‘related’.

Documents



http://www.avadocuments.com/doc/bs-6811-0-1987
http://www.avadocuments.com/doc/bs-6811-0-1987

