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BS 6811 : Section 2.2 : 1987

National foreword

This Section of BS 6811 has been prepared under the direction of the General Electrotechnical Engineering Standards
Committee. It is identical with IEC Publication 851-2 : 1985 ‘Methods of test for winding wires. Part 2 : Determination of
dimensions’, published by the International Electrotechnical Commission (IEC).

NOTE. This Section should be read in conjunction with BS 6811 : Part 0 ‘General introduction and list of Parts’ and Section 2.5, Test 5 of
which, together with national appendix A, is also relevant to the determination of conductor diameters, particularly for wires whose
diameters do not exceed 0.071 mm.

Terminology and conventions. The text of the international standard has been approved for publication as a British Standard
without deviation. Some terminology and certain conventions are not identical with those used in British Standards.

Wherever page numbers are quoted, they are IEC page numbers.
Cross-references
International standards Corresponding British Standards

BS 6811 Winding wires
Part 2. Methods of test

JIEC 851-1:1985 Section 2.1 : 1987 General test conditions and schedule of tests
(Identical)
IEC 851-5: 1985 Section 2.5 : 1987 Electrical properties

(Identical)

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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2 ¥ oY ) AMD 7503
T S = Amendment No. 1 Amendment No. 1 to
LAY W2 published and effective from 15 January 1993 IEC 851-2 : 1985

STANDARDS to BS 6811 : Section 2.2 : 1987

Winding wires
Part 2. Methods of test
Section 2.2 Determination of dimensions

NOTE. This amendment puts into effect the changes made
by the identical Amendment No. 1 published in 1992 to
IEC 851-2 : 1985.

Revised text

AMD 7503 National foreword
January 1993

In line 3, after the title of IEC 851-2, insert, ‘, as amended by Amendment No. 1
published in June 1992,

AMD 7503
January 1993

Modify existing 3.1.1 as follows:

3.1.1 Round and rectangular wires

The equipment used shall have an accuracy better than 2 um. If a micrometer is used, it
shall be ensured that the measuring force is within the range given in table 1. The dia-
meter range of the spindle and anvil is also given in table 1.

Table 1 - Spindle/anvil diameters and measuring forces

Nominal conductor Spindle and Measuring
Type of winding wire diameter anvil diameter force
mm mm N
Enamelled and tape-wrapped <0,100 2 -8 0,1 - 10
round wire
20,100 5 -8 i - 8

Enamelled anq tape-wrapped _ 5 _8 4 - 10
rectangular wire
Fibre-covered wire — 5§ -8 4 - 10
Paper-covered wire — 5§ -8 8 - 14
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