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National foreword
This British Standard has been prepared under the direction of the Road Engineering Standards Committee and is
identical with 1SO 7133-1985 ‘Earth-moving machinery — Tractor-scrapers — Terminology and commercial
specifications’ published by the International Organization for Standardization (1SO).
ISO 7133 was produced as a result of international discussion in which the UK took an active part.
Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is drawn especially to the following.
Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘British Standard’.
Cross-references '
International standard Corresponding British Standard
ISO 5010-1984 BS 6573 : 1985 Specification for steering capability of rubber tyred earth-moving machines
(ldentical}
1SO 6014-1979 BS 5982 : 1980 Method for determination of ground speed of earth-moving machinery
(Identical)
1SO 6165-1978 BS 5718 : 1979 Glossary of terms for basic types of earth-moving machinery
(ldentical)
1ISO 6484-1980 BS 6114 : 1981 Method for volumetric rating of elevating scrapers used for earth-moving
(Identical)
ISO 6485-1980 BS 6074 : 1981 Method for determination of the volumetric rating of tractor-scrapers for
earth-moving machinery
(Identical)
1SO 6746/1-1982 BS 6295 Dimensions and symbols for earth-moving machinery
Part 1 : 1982 Glossary of terms for base machine
(Identical)
1ISO 7457-1983 BS 6486 : 1984 Method for measurement of turning dimensions of wheeled earthmoving
machinery
(ldentical)

At present there are no corresponding British Standards for ISO 1585-1982 and 1SO 3450-1985 to which reference is
made in the text. The Technical Committee has reviewed the provisions of ISO 1585 and 1SO 3450 and has decided
that they are acceptable for use in conjunction with this standard. It is intended to implement ISO 3450 as a British
Standard.

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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AMD 8031

STANDARDS

Amendment No.

1

published and effective from 15 March 1994
to BS 6823 : 1987

Glossary of terminology and content of
commercial specifications for tractor-scrapers
used for earth-moving, and their equipment

NOTE. This amendment implements Amendment 1 to

ISO 7133 : 1985.

Revised text

National foreword

Delete the existing list of cross-references and the following paragraph and
substitute the following:

‘Cross-references
International standard
ISO 3450 : 1985

ISO 5010 : 1984

ISO 6014 : 1986

ISO 6165 : 1987

ISO 6484 : 1986

ISO 6485 : 1986

ISO 6746-1 : 1987

ISO 7457 : 1983

ISO 9249 : 1985

AMD 8031/March 1994

Corresponding British Standard

BS 6824 : 1987 Specification for performance and test of braking systems for
wheeled earth-moving machinery
(Identical)

BS 6912 Safety of earth-moving machinery

Part 10 : 1993 Specification for steering capability of rubber tyred earth-moving
machines

(Identical)

BS 5982 : 1987 Method. for determination of ground speed of earth-moving
machinery

(Identical)

BS 6914 Terminology (including definitions of dimensions and symbols) for
earth-moving machinery

Part 1 : 1988 Glossary of terms for basic types of earth-moving machinery
(Identical)

BS 6114 : 1987 Method for measurement of volumetric ratings of elevating
scrapers used for earth-moving
(Identical)

BS 6074 : 1981 Method for determination of the volumetric rating of tractor-
scrapers for earth-moving machinery

(Identical)

BS 6914 Terminology (including definitions of dimensions and symbols) for
earth-moving machinery

Part 2 : 1988 Glossary of terms for base machine

(Identical)

BS 6486 : 1984 Method for measurement of turning dimensions for wheeled earth-
moving machinery

(Identical)

BS 6911 Testing earth-moving machinery

Part 4 : 1990 Method for the evaluation of engine power output

(Identical)’

9403-2
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ISO 7133:1985/Amd.1:1993 (E)

Earth-moving machinery - Tractor-scrapers - Terminology

and commercial specifications

AMENDMENT 1

Page 1, clause 3

ate the existing clause and add the following.
Normative references

he following standards contain provisions which,
wough reference in this text, constitute provisions of
iis International Standard. At the time of publication,
e editions indicated were valid. All standards are
Jibject to revision, and parties to agreements based on
lis International Standard are encouraged to
ivestigate the possibility of applying the most recent
ditions of the standards indicated below. Members of
‘C and ISO maintain registers of currently valid
iternational Standards.

O 3450:1985, Earth-moving machinery - Wheeled
rachines - Performance requirements and test
rocedures for braking systems.

ISO 5010:1984, Earth-moving machinery — Rubber-tyred
machines - Steering systems.

ISO 6014:1986, Earth-moving machinery - Determi-
nation of ground speed.

ISO 6165:1987, Earth-moving machinery — Basic types -
Vocabulary.

ISO 6484:1986, Earth-moving machinery - Elevating
scrapers — Volumetric ratings.

ISO 6485:1986, Earth-moving machinery - Tractor-
scraper volumetric rating.

ISO 6746-1:1987, Earth-moving machinery — Definitions
of dimensions and symbols - Part 1: Base machine.

ISO 7457:1983, Earth-moving machinery — Measurement
of turning dimensions of wheeled machines.

ISO 9249:1985, Earth-moving machinery — Engine test
code - Net power.

NOTE - The previous ISO 1585, Road vehicles - Engine test code
- Net power, has been replaced by ISO 9249.

Full document details: BS 6823:1987

Page 4, figure 12

NOTE 1) shall read:

"H1, H2, H3, H15, L8 and L11 are measured when the bowl is
at its highest position.”

Page 5, subclause 5.3.2

The loaded mass definition shall read:

“loaded mass: Sum of the operating mass and the
manufacturer's rated payload loaded as in ISO 6485."

Subclause 5.3.3

The axle distribution definition shall read:

*axle distribution: Percentage of machine mass or the
actual mass at each axle, empty and loaded.”

Page 9, subclause 7.1

Amend to read:

*ISO net power (engine): See ISO 9249."

Delete footnote 1).

Subclause 8.2

Amend the last line to read:

"Travel speeds (a graph of rim pull versus speed for
forward speed should be shown).”

Page 11, Symbols H15, L8 and L11

In each of the three definitions, replace "and [when] the
cutting edge [is] on the GRP" with "when the bowl is at its
highest position".
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ISO text
Insert the attached as appropriate.

AMD 8031/March 1994
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