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This Part of BS 6825 has been prepared under the direction of the Road Engineering Standards Committee and is
identical with ISO 6015/1-1986 ‘Earth-moving machinery — Hydraulic excavators - Part 1 : Methods of measuring
tool forces’, published by the International Organization for Standardization{ISO).

ISO 6015/1 was produced as a result of international discussion in which the UK took an active part.

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in
British Standards; attention is drawn especially to the following.

Wherever the words ‘part of ISO 6015' appear, referring to this standard, they should be read as ‘Part of BS 6825".

Cross-references
International standard Corresponding British Standard
ISO 6016-1982 BS 6300: 1982 Methods of measuring the masses of whole machines, their equipment and
components of earth-moving machinery :
{Identical)
ISO 6165-1978 BS 5718: 1979 Glossary of terms for basic types of earth-moving machinery
{Identical)
ISO 6746/1-1982 BS 6295 Dimensions and symbols for earth-moving machinery ‘

Part 1: 1982 Glossary of terms for base machine
{Identical)

1SO 7451-1983 BS 6421 : 1983 Method for volumetric rating of hoe type buckets of hydraulic excavators
used for earth-moving
(Identical)

1SO 7546-1983 BS 6422 : 1983 Method for volumetric rating of loader and front loading excavator buckets
used for earth-moving
(Identical)

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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Hydraulic excavators for earth-moving

Part 1. Methods for measurement of tool forces

1 ~Sc:opt=;-

This part of ISO 6015 specifies methods for determining the
tool forces of hydraulic excavators, together with their limiting
conditions.

2 Field of application

This part of ISO 6015 applies to all types of hydraulic ex-
cavators, crawler or wheel mounted, and with or without
outriggers, as defined in 1SO 6165.

3 References

I1SO 6016, Earth-moving machinery — Methods of measuring
the masses of whole machines, their equipment and com-
ponents,

ISO 6165, Earth-moving machinery — Basic types —
Vocabulary.

ISO 6746/1, EFarth-moving machinery — Definitions of dimen-
sions and symbols — Part 1: Base machine.

I1SO 7451, Earth-moving machinery — Hydraulic excavators —
Hoe type buckets — Volumetric ratings.

ISO 7546, Earth-moving machinery — Loader and front loading
excavator buckets — Volumetric ratings.

4 Definitions

For the purposes of this part of ISO 6015, the following defini-
tions apply.

4.1 tool forces: On an excavator fitted with a hoe or shovel,
tool forces are the actual forces generated at the bucket lip
when operating the bucket or arm cylinder independently.

For buckets with a curved or pointed cutting edge the forces
shall be measured at the centre of the bucket width.

The direction of the tool forces to be measured shall be tangen-
tial to the arc described by the bucket lip.

4.2 grab and clamsheli closing force: Maximum force
available between the clamshells at the cutting edge or the tips
of the teeth when closing.

4.3 mass: Operating mass of the machine, as defined in
IS0 6016.

4.4 Hydraulic pressure

4.4.1 system hydraulic pressure: Nominal pressure
measured near the outlet of the pump (the system relief valve
pressure}.

4.4.2 circuit relief pressure: Maximum pressure at each
circuit (e.g. the lift or bucket cylinder) which is secured by a
circuit relief valve.

4.5 Limiting conditions (see also 8.1)

4.5.1 hydraulic limiting condition: Moment when the tool
forces or lift capacity are limited by any relief valve pressure
setting.

452 engine stall limiting condition: Moment when the
tool forces are limited by the engine stalling.

4.5.3 tipping limiting condition: Moment when the tool
forces are limited by the onset of tipping of the machine.

4.5.4 slipping limiting condition: Moment when the tool
forces are limited by the machine slipping on the test surface.

5 Apparatus

The apparatus shall comprise the following.

5.1 Load cell or force transducer appropriate to the
magnitude of the tool force to be measured and with an
accuracy of + 2 % inclusive of the readout device.

5.2 Hydraulic oil pressure gauge, with an accuracy of
2 %.

5.3 Wire ropes and shackles, pulley, safety chains and
adjustable supporting frames.

5.4 Apparatus for measuring linear dimensions to an
accuracy of + 2 %.
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6 Test site

The test site shall consist of a substantially level, hard surface,
preferably concrete, with anchor points and sufficient space to
use load cells {5.1). Where measurements are to be made
below the normal ground level, a pit shall be provided of suffi-
cient depth to accept the tool and with enough room to accom-
modate the load cell, its anchorage and any auxiliary
equipment,

NOTE — In the preferred method the force to be measured is applied
direct to the load cell (5.1). If the force is applied via a pulley, its friction
should be taken into account in order to maintain the overall accuracy
of £ 2 %. As the mass of the rope itself may affect the accuracy, itis
recommended that the rope should be as short as possible.

7 Preparation for test

The excavator shali be clean, and generally equipped as
indicated in 1SO 6016,

The machine shali be fitted with the bucket or other attachment
and appropriate counterweight, and shall have the tyre
pressure, and tyre ballast or track tension as specified by the
manufacturer.

The working equipment for each test, using the various bucket
pin, bucket link pin or arm pin positions, shall be as specified by
the manufacturer (see figure 1).

Prior to testing, the engine and hydraulic system shall attain the
normal working temperature, and the hydraulic system
pressure(s) shall then be checked for compliance with the
manufacturer's recommended hydraulic pressure setting(s).

The machine shall be positioned on the test site (clause 6) and
the appropriate bucket or attachment. shall be suitably con-
nected to a load cell (6.1) as illustrated in figures 1 to 5, the
linkage position being dependent on which tool force is to be
determined.

8 Methods of measuring tool forces

8.1 General

The test shall be conducted with the machine running in ac-
cordance with the manufacturer’s operating instructions and
observing all safety rules.

Safety chains (5.3) shall be fitted to prevent the machine from
actually overturning in any test where the tipping limiting con-
dition may occur,

With the engine running at the manufacturer’s maximum
recommended speed the required cylinder(s) shall be operated
independently and the force at the bucket lip or attachment
recorded.

A series of preliminary trials shall be conducted with the equip-
ment boom arm and bucket at different angles in relation to
each other {i.e. by varying the cylinder stroke) to obtain the
optimum position to give the maximum force.

The limiting conditions, as defined in 4.5, shall be noted for each
test (see 9.2). In the case of the hydraulic limiting condition the
report should note the system or circuit in which the relief pressure
was exceeded. If the tipping limiting condition is reached, the tool
force shall be measured after the onset of tipping.

Safety chains shall be loose so that the machine can attain the
tipping condition and yet be prevented from overturning.

If the slipping limiting condition is reached the machine shall be
anchored and the reported results should indicate that the
maximum force was obtained by anchoring the machine.

" When alternative pivot positions for the boom, dipper arm,

attachment and cylinders and/or a telescopically adjustable
boom are available, the relative pin positions of boom, dipper
arm and bucket fixing and telescopic boom position as tested
shall be recorded.

For excavators fitted with outriggers the tests shall be con-
ducted with the outriggers raised or lowered as specified by the
manufacturer.

Each test shall be conducted three times, and the maximum
tool force for each test shall be noted; the arithmetic mean of
these three values shall be recorded in the test results.

The tool forces shall be measured in accordance with the above
general requirements and the specific requirements given in
8.2, 8.3 and 8.4 and as illustrated in the related figures.

8.2 Excavator fitted as a hoe (see figures 1 and 2)

8.2.1 Maximum hoe tool force using the bucket
cylinder(s)

This is the maximum force at the bucket lip with the bucket
cylinder{s) positioned to provide the maximum curling moment
to the bucket around the bucket pivot. The bucket lip shall be
moved towards the base machine. The force shall be measured
tangential to the arc described by the bucket lip about the
bucket pivot (see figure 1). ’

8.2.2 Maximum hoe tool force using the arm
cylinder(s)

This is the maximum force at the bucket lip with the arm
cylinder positioned to provide the maximum moment to the
arm around the arm pivot. The bucket lip shall be moved
towards the base machine. The bucket shall be positioned as
defined in 8.2.1, except that no part of the bucket shall be out-
side the arc described by the bucket lip about the arm pivot.
The force shall be measured tangential to this arc (see figure 2).

8.3 Excavator fitted as a shovel (see figures 3 and 4)

8.3.1 Maximum shovel tool force using the bucket
cylinder(s)

This is the maximum force at the bucket lip with the bucket
cylinder positioned to provide the maximum curling moment to
the bucket around the bucket pivot. The bucket lip shall be
moved away from the base machine. The force shall be
measured tangential to the arc described by the bucket lip
about the bucket pivot (see figure 3).
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