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National foreword )
This Part of BS 6828 has been prepared under the direction of the Health Care Standards Committee. It is identical with ‘

ISO 7786-1984 'Dental rotary instruments — Laboratory abrasive instruments’, prepared by Technical Committee 106
‘Dentistry’ of the International Organization for Standardization (1SO). The titles of BS 6828 : Parts 1 to 9 are given in

BS 6828 : Part 1.

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in
British Standards; attention is drawn especially to the following.

The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the

baseline as the decimal marker.

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘Part of

BS 6828,

Cross-references
International standard Corresponding British Standard

BS 6828 Dental rotary instruments

ISO 1797-1985* Part 1: 1987 Specification for shanks
(Identical)

ISO 2157-1984 Part 2 ; 1987 Specification for nominal sizes and designations
{Identical)

1SO 2859-1974 BS 6001 Sampling procedures for inspection by attributes

Part 1: 1972 Specification for sampling plans indexed by acceptable quality level (AQL) for

lot-by-lot inspection
(Technically equivalent)

BS 6828 Dental rotary instruments

Part 5. Number coding system

ISO 6360/1-1985t Section 5.1 : 1987 Specification for general characteristics

(Identical)

ISO 6360/2-1986t Section 5.2 : 1987 Specification for shape and specific characteristics
(Identical)

ISO 8325-19856* Part 8: 1987 Methods of test
{Identical)

Compliance with a British Standard does not of itself confer immunity from legal obligations.

* Referred to in clause 2 as at the stage of draft, but now published.

t Referred to in the text as ISO 6360 and as at the stage of draft, but now published.
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British Standard
Dental rotary instruments

Part 7. Specification for laboratory abrasive instruments

0 Introduction

This International Standard is one of a series of standards
relating to dental rotary instruments.

The various dimensional and other requirements specified
herein are those considered important to ensure the inter-
changeability of laboratory abrasive instruments.

Attention is drawn to {SO 6360 which specifies a 15 digit

number for the identification of dental rotary.instruments of all
types. )

1 Scope and field of application

This International Standard specifies the dimensional and other
requirements for the five most commonly used grinding in-
struments used in the dental laboratory.

Other characteristics of dental abrasive instruments are not

covered by this International Standard. These will be dealt with
in a future International Standard.

2 References

1SO 1797, Dental rotary in.s;truments — Shanks. 1.

1) At present at the stage of draft. {Revision of ISO 1797-1976.)
2) At present at the stage of draft.

180 2157, Dental rotary instruments — Nominal sizes and
designation.

ISO 2859, Sampling procedures and tables for inspection by
attributes.

ISO 6360, Dental rotary instruments — Number coding system.,

1SO 8325, Dental rotary instruments — Test methods.2)

3 Symbols
d . diameter pf the working_part, head diameter.
/4 length of the working pa'rt, head length.

/5 overall length.

4 Material

The shaft shall be made of steel or other suitable material. The
selection of the type of steel and the treatment given to it shall
be left to the discretion of the manufacturer. The working part
shall be made of abrasive materials. The selection of the type,
the bonding and the treatment of the abrasive matetial shall be

. left tc the discretion-of the manufacturer.
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