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Committees responsible for this
British Standard

The preparation of this British Standard was entrusted by the Chemicals
Standards Policy Committee (CIC/-) to Technical Committee CIC/34, upon
which the following bodies were represented:

Chemical Industries Association

Consumer Policy Committee of BSI

Department of the Environment

Department of Trade and Industry (Laboratory of the Government Chemist)
Ministry of Defence

Royal Society of Chemistry

Soap and Detergent Industry Association

Society of Dyers and Colourists

This British Standard, having

been prepared under the

direction of the Chemicals

Standards Policy Committee,

was published under the

authority of the Board of BSI

and comes into effect on Amendments issued since publication
31 August 1989
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The following BSI references
relate to the work on this
standard:

Committee reference CIC/34
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National foreword

This Section of has been prepared under the direction of the Chemicals
Standards Policy Committee. It is identical with ISO 2268:1972 “Surface active
agents (non-ionic) — Determination of polyethylene glycols and non-ionic active
matter (adducts) — Weibull method” published by the International Organization
for Standardization (ISO).

Additional information. With reference to clause 4, water complying with
grade 3 of 1s suitable.

Textual error. In A.2, line 8, the expression “Figure 2” should be read as
“the Figure”.

This Section describes a method of test only and should not be used or
quoted as a specification defining limits of purity. Reference to this
Section should indicate that the method of test used is in accordance

with [BS 6829-4.2.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages i and 11,
pages 1 to 6, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover. Documents
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