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AMD 6409

published and effective from 30 August 1991

! Amendment No. 1
||
e to BS 6840 : Part 12 : 1987

STANDARDS

Sound system equipment
Part 12. Specification for application of connectors for
broadcast and similar use -

NOTE. This amendment is being published to effect the implementation of CENELEC HD 483.12 S1.

Revised text
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AMD 6409 Front cover
August 1991

Underneath the IEC title, insert the following:
‘(Implementation of CENELEC HD 483.12 S1)’.

AMD 6409 National foreword
August 1991

Delete the existing text and substitute the following,

‘This Part of BS 6840 has been prepared under the direction of the Electronic Equipment Standards Policy Committee
and is identical with IEC 268-12 : 1987 ‘Sound system equipment’ Part 12: ‘Application of connectors for broadcast
and similar use’, published by the International Electrotechnical Commission (IEC). This British Standard is also in
agreement with Harmonization Document HD 483.12 S1, publishéd by the European Committee for Electrotechnical
Standardization (CENELEC). This Part of BS 6840 supersedes BS 5428 : Part 5 : Section 5.3 which is withdrawn.

All Parts and Sections of BS 5428 except for Part 9 : 1981 have been published as, or superseded by, Parts of BS 6840
to achieve consistency of numbering between the corresponding Parts of the IEC Publication and the British Standard.

BS 6840 consists of the following Parts:

Part 1. Methods for specifying and measuring general characteristics used for equipment performance
(Supersedes part of BS 5428 : Part 1) -

Part 2. Glossary of general terms and calculation methods (Supersedes part of BS 5428 : Part 1)

Part 3. Methods for specifying and measuring the characteristics of sound system amplifiers (Supersedes
BS 5428 : Part 2)

Part4. Methods for specifying and measuring the characteristics of microphones (Previously BS 5428 : Part 3)

Part 5. Methods for specifying and measuring the characteristics of loudspeakers (Supersedes BS 5428 : Part 11 and
Part 11 : Supplement 1)

Part 6. Methods for specifying and measuring the characteristics of auxiliary passive elements (Previously
BS 5428 : Part 4)

*Part 7.  Methods for specifying and measuring the characteristics of headphones and headsets (New)

Part 8. Methods for specifying and measuring the characteristics of automatic gain control devices
(Previously BS 5428 : Part 7)

Part9. Methods for specifying and measuring the characteristics of artificial reverberation, time delay and frequency
shift equipment (Previously-BS 5428 : Part 8)

*Part 10. Methods for specifying and measuring the characteristics of peak programme level meters (Will supersede

BS 5428 : Part 9)

Part 11. Specification for application of connectors for the interconnection of sound system components
(Supersedes BS 5428 : Part 5 : Section 5.2)

Part 12, Specification for applications of connectors for broadcast and similar use (Supersedes BS 5428 : Part 5 :
Section 5.3)

Part 13. Guide for listening tests on loudspeakers (New)

Part 14, Guide for circular and elliptical loudspeakers; outer frame diameters and mounting dimensions

(Previously BS 5428 : Part 5 : Section 5.1) DOCU ments
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Part 15. Specification for matching values for the interconnection of sound system components
(Supersedes BS 5428 : Part 10)

Part 16. Guide to the ‘RASTT’ method for the objective rating of speech intelligibility in auditoria (New)

Part 17. Methods for specifying and measuring the characteristics of standard volume indicators (New)

Cross-references

International standard Corresponding British Standard
BS 6840 Sound system equipment

IEC 268-2 : 1987 Part 2 : 1988 Glossary of general terms and calculation methods
(Identical)

IEC 2684 : 1972 Part 4 : 1987 Methods for specifying and measuring the characteristics of microphones
(Identical)

IEC 268-11 : 1987 Part 11 : 1988 Specification for application of connectors for the interconnection of sound .
system components
(Identical)

IEC 268-15 : 1987 Part 15 : 1988 Specification for matching values for the interconnection of sound system
components
(Identical)

IEC 65 : 1985, to which reference is made in the text, has been harmonized by CENELEC under HD 195 and is
implemented by BS 415 : 1990 which is a related British Standard. The Technical Committee has reviewed the provisions
of IEC 130-8 and IEC 130-9, to which reference is made in the text, and has decided that they are acceptable for use in
conjunction with this standard. There are no British Standards corresponding to IEC 130-8 or IEC 1309,

Compliance with a British Standard does not of itself confer immunity from legal obligations.’
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