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National foreword

This British Standard has been prepared under the direction of the Textiles and Clothing Standards Committee. It is
identical with 1SO 7506 ‘Textile machinery and accessories — Numbering of harnesses for drawing-in on Jacquard
machines’, which was published in 1984 by the International Organization for Standardization (1SO).

Terminology and conventions. The text of the international standard has been approved as suitable for publication as
a British Standard without deviation. Some terminology and certain conventions are not identical with those used in
British Standards; attention is drawn especially to the following. ’

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘British Standard’.

Compliance with a British Standard does not of itself confer immunity from legal obligations.

Documents

Document Sharing Hub

Full document details"i BS 6876:1987


http://www.avadocuments.com/doc/bs-6876-1987
http://www.avadocuments.com/doc/bs-6876-1987

BSI BS*b47bL 47 MM 1b24LL9 0174582 9 MM

BS 6876 : 1987

British Standard Specification for

Numbering of machine parts for
drawing-in on Jacquard machines

1 Scope and field of application

This International Standard establishes a system for the
numbering of harnesses used for drawing-in on Jacquard
weaving machines. it covers continuous pattern cards, banded
pattern cards, Jacquard machines, comber boards and harness
cord guides for the manufacture of fabrics, the face sides of
which lie uppermost in the weaving machine.

This International Standard does not cover Jacquard equip-
ment for special patterns (for example, symmetrical harnesses)
where the standardized pattern holes, hooks and harness cords
do not control the first warp threads but rather those deter-
mined by the particular type of equipment used.

This International Standard may also not apply fully to some
types of Wilton carpet weaving, where certain full rows of
cords from the Jacquard do not go straight down to the same
appropriate rows in the comber board, and full rows of cords
across the Jacquard must be crossed back to the front of the
comber board. When reference is made to the drawing-in of
harnesses, this is always to complete rows of hooks for the
sake of greater clarity.

2 Basic positions

On the weaving machine, there are four different ways of orien-
tating the Jacquard machine according to the fall of the cards
which gives the following positions:

a) axial fall position {here the axis of the card cylinder is
parallel to the reed}:

— "in front” or "fall over the operator” position,
where the card is in front of the weaving machine;

— "at the back” or “behind” or "fall over the warp”
position, where the card is placed above the back of the
weaving machine;

b) lateral fall position (here the axis of the card cylinder is
perpendicular to the reed):

— "right” or "fall on the right” position, where the
card is placed above the right of the weaving machine;

— "left"” or "fall on the left” position, where the card is
placed above the left of the weaving machine.

The expression "interlaced’” harness is used when the cards are
in a lateral position, while in cases where the cards are in an ax-
ial position, the harness cord guide is described as being
"open”. If the equipment operates on the basis of this “open’’
harness, the following two systems for the positioning of the
cards are possible :

a) system 1: Card position in front-left-right;

b) system 2: Card position at the back-left-right.
In these systems, the following elements correspond to the first
warp line on the left of the design (based on one thread per
warp line) :

a) the first pattern hole on the Jacquard card;

b) the first hook with its needle;

¢} the first harness cord;

d) the first harness cord hole in the comber board;

e} the first warp thread in the repeat.
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3 System 1: Card position in front-left-right ‘

3.1 Numbering of Jacquard cards
Jacquard cards are numbered close to the right-hand edge. The number of the Jacquard card corresponds to the number of the weft

line on the design. If the punched card is positioned in front of the observer, such that the card number is visible on the right, the first
pattern hole is on the left at the back and the last pattern hole is on the right at the front.
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3.2 Numbering of harness cord holes

Looking down on the comber board from the point of view of the operator, the first harness cord hole is on the left at the back and the
last harness cord hole is on the right at the front.
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@ first harness cord hole
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