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Construction and testing of miners’ caplamps
in relation to the risk of explosion, for mines
susceptible to firedamp

[EN title: Electrical apparatus for potentially explosive atmospheres.
Caplamps for mines susceptible to firedamp]
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English version

Electrical apparatus for potentlally explosnve atmospheres
Caplamps for mines susceptible to firedamp

Matériel électrique pour atmosphéres g Elektrische Betriebsmittel fiir

explosibles , explosionsgefahrdete Bereiche

Lampes-chapeau pour les mines grisouteuses Kopfleuchten fiir Schlagwettergefahrdete
Grubenbaue .

This European Standard was ratified by CENELEC on 1 March 1984. CENELEC members
are bound to comply with the requirements of the CENELEC Internal Regulations which

stipulate the conditions for giving this European Standard the status of a national standard
without any alteration,

Up-to-date lists and bibliographical references concernmg such national standards may be

obtained on application to the CENELEC General Secretariat or to any CENELEC
member.

This European Standard exists in three official versions (Engllsh French, German). A

version in any other language made by translation under the responsibility of a CENELEC
. member into its own language and notified to the CENELEC General Secretariat has the
same status as the offlmal versions.

CENELEC members are the national electrotechnical committees of: Austria, Belglum
Denmark, Finland, France, Germany, Greece, Ireland, Italy, Luxemburg, Netherlands,
Norway, Portugal, Spain, Sweden, Switzerland and United Kingdom.

European Committee for Electrotechnical Standardization
Comité Européen de Normalisation Electrotechnique
Européisches Komitee fir Elektrotechnische Normung

General Secretariat: rue Bréderode 2, B-1000 Brussels
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International Electrotechnical Vocabulary Group 45: Lighting
Classification of degrees of protection provided by enclosures [incorporating Amendment No, 1
(1978)] (HD 365 S2"))

{EC 50{45) (1970)

IEC 529 (1976)
(1st edition)

ISO Standards referred to in European Standard EN 50 033:
ISO system of limits and fits — Part |: General, tolerances and deviations
Hexagon socket head cap screws — Product grade A ’

ISO/R 286-1962
ISO 4762-1977

European Standards referred to in European Standard EN 50 033:

Electrical apparatus for potentially explosive atmospheres. General requirements [including
Amendment No. 1 (July 1979), Amendment No. 2 (June 1982), Amendment No. 3
{December 1982) and Amendment No. 4 {December 1982}]

Electrical apparatus for potentially explosive atmospheres. Increased safety ‘e’

[including Amendment No. 1 (July 1979) and Amendment No. 2 (September 1983)]
Electrical apparatus for potentially explosive atmospheres. Intrinsic safety ‘i’

[including Amendment No. 1 (July 1979)]

EN 50014 (1977)
(1st edition)

EN 50019 (1977)
(1st edition)
EN 60 020 (1977}
(1st edition)

Object and field of application
General

Headpiece

Battery

Cable

External charging contacts
Type verifications and tests
Marking

1) This HD refers also to Amendment No. 1.
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