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Committees responsible for this
British Standard

The preparation of this British Standard was entrusted by Technical Committee
GEL/15, Insulating material, to Subcommittee GEL/15/3/5, Sleevings, upon which the
following bodies were represented:

Adhesive Tape Manufacturers’ Association
British Rubber Manufacturers’ Association Ltd.
Ministry of Defence

This British Standard, having
been prepared under the
direction of the Electrotechnical
Sector Board, was published
under the authority of the
Standards Board and comes into
effect on

15 October 1985 Amendments issued since publication
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National foreword

This Section of BS 6893 has been prepared by Subcommittee GEL/15/3/5. It implements
Harmonization Document HD 523.3.400 to 402 S1 : 1993 published by the European
Committee for Electrotechnical Standardization (CENELEC). It is identical with

IEC 684-3400 to 402 : 1991, Specification for flexible insulating sleeving Part 3:
Specification requirements for individual types of sleeving Sheets 400 to 402: Glass
textile sleeving with silicone elastomer coating, published by the International
Electrotechnical Commission (IEC).

Cross-references

International standard Corresponding British Standard
BS 6893 Flexible insulating sleeving for electrical purposes

IEC 684-1 : 1990 Part 1 : 1987 Specification for general requirements
IEC 684-2 : 1984 Part 2 : 1987 Methods of test

HD 457 S1 : 1985 BS 7645 : 1993 Code for designation of colours

(IEC 757 : 1983)

Compliance with a British Standard does not of itself confer immunity from
legal obligations.
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HARMONIZATION DOCUMENT HD 523.3 400 to 402 Sl
DOCUMENT D'HARMONISATION
HARMONISIERUNGSDOKUMENT April 1963

UDC 621.315.6 : 621.643.3

Descriptors: Electrical insulating materials, protection sleevings, glass textile, elastomer silicone, specifications

English version

Specification for flexible insulating sleeving
Part 3: Specification requirements for individual types of sleeving
Sheets 400 to 402: Glass textile sleeving with silicone elastomer
coating

(IEC 684-3400 to 402 : 1991)

Spécification pour gaines isolantes souples Bestimmung fiir flexible Isolierschlduche
Troisiéme partie: Spécifications particulieres aux Teil 3: Anforderungen fiir einzelne Schlauchtypen
types particuliers de gaines Blitter 400 bis 402: Glasfilament-Textilschlduche
Feuilles 400 a 402: Gaines en fibre de verre mit Siliconelastomerbeschichtung

tissées avec revétement en élastomere silicone (IEC 684-3-400 bis 402 : 1991)

(CEI 684-3-400 a 402 : 1991)

This Harmonization Document was approved by CENELEC on 1993-03-09.
CENELEC members are bound to comply with the CEN/CENELEC Internal
Regulations which stipulate the conditions for implementation of this
Harmonization Document on a national level.

Up-to-date lists and bibliographical references concerning national implementation
may be obtained on application to the Central Secretariat or to any CENELEC
member.

This Harmonization Document exists in three official versions (English, French,
German).

CENELEC members are the national electrotechnical committees of Austria,
Belgium, Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and
United Kingdom.

CENELEC

European Committee for Electrotechnical Standardization
Comité Européen de Normalisation Electrotechnique
Europiisches Komitee fiir Elektrotechnische Normung

Central Secretariat: rue de Stassart 35, B-1050 Brussels

© 1993 Copyright reserved to CENELEC members
Ref. No. HD 523.3.400 to 402 S1 : 1993 E
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