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This British Standard, having been approved by the Asbestos and Asbestos—Cement
Building Products Industry Standards Committee, was published under the authority of
the Executive Board on 15 October 1973.

©® British Standards Institution, 1973.

BS 690 first published July 1936
BS 690 Part 3 first published October 1973

ISBN: O 580 07918 X

Copyright

Users of British Standards are reminded that copyright subsists in all BSI publicationms.
No part of this publication may be reproduced in any form without the prior permission
in writing of BSI. This does not preclude the free use, in the course of implementing
the standard, of necessary details such as symbols and size, type or grade designations.
Enquiries should be addressed to the BSI Secretariat.

Contract requirements

Attention is drawn to the fact that this British Standard does not purport to
jinclude all the necessary provisions of a contract.

Revision of British Standards

In order to keep abreast of progress in the industries concerned, British Standards
are subject to periodical review, Suggestions for improvements will be recorded
and in due course brought to the notice of the committees charged with the revision
of the standards to which they refer.

British Standards are revised, when necessary, by the issue either of amendment

- glips or of revised editions. It is important that users of British Standards
should ascertain that they are in possession of the latest amendments or editioms.
Full information on all BSI publications, numbering over 6000, will be found in the
British Standards Yearbook. This information is supplemented by details published
each month in BSI News of new publications, revisions and amendments.

BST News is available to Subscribing Members of the Institution. All other
publications may be purchased direct from Sales Department. Enquiries concerning
subscribing membership, which has considerable advantages, will be welcomed, and
should be made to Subscriptions Department. Both departments are located at:

Linford Wood, Milton Keynes MKI14 6LE
(Telephone Milton Keynes (090 8)320066;Telex 825777).

The following BSI references relate to the work on this standard:
Committee reference ASB/1 Draft for comment 72/11228 DC

CO-OPERATING ORGANIZATIONS

The Asbestos and Asbestos-Cement Building Products Industry Standards Committee, under
whose supervision this British Standard was prepared, consists of representatives from
the following Government departments and scientific and industrial organizations:

*Asbestos Cement Manufacturers' Association Institution of Civil Engineers
Concrete Society Institution of Municipal Engineers
Department of the Environment Institution of Structural Engineers
*Department of the Environment - Building National Federation of Builders' and
Research Establishment Plumbers' Merchants
Incorporated Association of Architects National Federation of Building Trades
and Surveyors Employers
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AMD 3830

! Amendment Slip No. 2
' published and effective from 30 October 1981
; to BS 690 : Part 3 : 1973

Specification for asbestos-cement slates
and sheets
Part 3. Corrugated sheets

Revised text

AMD 3830 Contents
tober 1981 .
October 198 Delete ‘General foreword’ and the associated page reference.

In the list of tables, delete ‘2. Minimum load bearing capacity’ and substitute
‘2. Bending strength’.

AMD 3830 General foreword

ber 1981 o
October 198 Delete the existing title and text.

AMD 3830 Foreword
October 1981 Delete the existing text of paragraph 3.

Delete the existing text of paragraph 4, including the associated footnote, and substitute
the following:

‘Users and designers are recommended to consult BS 5247 : Part 14 for recommendations
regarding the use of asbestos-cement corrugated sheets.’.

AMD 3830 Clause 2.2.2 Mechanical classification

b 1 - . .
October 198 Delete the existing text and substitute the following:

‘Sheets of each profile class shall have a minimum breaking load in accordance with

Table 2.°.

AMD 3830 Table 2. Minimum load bearing capacity

October 1981 Delete the existing title and substitute ‘TABLE 2. BENDING STRENGTH".
Delete the column heading ‘Classifying index N/m’ and substitute ‘Minimum breaking
load N/m’.

AMD 3830 Clause 2.4.1.1 Length

October 1981 Delete the existing text and substitute the following:

‘When measured as described in clause 4 of BS 4624 : 1981, the length of the sheet shall
not differ from the appropriate value given in Table 3 by more than the permissible
deviation specified in 2.4.1.3.".

AMD 3830 Clause 2.4.1.2 Thickness
October 1981 In line 1. after "of sheets, insert *, when measured as described in ‘]auseDocumentS
of BS4624 : 1981.". Document Sharing Hub
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AMD 3830 Clause 2.4.1.3 Tolerance on dimensions
October 1981 Delete the existing text and substitute the following:

*(1) On the length : Upper deviation + 5mm when measured as described
Lower deviation - 10 mm} in clause 4 of BS 4624 : 1981

(2) On the overall width : Upper deviation + 10 mm, when measured as described
Lower deviation - 3 mm} in clause 4 of BS 4624 : 1981

(3) On the cover width : Upper deviation + 8 mm} when measured as described
Lower deviation - 2mm/ in6.1 of BS4624 : 1981

(4) On the thickness : Upper deviation +FREE } when measured as described
Lower deviation - in clause 5 of BS 4624 : 1981

(5) On squareness ~ : Deviation 1 mm in every 100 mm of width within the
length tolerance, when measured as described in 6.2 of

BS 4624 : 1981.".

AMD 3830 Clause 2.4.2 Mechanical characteristics
October 1981 Delete the existing text and substitute the following:

When tested as described in clause 9 of BS 4624 : 1981, sheets shall have a2 minimum
breaking load not less than the appropriate value given in Table 2.".

AMD 3830 Clause 2.4.3.1 impermeability
October 1981 Delete the existing title and substitute ‘Watertightness'.
In line 1, delete ‘Method 1.6 of BS 4624" and substitute ‘clause 8 of BS 4624 : 1981".

AMD 3830 Clause 2.4.3.2 Frost resistance
October 1981 Delete the existing title and substitute ‘Frost cracking’.
In line 1, delete ‘Method 1.7 of BS 4624’ and substitute ‘clause 10 of BS 4624 : 1981".

In line 3, delete ‘defreezing’ and substitute ‘thawing’.

AMD 3830 Clause A.2.4
October 1981 o . . \
crober Delete the existing text and substitute ‘Text deleted’.

AMD 3830 BS! publications referred to in this standard
Dctober 1581 Delete the existing title of BS 4624 and substitute the following:
‘Methods of test for asbestos-cement building products’.
At the end of the list of standards referred to insert the following new reference:

‘BS 5247  Code of practice for sheet roof and wall coverings
Part 14 Corrugated asbestos sheet’.
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