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Committees responsible for this
British Standard

The preparation of this British Standard was entrusted by Technical
Committee B/5613, Construction equipment and plant, and site safety, to
Subcommittee B/513/1, Earth-moving machinery, upon which the following
bodies were represented:

British Coal Corporation

Construction Plant (Hire Association)

Federation of Civil Engineering Contractors

Federation of Manufacturers of Construction Equipment and Cranes
Health and Safety Executive

Institution of Civil Engineers

Silsoe Research Institute

This British Standard, having
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direction of the Technical
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published under the authority
of the Standards Board and Amd. No. Date Text affected
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National foreword

This Part of BS 6912 has been prepared under the direction of Technical
Committee B/513 Construction equipment and plant, and site safety and is
identical with ISO 5010 : 1992 Earth-moving machinery — Rubber-tyred
machines — Steering requirements published by the International Organization
for Standardization (ISO). It supersedes BS 6573 : 1985 which was identical with
ISO 5010 : 1984, and which is withdrawn. ISO 5010 was prepared by
Subcommittee 2, Safety requirements and human factors, of ISO Technical
Committee 127, Earth-moving machinery, with the active participation and
approval of the UK.

In this Part of BS 6912 the alternative steering test, the less stringent test, has
been deleted and the more stringent test retained because any steering system
meeting the stringent test method will also meet the other requirements.

Cross-references

International standard Corresponding British Standard

ISO 3450 : 1985 BS 6824 : 1987 Specification for performance and test of
braking systems for wheeled earth-moving machinery
(Identical)

ISO 6014 : 1986 BS 5982 : 1987 Method for determination of ground speed
of earth-moving machinery
(Identical)

ISO 6165 : 1987 BS 6914 Terminology (including definitions of
dimensions and symbols) for earth-moving machinery
Part 1 : 1988 Glossary of terms for basic types of
earth-moving machinery
(Identical)

ISO 7457 : 1983 BS 6486 : 1984 Method for measurement of turning
dimensions of wheeled earth moving machinery
(Identical)

Compliance with a British Standard does not of itself confer immunity from
legal obligations.
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