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National foreword

This Section of BS 6912-22 has been prepared by Subcommittee B/513/1. It is 
identical with ISO 10263-4:1994 Earth-moving machinery — Operator enclosure 
environment — Part 4: Operator enclosure ventilation, heating and/or 
air-conditioning test method, published by the International Organization for 
Standardization (ISO). 
ISO 10263-4 was prepared by Subcommittee SC 2, Safety requirements and 
human factors, of ISO Technical Committee ISO/TC 127, Earth-moving 
machinery, with the active participation and approval of the UK.
The Sections of BS 6912-22 comprise:

— Section 22.1: General and definitions;
— Section 22.2: Air filter test;
— Section 22.3: Operator enclosure pressurization test method;
— Section 22.4: Operator enclosure ventilation, heating and/or 
air-conditioning test method;
— Section 22.5: Windscreen defrosting system test method;
— Section 22.6: Determination of the effect of solar heating on the operator 
enclosure.

A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Cross-references

Publication referred to Corresponding British Standard

BS 6911 Testing earth-moving machinery
ISO 9249:1989 Part 4:1990 Method for the evaluation of engine power 

output 
(Identical)
BS 6912 Earth-moving machinery
Part 22 Operator enclosure environment

ISO 10263-2:1994 Section 22.2:1996 Air filter test 
(Identical)

ISO 10263-3:1994 Section 22.3:1996 Operator enclosure pressurization test 
method 
(Identical)

ISO 10263-6:1994 Section 22.6:1996 Determination of the effect of solar 
heating on the operator enclosure 
(Identical)

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
pages 1 to 6, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.
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