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National foreword

This Part of BS 6913 has been prepared under the direction of Technical 
Committee B/513, “Construction equipment and plant, and site safety” and is 
identical with ISO 6405-1:1991 “Earth-moving machinery — Symbols for operator 
controls and other displays — Part 1: Common symbols” published by the 
International Organization for Standardization (ISO). It supersedes 
BS 6309:1982 which was identical with ISO 6405:1982, and which is withdrawn.
ISO 6405-1 was prepared by Subcommittee 3, Operation and maintenance, of 
ISO Technical Committee 127, “Earth-moving machinery”, with the active 
participation and approval of the UK. It replaces the first edition of ISO 6405 
published in 1982, of which it constitutes a technical revision.
ISO 6405 consists of the following Parts:

— Part 1: Common symbols;
— Part 2: Symbols for equipment and accessories.

The subcommittee has reviewed the provisions of ISO 3461-1:1988 and 
ISO 4196:1984, to which reference is made in the text, and has decided that they 
are acceptable for use in conjunction with this standard.
A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Cross-references

International standard Corresponding British Standard

ISO 6165:1987 BS 6914 Terminology (including definitions of 
dimensions and symbols) for earth-moving machinery. 
Part 1:1988 Glossary of terms for basic types of
earth-moving machinery
(Identical)

ISO 7000:1989 BS 7324:1990 Guide to graphic symbols for use on 
equipment
(Identical)

IEC 417:1973 BS 6217:1981 Guide to graphical symbols for use on 
electrical equipmenta

a Supplement IEC 417 J:1990 being incorporated.

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
pages 1 to 22, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.
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1 Scope
This part of ISO 6405 establishes the common 
symbols for use on operator controls and other 
displays on earth-moving machinery as defined in 
ISO 6165.
These symbols may be used on other types of 
self-propelled work machines designed to operate off 
public roads.

2 Normative references
The following standards contain provisions which, 
through reference in this text, constitute provisions 
of this part of ISO 6405. At the time of publication, 
the editions indicated were valid. All standards are 
subject to revision, and parties to agreements based 
on this part of ISO 6405 are encouraged to 
investigate the possibility of applying the most 
recent editions of the standards indicated below. 
Members of IEC and ISO maintain registers of 
currently valid International Standards.
ISO 3461-1:1988, General principles for the creation 
of graphical symbols — Part 1: Graphical symbols 
for use on equipment. 
ISO 4196:1984, Graphical symbols — Use of arrows. 
ISO 6165:1987, Earth-moving machinery — Basic 
types — Vocabulary. 
ISO 7000:1989, Graphical symbols for use on 
equipment — Index and synopsis. 
IEC 417:1973, Graphical symbols for use on 
equipment — Index, survey and compilation of the 
single sheets, and its supplements (IEC 417A:1974, 
IEC 417B:1975, IEC 417C:1977, IEC 417D:1978, 
IEC 417E:1980, IEC 417F:1982, IEC 417G:1985, 
IEC 417H:1987, IEC 417J:1990). 

3 Definition
For the purposes of all parts of this International 
Standard, the following definition applies.

3.1 
symbol

visually perceptible figure used to transmit 
information independently of language, produced by 
drawing, printing or other means

4 General
4.1 Symbols shall be as shown in succeeding clauses 
of this part of ISO 6405. However, selected symbols 
and selected combined symbols, which are shown in 
outline form in this part of ISO 6405, may be shaded 
in actual use for clarity of reproduction and 
improved visual perception by the operator, except 
as otherwise noted for individual symbols.

4.2 Limitations inherent in some reproduction and 
display technologies may require increased line 
thickness or other minor modifications of symbols. 
Such modifications are acceptable provided the 
symbol remains unchanged in its basic graphical 
elements and easily discernible by the operator.
4.3 Additionally, to improve the appearance and 
perceptibility of a graphical symbol or to coordinate 
with the design of the equipment to which it is 
applied, it may be necessary to change the line 
thickness or to round off the corners of the symbol. 
The graphical designer is normally free to make 
such changes provided that the essential perceptible 
characteristics of the symbol are maintained. 
See ISO 3461-1:1988, subclause 10.2.
4.4 For actual use, all symbols shall be reproduced 
large enough to be easily discernible by the 
operator. See ISO 3461-1 for guidelines on the 
proper sizing of symbols. Symbols shall be used in 
the orientations shown in this part of ISO 6405 
unless otherwise noted for individual symbols.
4.5 Most symbols are constructed using a
building-block approach in which various symbols 
and symbol elements are combined in a logical 
manner to produce a new symbol. For example, 
symbol 8.4 for engine lubricating oil filter is a 
composite of symbol 6.1 for engine, symbol 6.5 for 
oil, and symbol 6.13 for filter.
4.6 If a symbol shows a machine or parts of a 
machine in a side view, a machine moving from 
right to left in the symbol area shall be assumed. If 
a symbol shows a machine or parts of a machine in 
a top (overhead) view, a machine moving from 
bottom to top in the symbol area shall be assumed.
4.7 Symbols on controls and displays shall have 
good contrast to their background. A light symbol on 
a dark background is preferred for most controls. 
Displays may use either a light symbol on a dark 
background or a dark symbol on a light background, 
depending upon which alternative provides the best 
visual perception. When a symbol image is reversed 
(for example, black to white and vice versa), it shall 
be done for the entire symbol.
4.8 Symbols shall be located on or adjacent to the 
control or display that is being identified. Where 
more than one symbol is required for a control, the 
symbols shall be located in relation to the control 
such that movement of the controls towards the 
symbol shall effect the function depicted by that 
symbol.
4.9 Arrows used in symbols shall conform to the 
requirements of ISO 4196. ISO 3461-1 shall be 
consulted for the general principles of creating 
symbols.
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4.10 ISO/IEC registration numbers are shown for 
symbols in this International Standard. 
Registration numbers below 5000 refer to ISO 7000. 
Registration numbers above 5000 refer to IEC 417.
4.11 Letters and numerals may be used as symbols, 
but are not registered by ISO/TC 145 or published in 
ISO 7000. In clauses 9.8 to 9.17, letters and 
numerals have the meaning indicated when used in 
association with transmission gear controls and 
displays on earth-moving machinery. The fonts 
shown in this International Standard are not 
intended to be restrictive: other fonts may be 
substituted but care shall be taken that legibility is 
maintained.
4.12 Symbols in this part of ISO 6405 are 
presented 32 % of original size. The grid marks “L” 
denote the corners of the 75 mm square of the 
graphic grid presented. The grid marks are not part 
of the symbol but are provided to ensure consistent 
presentation of all symbol graphics.
4.13 Microfiches of the symbols are available from 
the ISO/TC 145 Secretariat.

5 Colour
5.1 When used on illuminated displays, the 
following colours have the meanings indicated:

— red: failure or serious malfunction; requires 
immediate attention;
— yellow or amber: outside normal operating 
limits;
— green: normal operating condition.

5.2 In addition, certain colours are used for specific 
functions:

— blue: headlight main-/high-beam display;
— red: hazard warning display;
— green: turn signal display.

5.3 If colour is used on symbols for the heating
and/or cooling systems, the colour red shall be used 
to indicate hot, and the colour blue shall be used to 
indicate cold.
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6 Basic symbol shapes

Symbol 
number Symbol form/shape Symbol description/application

ISO/IEC 
registration 

number

6.1 Engine 1156

6.2 Transmission 1166

6.3 Hydraulic system 1409

6.4 Brake system 1399

6.5 Oil 1056

6.6 Coolant (water) 0536

6.7 Intake air 

[To be used as symbol element only in 
combination with other symbols (e.g., engine). 
Shall be outline in all applications.]

1604
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Symbol 
number Symbol form/shape Symbol description/application

ISO/IEC 
registration 

number

6.8 Exhaust gas 

[To be used as symbol element only in 
combination with other symbols (e.g., engine). 
Shall be shaded in all applications.]

1605

6.9 Pressure 

(To be used where the medium under pressure 
is not specified.)

1701

6.10 Pressure 

(For the creation of a combined symbol where 
the medium under pressure is specified, 
replace the dashed rectangle with a symbol for 
the medium.)

Application 
examples 
are not 
registered

6.11 Level indicator Application 
of 0159

6.12 Liquid level 

(For the creation of a combined symbol where 
the fluid being measured is specified, replace 
the dashed rectangle by a symbol for the fluid.)

Application 
examples 
are not 
registered

6.13 Filter 1369

6.14 Temperature 0034
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7 General symbols

Symbol 
number Symbol form/shape Symbol description/application

ISO/IEC 
registration 

number

6.15 Failure/malfunction 

(To be used as symbol element only in 
combination with other symbols.)

1603

6.16 Start switch/mechanism 1365

Symbol 
number Symbol form/shape Symbol description/application

ISO/IEC 
registration 

number

7.1 On/start 5007

7.2 Off/stop 5008

7.3 On and off 5010

7.4 Plus/increase/positive polarity 5005

Full document details: BS 6913-8:1992

http://www.avadocuments.com/doc/bs-6913-8-1992
http://www.avadocuments.com/doc/bs-6913-8-1992

