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National foreword

This Part of BS 6916 has been prepared under the direction of the Agricultural Machinery and Implements Standards
Committee. It is identical with ISO 6532-1982 ‘Machinery for forestry — Portable chain saws — Technical data’ prepared
by Technical Committee ISO/TC 23, Tractors and machinery for agriculture and forestry, of the International
Organization for Standardization (1SO).

Other Parts of BS 6916 are as follows:

Part 1 Glossary of terms
Part 3 Specification for dimensions of front hand guards
Part 4  Specification for strength of front hand guards
Part5 Methods of evaluating chain brake performance
Part 6 Method of measurement of airborne noise at the operator’s position
Part 7 Method of evaluating engine performance including fuel consumption
Part 8 Method of measurement of hand-transmitted vibration
Part 9  Specification for strength of handles
Part 10 Specification for longitudinal balance
*Part 11 Specification for general de5|gn performance safety and construction requirements for internal
combustion engined machines

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is drawn especially to the following.

Where the words ‘International Standard’ appear, referring to this standard, they should be read as ‘Part of BS 6916’.
Cross-references

International standard Corresponding British Standard

ISO 3448-1975 BS 4231 : 1982 Classification for viscosity grades of industrial liquid lubricants
(ldentical)

1SO 6531-1982 BS 6916 Chainsaws
Part 1 : 1988 Glossary of terms
(ldentical)

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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1 Scope and field of application 3.4 Chain
This International Standard lays down the technical data to be 3.4.1 Specified pitch mm
specified for portable, hand-held chain saws.
3.4.2 Specified gauge (thickness of drive links) mm
2 References 3.4.3 Number of drive links for specified length of
ISO 3448, Industrial liquid lubricants — ISO viscosity classifica- guide bar and specified sprocket
tion.
3.4.4 Chain speed at maximum engine power m/s
ISO 6531, Machinery for forestry — Portable chain saws —
Vocabulary. 3.5 Sprocket
) 3.6.1 Specified number of teeth
3 Technical data (see SO 6531)
3.6 External dimensions (see the figure)
3.1 Mass Unit
i 3.6.1 Length! mm
i 3.1.1 Saw without guide bar and chain, empty
tanks kg 362 Width mm
3.1.2 Saw with specified guide bar and chain, .
empty tanks kg 3.6.3 Height mm
3.1.3 Saw with specified guide bar and chain, full 3.7 Size of engine
tanks kg
3.7.1 Engine displacement cm3
3.2 Volume '
3.8 Maximum engine power?2
3.2.1 Fuel tank |
3.8.1 Maximum shaft brake power kW
3.2.2 Tank for chain lubricating oil |
- 3.9 Engine speed
3.3 Cutting length
3.9.1 At maximum engine power s—1
3.3.1 Specified usable cutting length of guide bar m
3.9.2 Recommended maximum speed s—1
3.3.2 Recommended maximum cutting length of
guide bar m 3.9.3 Recommended speed at idling s-1

1) If the front hand guard is behind the saw housing in its normal operating position, the length is measured to the foremost i
In the case of a fixed spiked bumper, the bumper is considered to be part of the saw housing. :Bawmws

2) Methods of measuring these characteristics will form the subjects of future International Standards. Document Sharing Hub
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