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Foreword

This Section of BS 6920 has been prepared under the
direction of the Environment and Pollution Standards
Committee.

This Section of BS 6920 supersedes appendix B, ‘Method
for the assessment of microbial growth using direct micro-
biological counting techniques’ and appendix C, ‘Method
using dissoived oxygen as a measure of microbial growth’
of DD 82.

Other Sections of Part 2 and BS 6920 : Part 1 supersede
appendices A, D and E, and clauses 0 to 5 of DD 82
respectively, but there is no replacement for clause 6 or
appendices F and G of DD 82 (see the foreword to Part 1
for further details). Accordingly, the entire DD 82 is now
withdrawn.

BS 6920 is being published in two parts, namely Part 1
‘Specification’ and Part 2 ‘Methods of test’. Part 2 is
further subdivided into a number of Sections as follows.

Section 2.1 Samples for testing

Section 2.2  Taste of water

Section 2.3  Appearance of water

Section 2.4  Growth of aquatic microorganisms

Section 2.5  The extraction of substances that may be
of concern to public heaith

Section 2.6  The extraction of metals

Appendix B and appendix C were originally presented in
DD 82 as alternative methods but they have now been
combined into a single method in BS 6920. Assessment of
microbial growth is still made using coliform bacteria and
Pseudomonas aeruginosa, as was formerly the case with
both appendices, whereas the overall growth of bacteria
and fungi is now assessed only by the measurement of
dissolved oxygen depletion and not by counts of fungi and
total colonies at 37 °C and 22 °C, as was the case with
appendix B of DD 82. In addition, a number of technical
refinements and editorial changes have been made.

In particular, more stringent requirements are given for
the inoculum water, test water and the test sample.
Research work is continuing on the subject of this British
Standard and the methods may be revised in the future.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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Method

0 Introduction

WARNING. The tests described in this Section of BS 6920
should only be carried out in laboratories with suitable
facilities and by suitably qualified persons with an appro-
priate level of microbiological expertise. Standard micro-
biological procedures should be followed throughout.

Non-metallic materials containing organic substances
(either as ingredients, contaminants or process by-products)
which are capable of being utilized by microorganisms can
give rise to a noticeable deterioration in the quality of the
water with which they are in contact. This deterioration
may manifest itself as a change in either the organoleptic,
physical or microbiological characteristics of the water.
Microbial growth may occur in the water itself or at the
material/water interface. The phenomenon is distinct

from that of microbial attachment which can occur on the
surface of any material type. If utilizable substances leach
out of the material into the water, then the growth will

be self-limiting and decline in proportion to the rate of
leaching. In practical situations, growths on such materials
have been found to persist for periods from 18 months to
3 years. Where the utilizable substance is bound within

or to the material, then growths have been found to persist
indefinitely.

Materials capable of supporting microbial growth are
unlikely to give rise to an observable deterioration in water
quality in every situation. This is due to the influence of
various environmental factors, particularly temperature
and the presence of residual chlorine. However, in plumb-
ing systems the water temperature is rarely low enough to
inhibit microbial growth and the low level of residual
chlorine present in public water supplies will not exert

any appreciable bacteriocidal or bacteriostatic action once
the water is within the customer’s pipework.

Potable water has been treated to ensure the absence of
pathogens that give rise to enteric disease but it is not
sterile. The numbers and types of harmless microorganisms
present in potable water vary considerably and the natural
flora comprises many strains that are adapted to living in a
relatively hostile environment. Such organisms differ in
their physiological capacity from strains of the same
organisms found in other environments or grown in the
laboratory. Tests using natural strains of aquatic organisms
have given responses that correlate well with the occur-
rence of problems in practice, whereas the responses of
laboratory cultures have not given reliable predictions of
the performance of a material in practice.

No single technique, based on growing microorganisms on
or in culture media, exists to enumerate all the aquatic
microorganisms present in a sample of water. Thus overall
numbers of microorganisms can only be assessed by an
indirect measurement of their activity. The method of
assessing microbial activity in the test system described in
this Section of BS 6920 is the measurement of dissolved
oxygen uptake. All the organisms which give rise to
appreciable microbial growth respire aerobically and exert
an influence on the levels of oxygen dissolved in the water
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in the test systems. Other similar indirect measurements
could be developed in the future.

In addition to measuring the overall microbial growth
potential of a material, it is necessary to identify those
materials which contain substances that are a source of
nutrient for the growth of certain strains of bacteria.

Pseudomonas aeruginosa is the type species of a group of
aquatic bacteria that possesses a high physiological capacity
for utilizing as nutrients low levels of organic substances.
The presence of this bacterium in water is considered
undesirable as it is an opportunist pathogen that may give
rise to infections of susceptible individuals such as the
elderly, the very young or the sick. It is widely recognized
as a reference test organism for biodeterioration tests,

and its presence in potable water may be directly related
to the presence of unsuitable materials.

Coliform organisms are internationally recognized indicators
of contamination of potable water. Many strains,
particularly Escherichia coli, the prime faecal indicator
organism, inhabit the gut of man and hence are universally
present in domestic sewage. However some strains occur
naturally in the environment and these can gain access to,
and multiply in, potable water if suitable substrates are
present. The safety of potable water supplies relies heavily
on the test for coliform organisms. 1t is essential that every
care is taken to avoid the growth of these organisms in
potable supplies.

Well established techniques exist for isolating and
enumerating individual species of bacteria or groups of
bacteria that occur in potable water. Two such techniques
are used in this test to determine the ability of a material
to support the growth of coliform organisms and
Pseudomonas aeruginosa.

A variety of factors may influence the capacity of living
organisms to respond in a predictable manner and thus
validation procedures are an essential part of any biological
assay. A validation procedure fulfils a similar role to a
calibration procedure in a physico-chemical test method.
The validation procedure in this method is designed to
identify the use of unsuitable test reagents or an error in
the undertaking of the assay or ‘chance’ occurrences.
(These may occur at random when large numbers of assays
using living organisms are performed over an extended time
period.) Validation is achieved through the use of reference
materials.

1 Scope

This Section of BS 6920 describes a biological assay
designed to assess the ability of a product to promote the
multiplication of aerobic aquatic microorganisms in water
intended for human consumption. The method is applicable
to all types of non-metallic product used in contact with
potable water. It is not applicable when potable water is
subjected to heating before consumption.

NOTE. The titles of the publications referred to in this Section of

BS 6920 are listed on the inside back cover.
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