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Foreword

This Part of BS 6942 has been prepared under the direction
of the Welding Standards Committee to provide a
specification for the design and construction of small kits
for oxy-fuel gas welding and allied processes that will
perform satisfactorily in service and will minimize the
hazards to persons or property from fires and explosion.
BS 6942 is issued in two parts.

Part 1 Specification for kits using one or more
non-refillable gas containers for oxygen and fuel gas

Part 2 Specification for kits using refillable gas containers

for oxygen and fuel gas.
This standard specifies the type of oxy-fuel gas welding kit
aimed primarily at non-industrial, i.e. ‘do-it-yourself’
applications, although it is recognized that such kits may be
used in industrial concerns. The safety requirements, in
particular, have been specified to give a greater protection
to the user than is generally needed in industry where the
training and skill of the operator may achieve an equivalent
standard of safety.
The initial draft for this standard was provided by the
British Compressed Gases Association in consultation with
the Health and Safety Executive. To both of these
organizations due acknowledgement is made.
This standard calls for the use of substances and/or
procedures that may be injurious to health if adequate
precautions are not taken. It refers only to technical
suitability and does not absolve the user from legal
obligations relating to health and safety at any stage.

Product certification. Users of this British Standard are
advised to consider the desirability of third party
certification of product conformity with this British
Standard based on testing and continuing surveillance,
which may be coupled with assessment of a supplier’s
quality systems against the appropriate Part of BS 5750.
Enquiries as to the availability of third party certification
schemes are forwarded by BS| to the Association of
Certification Bodies. If a third party certification scheme
does not already exist, users should consider approaching
an appropriate body from the list of Association members.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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