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Foreword

This British Standard was prepared under the direction of the Pigments, Paints 
and Varnishes Standards Policy Committee. It supersedes BS 6949:1988, which 
is withdrawn.
This edition introduces technical changes but it does not reflect a full review or 
revision of the standard, which will be undertaken in due course.
The main technical changes are:

a) introduction of separate immersion periods for type 1 and type 2 materials;
b) a change in the size of the panel used in the methods of test for protection 
against corrosion (see B.4).

NOTE Differences in the text between this edition and BS 6949:1988 are indicated by a line in 
the margin.

This British Standard contains requirements for bitumen-based coatings 
unsuitable for use in contact with potable water.
Attention is drawn to BS 3416:1991 which covers only bitumen-based coatings 
suitable for use in contact with potable water and for approval by the UK Water 
Fittings Byelaws Scheme administered by the Water Research Centre.
This British Standard also takes account of recent developments in this type of 
paint enabling the use of mineral fillers and alternative solvents.
Two types of bitumen-based coating are included, each type having three classes 
relating to the solvent system used for the coating.
For guidance on the use of these materials reference should be made to 
Appendix A, and to BS 5493 and BS 6150.
Product certification. Users of this British Standard are advised to consider the 
desirability of third party certification of product conformity with this British 
Standard based on testing and continuing surveillance, which may be coupled 
with assessment of a supplier’s quality systems against the appropriate Part of 
BS 5750.
Enquiries as to the availability of third party certification schemes will be 
forwarded by BSI to the Association of Certification Bodies. If a third party 
certification scheme does not already exist, users should consider approaching an 
appropriate body from the list of Association members.
A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
pages 1 to 6, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.
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