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Foreword

This British Standard has been prepared under the direction of the Power 
Electrical Engineering Standards Policy Committee. It is based on a draft 
prepared by the Electrical Installation Equipment Manufacturers’ Association 
(BEAMA Ltd.) and specifies the requirements for equipment couplers for use on 
outdoor equipment such as lawn-mowers and hedge cutters, as well as for general 
household equipment.
A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages 
This document comprises a front cover, an inside front cover, pages i to iv, 
pages 1 to 34, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on 
the inside front cover.
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1 Scope
This British Standard specifies requirements 
for 6/10 A two-pole, polarized couplers for 
household, commercial and light industrial 
equipment with particular reference to safety and 
interchangeability in normal use. This standard 
applies to couplers which are suitable for the 
connection of the supply voltage to Class II portable 
appliances and are intended for indoor and outdoor 
use operating at voltages not exceeding 250 V. They 
are capable of safe operation in conditions of 
splashing water as defined by IPX4 in BS 5490 and 
are intended for use with circular type insulated 
and sheathed flexible cords and cables complying 
with Tables 6, 9 and 16 of BS 6500:1984, having 
conductor cross-sectional areas 
of 0.5 mm2, 0.75 mm2 or 1.0 mm2. Couplers are 
suitable for use at an ambient temperature of – 5 °C 
to 40 °C, the average value over a 24 h period not 
exceeding 35 °C.
Requirements are specified for rewirable and
non-rewirable connectors and also for rewirable and 
non-rewirable inlets.
NOTE The titles of the publications referred to in this standard 
are listed on the inside back cover.

2 Definitions
For the purposes of this British Standard the 
following definitions apply.
NOTE The terms “voltage” and “current” imply r.m.s. values 
unless otherwise stated.

2.1 
accessory

connector or equipment inlet

2.2 
coupler

a means consisting of a connector and equipment 
inlet, enabling the connection and disconnection of 
the supply to Class II equipment

2.3 
connector
the part of a coupler which is integral with, or 
intended to be attached to, the flexible cord 
connected to the supply

2.4 
equipment inlet

a part of a coupler which is connected to or intended 
to be connected to equipment

2.5 
free equipment inlet

an equipment inlet intended to be attached by a 
flexible cord to equipment

2.6 
fixed equipment inlet

an equipment inlet integrated in, or intended to be 
fixed to, equipment

2.7 
non-rewirable accessory

an accessory so constructed that it forms a 
constructional unit with the flexible cord such that 
the flexible cord cannot be separated from the 
accessory without making it permanently useless, 
and the accessory cannot be opened by hand or by 
using a general purpose tool, e.g. a screwdriver
and/or pliers, without making the accessory 
permanently useless
NOTE An accessory is considered to be permanently useless 
when, for reassembly of the accessory, parts or materials other 
than the original need to be used.

2.8 
rewirable accessory

an accessory so constructed that a cable or flexible 
cord can be fitted or replaced using general purpose 
tools

2.9 
termination

the part of the accessory to which a conductor is 
permanently attached

2.10 
terminal

the part of the accessory to which a conductor is 
attached, providing a re-usable connection without 
special tools

2.11 
screw-type terminal

a terminal for the connection and subsequent 
disconnection of a conductor, the connection being 
made, directly or indirectly, by means of screws or 
nuts of any kind

2.12 
pillar terminal

a screw-type terminal in which the conductor is 
inserted into a hole or cavity where it is clamped 
under the shank of a screw
NOTE The clamping pressure may be applied directly by the 
shank of the screw or through an intermediate clamping plate to 
which pressure is applied by the shank of the screw.

2.13 
screw terminal

a screw-type terminal in which the conductor is 
clamped under a head of a screw
NOTE The clamping pressure may be applied directly by the 
head of the screw or through an intermediate part, such as a 
washer, clamping plate or antispread device.
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2.14 
stud terminal

a screw-type terminal in which the conductor is 
clamped under a nut
NOTE The clamping pressure may be applied directly by a 
suitably shaped nut or through an intermediate part, such as a 
washer, clamping plate or antispread device.

2.15 
mantle terminal

a screw-type terminal in which the conductor is 
clamped against the base of the slot in a threaded 
stud by means of a nut
NOTE The conductor is clamped against the base of the slot by 
a suitably shaped washer under the nut, by a central peg if the 
nut is a cap nut, or by equally effective means for transmitting 
the pressure from the nut to the conductor within the slot.

2.16 
accessible surface of an accessory

any surface of an accessory that can be touched by 
means of test Finger III of BS 3042, when the 
accessory is assembled as in normal use and in the 
following conditions:

a) for connectors: without the complementary 
accessory in engagement but with the cover in the 
open position;
b) for equipment inlets: with the complementary 
accessory in the most unfavourable degree of 
engagement but such that electrical contact is 
made between the terminations.

2.17 
type test

a test of one or more devices made to a certain 
design to show that the design meets certain 
specifications

2.18 
type test sample

a sample consisting of one or more similar devices 
submitted for the purpose of a type test

2.19 
cover

a part that covers the contacts of a connector when 
the mating part is not in place (see lower two views 
of Figure 1) and which is accessible when the 
accessory is in normal use, and is removable only 
with the use of a tool but does not require the use of 
a tool to open it

3 General requirements
Accessories shall be so designed and constructed 
that, in normal use, their performance is reliable 
and without danger to the user or surroundings.
Accessories shall be capable of meeting all the 
relevant requirements and tests specified herein.

NOTE Where tolerances are not specified in this standard the 
values are to be regarded as nominal.

4 General conditions for type testing
4.1 A manufacturer or responsible vendor, who 
claims compliance with this standard for any 
product, shall submit a representative sample of 
that product to the relevant tests of this standard in 
the order specified in 4.3.
NOTE The tests may be made by the manufacturer, or the 
responsible vendor, or may be made on his behalf by any 
competent testing laboratory or certification authority.

The results of such tests shall be recorded.
4.2 Unless otherwise specified in this standard the 
accessories shall be tested as delivered by the 
manufacturer or responsible vendor and under 
normal conditions of use, at an ambient 
temperature of 20 ± 5 °C.
The accessories used for the tests shall be 
substantially identical to normal production items 
in respect of all details which may affect the test 
results.
Non-rewirable accessories shall be supplied for test 
with a flexible cord which shall be at least 1 m long. 
The flexible cord used for rewirable accessories shall 
be polyvinyl-chloride (PVC) sheathed circular 
flexible cord complying with Table 16 of 
BS 6500:1984.
4.3 A total sample comprising 18 accessories, of any 
one type, shall be submitted to inspection and tests 
in the following order of clauses:

a) three accessories: clauses 3 to 16 
(visual inspection and manual examination);
b) three accessories: clauses 12 to 15 
(excluding 15.2.2) and clauses 17 to 23 
(general tests);
c) three accessories: clauses 16 and 24;
d) three accessories: 15.2.2;
e) three accessories: clause 25 (material test);
f) three accessories: clause 26.

NOTE 1 If any particular test is repeated, as part of the normal 
sequence, this requirement is specified in the appropriate clause.

NOTE 2 A test schedule of samples is given in appendix A.

4.4 If no accessory fails in the complete series of 
tests specified in 4.3 then accessories of that type 
shall be deemed to comply with this standard.
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If one accessory fails in any group in the complete 
series of tests specified in 4.3, then accessories of 
that type shall be deemed to have failed to comply 
with this standard, unless that accessory can be 
shown to be not representative of normal production 
or design, in which case a further set of accessories 
shall be submitted to the test or tests in that group. 
If there is no failure in this retest then accessories of 
that type shall be deemed to comply with this 
standard.
If more than one accessory fails in the complete 
series of tests specified in 4.3, the accessories of that 
type shall be deemed to have failed to comply with 
this standard.
4.5 Where reference to BS 6500:1984 is made, 
equivalent flexible cords to the latest version of 
BS 6500 may be used.

5 Ratings
5.1 Couplers shall have a rated voltage of 250 V a.c.
5.2 The rated current shall be as follows:

a) for rewirable couplers, 10 A;
b) for non-rewirable couplers, appropriate to the 
attached cable.

6 Classification
6.1 Connectors shall be classified as follows: 
rewirable or non-rewirable.
6.2 Equipment inlets shall be classified as follows:

a) rewirable or non-rewirable;
b) free or fixed.

7 Marking
7.1 Couplers, except for fixed equipment inlets and 
non-rewirable free equipment inlets supplied with 
equipment, shall be marked with the following 
information:

a) the name or trade mark of the manufacturer or 
responsible vendor;
b) the number and date of this British Standard, 
i.e. BS 6991:19901);
c) rated current;
d) rated voltage;
e) symbol for nature of supply;
f) symbol for splashproof construction;
g) type reference which may be a catalogue 
number, code number, etc.

Fixed equipment inlets shall be marked with the 
information given in 7.1 a) and 7.1 g) which need not 
be visible when installed for use outdoors.
NOTE The marking on connectors and free equipment inlets 
need not be visible when connected together.

Compliance shall be checked by inspection.
7.2 Connectors and free equipment inlets shall be 
marked on their exterior, in a prominent position 
which is visible during normal use, with lettering at 
least 3.0 mm high with the following information:

a) for connectors: “Connect to mains”;
b) for free equipment inlets: “Connect to 
equipment”.

Compliance shall be checked by inspection and 
measurement.
7.3 Accessories shall not be marked with the symbol 
for Class II equipment.
Compliance shall be checked by inspection.
7.4 If symbols are used they shall be as follows:

NOTE BS 6217 gives information on symbols.

For the marking of rated current and rated voltage, 
figures may be used alone. The figure for rated 
current shall be placed before or above that for the 
rated voltage and separated from the latter by a 
line. The marking for nature of supply shall be 
placed next to the marking for rated current and 
rated voltage, e.g. 10 A 250 V or

Compliance shall be checked by inspection.
7.5 In rewirable connectors and inlets, terminals 
shall be identified by the symbols for line and 
neutral.
Compliance shall be checked by inspection.
7.6 Marking shall be easily legible and shall not be 
placed on screws, washers or other easily removable 
parts.
Compliance for legibility shall be checked by 
inspection using normal or corrected vision without 
additional magnification.

1) Marking BS 6991:1990 on or in relation to a product represents a manufacturer’s declaration of conformity, i.e. a claim by or on 
behalf of the manufacturer that the product meets the requirements of the standard. The accuracy of the claim is therefore solely 
the responsibility of the person making the claim. Such a declaration is not to be confused with third party certification of 
conformity, which may also be desirable.

amperes A
volts V
alternating current
line L
neutral N
splashproof construction IPX4 (in accordance 

with BS EN 60529)
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7.7 Marking shall be durable.
Compliance shall be checked by the test described 
in 7.7.1. After this test the marking shall remain 
easily legible. Marking made by engraving, 
moulding or a similarly permanent process is 
deemed to comply with the requirement for 
durability without testing.
7.7.1 Test. Rub the marking by hand for 
approximately 15 s using a piece of cloth soaked in 
water and again for approximately 15 s with a piece 
of cloth soaked in petroleum spirit.
7.8 Cords of non-rewireable accessories shall not be 
coloured black, green, white or brown.

8 Instructions for use
8.1 Couplers intended for retail sale

The supplier shall include an instruction leaflet, on 
or inside the sales package, with each coupler or 
accessory, clearly describing the extent of its 
suitability for use outdoors. Information regarding 
weather resistance shall be clearly visible to the 
purchaser.
If the coupler or accessory is non-rewirable with 
flexible cord attached, each free end shall be marked 
for connection to the appliance or mains supply as 
appropriate, with guidance on the danger of 
incorrect connection or of connection to an appliance 
requiring the protection of an earth continuity 
conductor.
Except that where an equipment inlet fitted with a 
cord is supplied direct to a manufacturer for 
incorporation in other equipment, the free end of 
such an assembly shall have a label attached 
stating:

“The flexible cord of this accessory must be 
properly connected to a piece of equipment before 
the appliance is energized”.

If the coupler or accessory is rewirable, instructions 
shall be provided on the following:

a) stripping lengths for sheath and insulation;
b) identity of accessories to be connected to 
appliance or mains flexible cord, as appropriate;
c) connection of brown wire to terminal marked 
“L” and blue wire to terminal marked “N”;
e) suitable for use with circular type cable only;
f) a recommendation that the cord to be fitted to 
the accessory should not be coloured black, 
green, white or brown.

Compliance shall be checked by inspection.

9 Dimensions and compatibility
9.1 Couplers shall comply with the appropriate 
dimensions given in Figure 1 and Figure 2.
Compliance shall be checked by measurement and, 
where relevant, by the use of the gauge(s) shown in 
Figure 3 and Figure 4.
9.2 When the gauge shown in Figure 3 is used it 
shall be possible to insert the connector fully into 
the gauge with a force not exceeding 60 N.
Compliance shall be checked by insertion into the 
gauge. To verify correct and full insertion the gauge 
shall be provided with an aperture.
9.3 When the primary and supplementary gauges 
(Figure 4) are used it shall be possible to insert the 
primary gauge fully into the equipment inlet with a 
force not exceeding 60 N. The supplementary gauge 
shall be pushed over the bar.
Compliance shall be checked by operation of the 
gauges. Planes are provided with the primary gauge 
to check pin and shroud lengths and successful 
engagement of the supplementary gauge checks the 
equipment inlet outer recess.
9.4 Provision for retaining the connector in the 
equipment inlet shall comply with Figure 1 and 
Figure 2 and compliance shall be checked by the 
tests of clause 12.
9.5 It shall not be possible to make single-pole 
connections between connectors and equipment 
inlets.Compliance is checked by manual test.
NOTE Conformity to Figure 1 and Figure 2 ensures compliance 
with this requirement.

9.6 Deviations from the dimensions specified may be 
made, but only if they provide a technical advantage 
and do not adversely affect the purpose and safety of 
equipment couplers complying with the dimensions, 
especially with regard to interchangeability and 
non-interchangeability.
Appliance couplers with such deviations shall, 
however, comply with all other requirements of this 
standard.
NOTE 1 A “technical advantage” may be claimed if, 
for example, a connector has to be enlarged to accommodate 
components such as switches or thermostats, or if, for some 
reason it is necessary to prevent the use of a standard connector 
with the normal length or type of cord.
NOTE 2 Changes which adversely affect the contact making 
ability are not allowed.
NOTE 3 It shall not be possible to engage such a non-standard 
accessory with a standardized complementary accessory of the 
same rating if by so doing live parts are rendered any more 
accessible than is the case with a standardized appliance coupler, 
or if the combination of non-standardized accessory and standard 
complementary accessory fails to comply with the requirements 
of this standard other than in respect of the dimensions in
Figure 1and Figure 2.
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10 Creepage distances, clearances and 
distances through insulation
10.1 Creepage distances, clearances and distances 
through insulation of connectors and equipment 
inlets other than those integrated in or incorporated 
in an appliance or equipment, shall be not less than 
the values shown in Table 1.
NOTE  For indicator circuits having a resistance such that the 
fault current will never exceed 0.25 A under conditions of 
bridging any creepage distances or clearances in such circuits, 
the value specified may be reduced to 1.0 mm.
In addition, resistors in the indicator circuit shall operate at not 
greater than 75 % of the manufacturer’s declared and published 
rated dissipation.

Accessories shall have either a minimum distance 
of 2 mm through insulation between live parts and 
the accessible external surface, or the minimum 
distance shall be made up of 2 mm through air 
and 1 mm insulation, provided the parts are located 
such that there is no likelihood of distance through 
air being reduced by distortion or the movement of 
the parts.
Compliance shall be checked by measurement as 
follows.

Table 1 — Minimum creepage distances 
and clearances

For rewirable connectors make measurements on 
accessories fitted with conductors having a
cross-sectional area of 1.0 mm2 and also without 
conductors. For non-rewirable connectors make the 
measurements on accessories with flexible cord as 
delivered.
The contribution to creepage distance of any groove 
less than 1 mm wide is limited to its width. Any air 
gap less than 1 mm wide shall be ignored in 
computing the total clearance.

11 Accessibility of live parts
11.1 Couplers shall be so designed that live parts of 
equipment inlets are not accessible when the 
connector is in partial or complete engagement.
Connectors shall be so designed that live parts are 
not accessible when the connector is properly 
assembled and wired as in normal use, but with the 
cover open.
Compliance is checked by inspection and, if 
necessary by a test with Test Probe B of 
BS 3042:1992. This probe is applied in every 
possible position, an electrical indicator being used 
to show contact with the relevant parts. For 
connectors with shrouds, enclosures or bodies of 
elastomeric or thermoplastic material, the probe is 
applied for 30 s ± 5 s with a force of 20 N ± 3 N at all 
points where yielding of the insulating material 
could impair the safety of the connector. This test is 
made at an ambient temperature of 35 °C ± 2 °C.
11.2 It shall not be possible to make connection 
between a pin of an equipment inlet and a contact of 
a connector as long as any of the pins is accessible.
Compliance shall be checked by manual test and by 
the test described in 11.1.
The electrical indicator shall not show contact with 
relevant parts.
11.3 It shall not be possible to remove parts 
preventing access to live parts without the aid of a 
tool.
The means for fixing these parts shall be insulated 
from live parts.
Bushes, if any, in the entry holes for the pins shall 
be adequately fixed and it shall not be possible to 
remove them without dismantling the connector.
Compliance shall be checked by inspection and 
manual test.
11.4 External parts of connectors, with the 
exception of assembly screws and the like, shall be 
of insulating material. The shroud and base of 
equipment inlets shall be of insulating material.
Compliance is checked by inspection.
NOTE 1 The suitability of the insulating material is checked 
during the insulation tests of clause 18.
NOTE 2 Lacquer or enamel is not considered to be of insulating 
material for the purpose of 11.1 to 11.4.

12 Construction
12.1 External parts of connectors, with the 
exception of assembly screws etc., shall be of 
insulating material. The shroud and the base of 
equipment inlets shall be of insulating material. 
(See Figure 1 and Figure 2.)
Compliance shall be checked by inspection.

Parts under consideration Creepage distance 

and clearance

mm

Between live parts of different 
polarity

3

Between live parts and 
accessible metal parts

4

Between live parts and 
inaccessible external screws etc. 

3

Between live parts and 
accessible external surface

2

NOTE 1 The term “accessible metal parts” includes metal foil 
in contact with the external surface of the insulating material.
NOTE 2 “Inaccessible screws” are those which cannot be 
touched with the standard test finger.
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NOTE  Lacquer, varnish and enamel are not considered to be 
insulating materials for the purpose of this subclause.

12.2 A coupler shall incorporate means for ensuring 
the required degree of protection against moisture 
when the inlet and connectors are in complete 
engagement with the complementary accessory.
Compliance shall be checked by inspection and by 
the test described in 17.1.1.
12.3 A connector or free equipment inlet, when 
fitted with a flexible cord as in normal use and when 
not in engagement with the complementary 
accessory, shall be capable of complying with 
clause 11 and 17.1.
Connectors shall be provided with a lid or cover to 
achieve the required degree of protection against 
moisture when the complementary accessory is not 
in position. The lid or cover shall be self-closing and 
shall be securely fixed to the connector.
Compliance shall be checked by the tests of 
clauses 11, 20, 22, 26 and 17.1.
12.4 Fixed equipment inlets shall incorporate 
means of ensuring the required degree of protection 
against moisture, from the open interface to the 
terminals or terminations.
Non-rewirable free equipment inlets for 
incorporation in equipment shall be fitted with a 
cord of 500 mm or less (measured from the point of 
entry of the cable into the free equipment inlet to 
the point of entry of the cable into the equipment).
Compliance shall be checked by inspection and the 
test described in 17.1.1.
12.5 The lid or cover spring(s), if any, of a connector, 
when fitted with a flexible cord as in normal use, 
shall be sufficiently strong to rapidly close the lid 
when the complementary accessory is not engaged 
and to withstand opening and closing in normal 
operation to an angle of not less than 90° and not 
more than 100°. The lid or cover and associated 
spring(s), if any, shall withstand damage when 
opened to the fullest extent and shall be of
corrosion-resistant materials.
Compliance shall be checked by inspection and by 
the test described in 12.5.1. At the end of the test 
the lid shall close as required by this standard.
Compliance with the requirement for
corrosion-resistant materials shall be checked by 
the test described in 26.2.1.
12.5.1 Test. Open the cover to its fullest extent and 
allow it to close under the influence of the associated 
spring(s), in sequence, 4 000 times at a rate 
of 15 ± 2 times per minute.

12.6 A retaining catch shall be provided to prevent 
inadvertent disconnection of the accessories when 
engaged. The retaining catch shall operate 
correctly. It shall be possible to insert or withdraw 
the connector and operate the retaining catch with 
two hands without difficulty.
Compliance shall be checked by manual operation 
and by the test described in 12.6.1. During this test 
the connection between the accessories shall be 
maintained during the application of the principal 
weight and shall disconnect when the 
supplementary weight is applied.
12.6.1 Test. Determine the maximum and minimum 
forces necessary to separate the coupler by means of 
an apparatus as shown in Figure 5. This apparatus 
comprises a mounting plate (A) and an equipment 
coupler wired as in normal use (B), mounted so that 
the coupler hangs vertically with the equipment 
inlet downwards.
For rewirable equipment couplers using cord 
anchorages with clamping screws, tighten these 
screws with a torque as given in Table 2.
The maximum and minimum separation forces 
provided by the retaining device are measured by 
inserting the connector into the equipment inlet to 
the full depth. A carrier (C), with a principal weight 
(D), and a supplementary weight (E), is attached to 
the cable (F). The forces exerted by these 
components are given in Table 3. The principal 
weight is hung on without jolting the connector and 
the supplementary weight is allowed to fall from a 
height of 50 mm ± 2.5 mm onto the principal weight.
12.6.2 The maximum and minimum forces 
necessary to withdraw a connector from the 
equipment inlet are determined by means of the 
apparatus as shown in Figure 5.
The maximum and minimum withdrawal forces are 
measured with the retaining device being rendered 
inoperative.
The equipment inlet is of a type corresponding with 
the connector to be tested and has hardened steel 
pins, having a surface roughness not 
exceeding 0.8 µm. The length of the pins and the 
distance between the pin centres have the values 
specified in Figure 1 and Figure 2, the tolerance on 
the distance between the pin centres being ± 0.02 
mm, however.
For measuring the maximum withdrawal force, the 
pin dimensions have the maximum values specified 
in Figure 2, with a tolerance of − 0.01 mm and the 
inner dimensions of the shroud have the minimum 
values specified in Figure 2, with a tolerance 
of + 0.1 mm.
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Table 2 — Test torque levels

Table 3 — Forces exerted by components

For measuring the minimum withdrawal force, the 
pin dimensions have the minimum values specified 
in Figure 2, with a tolerance of + 0.01 mm, and the 
inner dimensions of the shroud have the maximum 
values specified in Figure 2, with a tolerance
of – 0.1 mm.
NOTE It is recommended that the test apparatus has two 
equipment inlets mounted on it, one having the dimensions 
prescribed for measuring the maximum withdrawal force and the 
other having the dimensions prescribed for measuring the 
minimum withdrawal force.

The connector is inserted to the full depth into and 
withdrawn from the appropriate equipment inlet 
ten times. It is then again inserted, a carrier C for a 
principal weight D and a supplementary weight E 
being attached to it by means of a suitable clamp. 
The supplementary weight is such that it exerts a 
force equal to one-tenth of the maximum 
withdrawal force specified in Table 3a.

The principal weight, together with the 
supplementary weight, the clamp, the carrier and 
the connector, exert a force equal to the maximum 
withdrawal force specified. The principal weight is 
hung on without jolting the connector and the 
supplementary weight is allowed to fall from a 
height of 50 mm ± 2.5 mm onto the principal weight.
The connector shall not remain in the appliance 
inlet.
Following this, the test is repeated using the other 
equipment inlet, the principal weight and the 
supplementary weight being replaced by another 
weight such that the total weight of the connector, 
the clamp, the carrier and the new weight exert a 
force equal to the minimum withdrawal force 
specified in Table 3a.

Table 3a — Withdrawal forces

The connector shall not come out.
12.7 The enclosure of rewirable accessories shall 
consist of more than one part and shall completely 
enclose the terminals and the end of the flexible 
cord.
NOTE Parts of the enclosure linked together by flexible means 
are considered to be separate parts.

The construction shall be such that from the point of 
separation of the cores the conductors can be 
properly connected and that when the accessory is 
assembled and wired as in normal use there is no 
risk of:

a) the cores being pressed against each other;
b) a core coming into contact with accessible 
metal parts;
c) a core coming into contact with other live parts.

Compliance shall be checked by inspection and by 
manual test.

Nominal outside diameter of 
screw thread

Torque

For screws 
described 

belowa

For other 
screws end 

nuts

mm N·m N·m

Up to and including 2.8 0.2 0.4

Over 2.8 up to and 
including 3.0 0.25 0.5

Over 3.0 up to and 
including 3.2 0.3 0.6

Over 3.2 up to and 
including 3.6 0.4 0.8

Over 3.6 up to and 
including 4.1 0.7 1.2

Over 4.1 up to and 
including 4.7 0.8 1.8

Over 4.7 up to and 
including 5.3 0.8 2.0

Over 5.3 2.5
a This column applies to screws without heads if the screw, 
when tightened, does not protrude from the hole, or if the use of 
a screwdriver with a blade wider than the diameter of the 
screw is effectively prevented.

Component Force

N

Carrier (C) and principal weight (D) 60 ± 1

Supplementary weight (E) 30 ± 1

Withdrawal force

Maximum Minimum

N N

50 10
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