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National foreword

This Part of BS 6992 has been prepared under the direction of the Packagingand Freight Containers Standards Committee.
It is identical with 1SO 3004/1-1986 ‘Light gauge metal containers — Capacities and related cross-sections — Part 1 :
Open-top cans for general food’, published by the International Organization for Standardization (ISO).

A national appendix has been included which lists the sizes given in the international standard which are currently
manufactured in the UK, together with information on UK trade designations and descriptions.

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is drawn especially to the following.

Wherever the words ‘part of 1SO 3004’ appear, referring to this standard, they should be read as ‘Part of BS 6992'.

’

In British Standards it is current practice to use the symbol ‘L’ for litre (and in its submultiples) rather than ‘|
Cross-references

International standard Corresponding British Standard

1ISO 90/1-1986 BS 6966 Light gauge metal containers
Part 1 : 1988 Glossary of terms for open-top cans and methods for determination of
dimensions and capacities

(ldentical)
1ISO 1361-1983 BS 5774 : 1984 Specification for internal diameters of round hermetically sealed metal
cans for food and non-carbonated drinks
(ldentical)
BS 6992 Capacities and related cross sections of open-top cans for food and drinks
1SO 3004/3-1986 Part 3 : 1988 Recommendations for cans for drinks
(1dentical)
1ISO 3004/6-1986 Part 5 : 1988 Recommendations for cans for milk
(ldentical)

1SO 3004/2 and ISO 3004/5, to which reference is made in clause 0, will be implemented as dual-numbered Parts of

BS 6992, and are currently at the ISO draft stage. ISO 3004/4 for cans for edible oil, also cited in clause 0, will not be
implemented as an identical Part of BS 6992: such cans are not manufactured in the UK. The reference is for
information only.

The Technical Committee accepts that the reference to ISO/TR 8610 in clause 0 is appropriate for information

purposes although such cans are not currently manufactured in the UK.

Compliance with a British Standard does not of itself confer immunity from legal obligations.

Documents

Document Sharing Hub

Full document details: BS 6992-1:1988


http://www.avadocuments.com/doc/bs-6992-1-1988
http://www.avadocuments.com/doc/bs-6992-1-1988

BS 6992 : Part 1 : 1988

British Standard

Capacities and related cross sections
of open-top cans for food and drinks

Part 1. Recommendations for cans for general food

0 Introduction

Light gauge metal open-top containers for food and drinks,
covered by ISO 3004, are grouped as follows:

Part 1: Open-top cans for general food.

Part 2: Open-top cans for meat and products containing
meat for human consumption.

Part 3: Open-top cans for drinks.

Part 4: Open-top cans for edible oil.

Part 5: Open-top cans for fish and other fishery products.
Part 6: Open-top cans for milk.

Vent-hole cans for milk are covered in ISO/TR 8610, Light
gauge metal containers — Round vent-hole cans with soldered
ends for milk and milk products — Capacities and related
diameters.

1 Scope and field of application

This part of ISO 3004 lays down a recommended range of
capacities with related diameters in accordance with ISO 1361,
for round open-top general-purpose food cans.

The term ‘‘general-purpose food cans’”’ excludes not only cans
for meat, drinks, oil and milk (which are covered in parts 2, 3, 4
and 6 of 1ISO 3004), but also cans for fish and fishery products
(which are covered by ISO 3004/51).

Cans for pet foods are covered by this part of ISO 3004.

All can measurements in this part of ISO 3004 are given in
accordance with the requirements laid down in 1ISO 90/1.

2 References

ISO 90/1, Light gauge metal containers — Definitions and
determination methods for dimensions and capacities —
Part 1: Open-top cans.

ISO 1361, Light gauge metal containers — Open-top cans —
Round cans — Internal diameters.

1) At present at the stage of draft. (Revision of ISO/TR 7423-1982 and ISO/TR 7670-1982.)
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