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British Standard Specification for

Vitreous-enamelled low-carbon-steel

fluepipes, other components and accessories

for solid-fuel-burning appliances with a maximum
rated output of 45 kW

Tuyaux d’évacuation en acier a la carbone revétu d’émail vitrifié,
et autres composants et accessoires dappareils de chauffage aux combustibles
solides de puissance nominale 45 kW — Spécifications

Abgasrohre, Rohrteile und Zubehor aux emailliertem niedriglegierten Stahl
fir Feuerungsanlagen fiir feste Brennstoffe fiir eine Nennleistung von 45 kW
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BS 6999 : 1989

Foreword

This British Standard has been prepared under the direction
of the Building Services Standards Committee.

This is a new standard produced at the request of the
British Flue and Chimney Manufacturers’ Association
and the Solid Fuel Advisory Service.

Recommendations for use and the application of these
flue pipes are given in BS 6461.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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AMD 8949

STANDARDS

Amendment No. 1
published and effective from 15 December 1995
to BS 6999 : 1989

Specification for vitreous-enamelled low-carbon-steel fluepipes,
other components and accessories for solid-fuel-burning
appliances with a maximum rated output of 45 kW

Correction

Clause 4.7
In line 2, delete ‘class SA’ and substitute ‘class A’
AMD 8949/December 1995
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