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Série aérospatiale. Bandes en coton — Spécifications

Luft- und Raumfahrt-Reihe. Baumwollband

Foreword

This revision of this British Standard, prepared under the direction of the Aerospace Standards Committee, is one of a
series for textiles of a quality suitable for aerospace purposes. During its preparation account has been taken of the fact
that basic quality requirements are now included in the latest edition of British Standard F 100.

In this revision the widths of tapes, for which details of construction and properties are given, are multiples of 5 mm and
only those tapes should be used in new designs. As an interim measure details are included, in table 2, for existing tapes
of 13, 32 and 38 mm widths,

This revision of this British Standard supersedes British Standard 5F 47 : 1972 which is withdrawn,
Compliance with a British Standard does not of itself confer immunity from legal obligations.
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6F 47 : 1983

1. Scope Tapes with 13, 32 and 38 mm widths shall comply with ‘

This British Standard coecifies the requirements for cotton the requirements given in table 2.

tapes for aerospace purposes in a range of widths.

NOTE 1. The titles of the publications referred to in this standard Table 1. Construction and properties of
are listed on the Inside back page. tapes with widths used in new designs
NOTE 2. The latest revision of an Aerospace Series standard is
indicated by a prefix number. Width Ends in Maximum [ Minimum | Minimum
width* mass breaking number
2. General requirements strength of picks
In addition to the requirements specified in clauses 3 to 7 , z:;ﬁmetm
of this standard the relevant clauses of sections one and
two of the latest edition of British Standard F 100 shall mm No. g/m N
apply. 10 36 1.2 80 17
15 57 1.9 125 17
3. Yarn 20 72 2.4 160 17
The tape shall be manufactured from unsized cotton yarns 25 96 3.2 215 17
of nominal counts as follows: 28 :;g 251) ggg :;
(a) warp: 2 ply yarn of resultant count 20 tex; 50 192 6.3 230 b
(b) weft: 17 tex count singles.

+4
*Tol .
4. Manufacture olerance _q

The weave shall be plain.

Shuttleless constructions shall not be permitted. Table 2. Construction and properties of

tapes with non-preferred widths (see

B. Finish foreword)
5.1 General. The tape shall be supplied in one of the width | Endsi Maxi Mini Mini
following conditions, as specified in the contract or order: ! vﬁ‘%’% m:;‘s'm""' br';;':i':;“ nu'g'g'e‘:m
(a) loomstate; strength of picks
, per
(b) scoured and rotproofed; - contimetre
{c) scoured, dyed and rotproofed.
5.2 Dyeing. The tape colour shall be specified in the mm No. g/m N
contract or order, if possible by reference to an official 13 48 1.6 105 17
standard, e.g. BS 381C, or otherwise by pattern. 32 120 4.0 265 17
Either the tape or the yarns from which it is to be 38 144 4.8 320 17
constructed shall be dyed.
. Iy N cpe *Tolerance +4
5.3 Rotproofing. Where tape rotproofing is specified, the -0
tape shall be treated with pentachlorophenyl laurate
{PCPL) in accordance with 8.7 of BS 2087 : Part 1 : 1981 7. Marking 0
and using the normal process, except that the upper fimit 71,5 1200 shall be identified by the number of this British

0
for PCPL content shall be 3.5 %. Standardt, together with the width, and, where required,
6. Construction and properties the colour and rotproof.ing requirements of clause 5.

For example, 50 mm wide tape dyed blue-grey and

T?f:sﬂ‘w"’m” ‘i"“dths fre,"‘“"‘,'p'tesbff f mm shall comply ¢ o0fed shall be identified as British Standard 6F
w e requirements given in tabie 1. 47/50 mm/blue-grey/PCPL’.
tMarking British Standard 6F 47 on or in relation to a product is a claim by the manufacturer that the product has been manufactured to 0

the requirements of the standard. The accuracy of such a claim is therefore solely the manufacturer’s responsibility. Enquiries as to the

availability of third party certification to support such claims should be addressed to the Director, Quality Assurance Divisioan me nts
Maylands Avenue, Hemel Hempstead, Herts HP2 4SQ for certification marks administered by BS! or to the appror riate authority Tor other
certification marks.
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