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Foreword

This British Standard has been prepared under the direction of the Power 
Electrical Engineering Standards Committee.
The growing use of luminaire supporting couplers in place of ceiling roses led to 
a request for standards to ensure the safety and interchangeability of such 
accessories. This standard has been based on drafts submitted by the Decorative 
Lighting Association and the Electrical Installation Equipment Manufacturers’ 
Association, and gives requirements for the interchangeability and safety of a 
standardized luminaire supporting coupler. The general requirements are 
specified in a separate standard, BS 6972.
A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
pages 1 to 16, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on 
the inside front cover.
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1 Scope
This British Standard specifies dimensions and 
particular requirements for the interchangeability 
and safety of a standardized luminaire supporting 
coupler (LSC) comprising an LSC plug and an LSC 
outlet.
NOTE The titles of the publications referred to in this standard 
are listed on the inside back cover.

2 General and particular 
requirements
LSC plugs and LSC outlets as referred to in this 
standard shall be capable of complying with all the 
relevant requirements specified in BS 6972 except 
that the rated current shall be as specified in 
clause 3 and the load supporting capacity shall be as 
specified in clause 4. The dimensions shall be as 
specified in clause 5. Marking shall be as specified 
in clause 6.

3 Rated current
LSC outlets and rewireable independent LSC plugs 
and component LSC plugs shall have a rated 
current of 6 A. Integral LSC plugs shall have a 
rated current not less than the maximum current 
of the luminaire, or 1 A, whichever is the greater. 
Non-rewireable independent plugs shall have a 
rated current appropriate to the flexible cord fitted 
by the manufacturer (see also clause 6 of 
BS 6972:1988).

4 Load supporting capacities
LSC outlets and LSC plugs, when assembled 
together, shall be capable of sustaining the load of 
luminaires as follows:

a) by flexible cord: 5 kg;
b) by direct support from a horizontal 
surface: 5 kg;
c) by direct support from a vertical surface: a load 
of 2.5 kg producing a turning moment of 1.5 N·m.

4.1 Compliance shall be checked by inspection and 
by one of the tests described in 22.6, 22.7 or 22.8 of 
BS 6972:1988.

5 Dimensions
Luminaire supporting couplers shall have the 
dimensions shown in Figure 1 to Figure 15 
inclusive.
5.1 Compliance shall be checked by measurement 
(see also clause 9 of BS 6972:1988).

6 Marking
Marking shall be as specified in clause 8 of 
BS 6972:1988, except that instead of the marking 
specified in 8.1 b) and 8.2 b) of BS 6972:1988, the 
number of this British Standard, i.e. BS 70011), 
shall be marked.

1) Marking BS 7001 on or in relation to a product represents a manufacturer’s declaration of conformity, i.e. a claim by or on 
behalf of the manufacturer that the product meets the requirements of the standard. The accuracy of the claim is therefore solely 
the responsibility of the person making the claim. Such a declaration is not to be confused with third party certification of 
conformity, which may also be desirable.
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All linear dimensions are in millimetres.

Figure 1 — LSC plug interface detail
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NOTE 1 All or part of the plug may be a constructional part of the luminaire.
NOTE 2 See Figure 1 for plug interface details.
This drawing does not purport to show constructional details.

All linear dimensions are in millimetres.

Figure 2 — Integral LSC plug and component LSC plug
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